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 TOWN OF 

 NORTH KINGSTOWN, RHODE ISLAND                                                                                           

     DEPARTMENT OF PUBLIC WORKS              

               2050 DAVISVILLE ROAD 

                                         NORTH KINGSTOWN, R.I. 02852-1799 

                                                                                                     PHONE:  (401) 268-1500 

                                                                                                      

 
 

TO:            Nicole LaFontaine, AICP, Director of Planning & Community Development  
 

FROM:        N. Kim Wiegand, P.E., Town Engineer   

 

DATE:  November 15, 2016 

 

RE:              Final Surety Release – Slocum Woods Phase 3 Subdivision 

  AP 54 Lot 75 

 

COPIES: P. Bergeron, P.E., Director of Public Works 

          FILE 

 

The developer for this subdivision has requested final release of the performance guarantees being held 

for the above development. 

 

Please be advised that a final inspection of the above subdivision was conducted by this office on 

November 8, 2016.  Three small cracks in the road were noted, which have been repaired. There were no 

other deficiencies in construction of the required improvements that had become evident since the last 

inspection conducted on February 20, 2015 for the release of ninety (90%) percent of the surety. 

 

 

ITEM ORIGINAL 

SURETY 

AMOUNT 

RELEASED TO 

DATE 

EXISTING 

SURETY 

AMOUNT 

AMOUNT 

THIS 

REDUCTION 

Highway $610,565.31  $549,508.78  $61,056.53  $61,056.53  

Drainage $207,249.53  $186,524.58  $20,724.95  $20,724.95  

Water $86,166.41  $77,549.77  $8,616.64  $8,616.64  

Survey $17,216.34  $15,494.71  $1,721.63  $1,721.63  

Miscellaneous $41,120.20  $37,008.18  $4,112.02  $4,112.02  

Subtotal $962,317.79  $866,086.02  $96,231.77  $96,231.77  

Contingency $48,115.89  $0.00  $48,115.89  $48,115.89  

Total $1,010,433.68  $866,086.02  $144,347.66  $144,347.67  
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Town of North Kingstown, Rhode Island 
     80 Boston Neck Road 
     North Kingstown, RI  02852-5762 
             Phone:  (401) 294-3331 
     Fax:        (401) 885-7373 
     Web:  www.northkingstown.org 
 
 

 

NORTH KINGSTOWN PLANNING COMMISSION 

 

 

April 7, 2015 

 

 

The North Kingstown Planning Commission convened at Beechwood Center, 44 Beach 

St., North Kingstown at 7:30PM 

 

The following members were present: 

 

Gardner Palmer 

Michael Annarummo 

Patrick Roach 

Brent Cleaveland 

James Grundy 

 

Mr. Dion was excused. 

 

Also in attendance were Acting Director of Planning Nicole LaFontaine and Town 

Solicitor Robert Donnelly 

 

Mr. Palmer opened the meeting at 7:30. 

 

Updated Construction Cost Estimate for Slocum Woods III 

 

Ms. LaFontaine told the Commission that the developer of Slocum Woods has requested 

to reduce the Construction Cost Estimate.  She said that this development has been under 

construction for quite a while. The developer is requesting release to ninety percent of the 

original performance guarantee. 

Ms. LaFontaine said that the town engineer had been to the site and was satisfied with the 

work there. The town engineer has proposed a 10% retainer of $96,231.78 which would 

mean a reduction of $128,798.19. 

 

Mr. Grundy asked if tolling came into play with this project, as it started in 2006.  Ms. 

LaFontaine answered that construction has been going on for this amount of time, so 

tolling did not come into play. 
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Mr. Grundy asked why this request did not include a contingency; and whether the 

numbers had been updated since 2006 (when the project began). 

Ms. LaFontaine responded that she was not sure why the town engineer had listed no 

contingency amount.  She said that the numbers had not been updated. 

 

Mr. Palmer entertained a motion to approve the setting of the 10% at $96,231.78.  Mr. 

Annarummo moved.  Mr. Roach seconded.   

Mr. Grundy asked whether the Commission should include a contingency figure.   

Ms. LaFontaine answered that she would prefer that the Commission approve the amount 

with the contingency; she will have the engineer change the amount(s) listed in the 

memo.  Mr. Annarummo withdrew his motion.  Mr. Roach withdrew his second. 

 

Mr. Palmer called for a motion to set the retainer at $96,231.78 plus 10% of the original 

contingency amount of $48,115.89.  Mr. Grundy moved.  Mr. Annarummo seconded.  All 

voted aye.  The request was granted. 

 

Updated Construction Cost Estimate: Reynolds Farm Phase 1A 

                                                                 Reynolds Farm Phase 1B 

                                                                 Reynolds Farm Phase 1C 

 

Mr. Grundy recused himself from items 2, 3 & 4. 

 

Mr. Palmer said that the Commission would look at agenda items 2, 3 & 4 together. 

 

Ms. LaFontaine said that the Commission is looking at the Construction Cost Estimate 

for the first three phases at Reynolds Farm.  The first two are reductions to already set 

estimates (construction has started), the third is in need of approval of an original 

Construction Cost Estimate. 

 

Mr. Palmer called for a motion to approve the amount of the reduction to Phase 1A to 

$151,381.61.  Mr. Annarummo moved.  Mr. Cleaveland seconded.  All voted aye.  The 

motion carried 4-0. 

 

Mr. Palmer called for a motion to approve the amount of the reduction to Phase 1B to 

$109,920.60.  Mr. Annarummo moved.  Mr. Roach seconded.  All voted aye.  The 

motion carried 4-0. 

 

Mr. Palmer called for a motion to establish the Construction Cost Estimate to Phase 1C at 

$434,173.66.  Mr. Annarummo moved.  Mr. Cleaveland seconded.  All voted aye.  The 

motion carried 4-0. 

 

Development Plan Review Modification:  Application of Gerry Squires on behalf of 

New Cingular Wireless PCS (AT&T) for the addition of three (3) panel antennas, 

replacement of (3) antennas and addition of related remote radio heads (9) and 

surge arrestor to existing telecommunications tower located at 406 Dry Bridge Road 
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being Assessor’s Plat 70 Lot 54 located in a Light Industrial (LI) zone and a 

Groundwater One (GW1) overlay zone. 

 

Mr. Gerry Squires came forward to represent the application. 

 

Ms. LaFontaine gave an overview of the application for 406 Dry Bridge Rd.  The existing 

tower is located in a Light Industrial (LI) zone and also lies with the Groundwater One 

(GW1) overlay zone.  The reason the application is being heard by the Planning 

Commission is because of its location within the groundwater zone.  The application is to 

install three additional antennas, nine radio heads and a surge arrestor; and, to replace 

three antennas.  The tower is an existing 180’ lattice type tower.  Ms. LaFontaine said 

that the addition of this equipment will not add to the height of the tower.  The tower was 

constructed in 1987 and has had many modifications added to it since then.  She 

concluded saying that town ordinance states that all reasonable effort shall be made to use 

existing structures and the Federal Communication Commission (FCC) policy that local 

Counsels and Commissions may review a request but may not deny any modification that 

does not substantially change the dimensions. 

 

Mr. Squires spoke next; He said that the application packet included a structural report 

which certifies that the existing tower is structurally sound enough to take the added 

equipment. 

 

Mr. Palmer entertained a motion to approve the development plan review modifications 

with positive findings of fact with regard to all of the required criteria.  Mr. Grundy 

moved.  Mr. Annarummo seconded.  All voted aye.  The motion carried 5-0. 

 

Discussion:  Amendments to North Kingstown Zoning Ordinance Article XXII 

Inclusionary Zoning.  

 

This is a continued discussion regarding changes to state law relating to inclusionary 

zoning. 

 

Ms. LaFontaine told the Commission that the town has a “fee-in-lieu” provision in the 

ordinance.  The provision has never been used previously because there is not any statute 

to back it up.  The state has since voted new legislation that sets criteria for “fee-in-lieu” 

requests.   

After studying the new legislation, Planning staff discovered some issues.  One, that any 

“fee-in-lieu” payments would have to be deposited with state agencies; the state would 

then allocate  the money for affordable housing within the town; or, the payments would 

go into a town-set account in which all monies would have to be used within two years.  

Another, the state legislation allows the developer; not the Commission, the choice of 

using the “fee-in-lieu” provision.  

The Commission had stated their interest in keeping control of the affordable housing, so 

the option that best suited this was to eliminate the “fee-in-lieu” provisions within the 

town ordinance.   
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Ms. LaFontaine presented an ordinance draft which struck out the “fee-in-lieu” provision, 

Sec. 21-601(c). 

 

All Commission members agreed. 

 

Ms. LaFontaine said that she would present another draft withdrawing the provision, for 

the Commission’s recommendation to Town Council.  

 

Planning Department Update 

 

Ms. LaFontaine told the Commission to try using their new IPADS, she is arranging for 

an IT staff member to be at a meeting to answer any questions.  

She also let them know that the Comprehensive Plan Re-write kick-off meeting was 

happening this week.   

She informed them that a new Planner had not been hired yet, but interviews were 

scheduled. 

 

Minutes 

 

Mr. Palmer called for a motion to approve the February 17, 2015 Planning Commission 

meeting minutes.  Mr. Grundy moved to approve the amended minutes.  Mr. Cleaveland 

seconded.  Mr. Palmer, Mr. Grundy, Mr. Annarummo and Mr. Cleaveland voted aye.  

Mr. Roach abstained.  The minutes were approved. 

Adjournment 

 

Mr. Palmer entertained a motion to adjourn.  Mr. Grundy moved.  Mr. Cleaveland 

seconded.  All voted aye.  The meeting was adjourned at 8:00PM. 

 

 

 

 

 
Beth Gagnon-Glasberg 

Recording Secretary 
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 TOWN OF 

 NORTH KINGSTOWN, RHODE ISLAND 

     DEPARTMENT OF PUBLIC WORKS 

               2050 DAVISVILLE ROAD 

                                         NORTH KINGSTOWN, R.I. 02852-1799 

                                                                                                     PHONE: (401) 294-3331 

                                                                                                     FAX:       (401) 267-9036

 

INTEROFFICE MEMORANDUM 

TO: SHERYLL TRAVERS 

FROM: SHAUN LACEY, AICP, PRINCIPAL PLANNER 

SUBJECT: SLOCUM WOODS PHASE III, SLOCUM ROAD, AP 54 LOT 75   

DATE: 12/30/15 

 

Please find the attached Recordation Sign-Off Sheet for Phase 3 of Slocum Woods. This is the third and final 

phase of the 100-lot cluster subdivision, which was approved by the Planning Commission on May 20, 2003. 

Phase 3 consists of 23 lots. An interoffice memorandum from the Town Engineer on April 2, 2015 confirmed that 

infrastructural improvements were satisfactorily completed.  

 

As a condition of approval, a fee of $144,347.67 must be held for one year from the recording date. This fee 

includes a 10 percent retainer of $96,231.78 plus a contingency amount of $48,115.89. This fee was received by 

the Finance Department on October 5, 2015.  

 

If you have any questions, please feel free to contact me at extension 313. 

 

Attachments: 

1. Recordation Sign-off Sheet 

2. Surety Reduction Memorandum Dated April 2, 2015 

3. Copy of Escrow Fee in Amount of $144,347.67 

 

Cc: Nicole LaFontaine, AICP, Planning Director 

 N. Kim Wiegand, PE, Town Engineer 

 Ted Przybyla, Finance Director 
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 1 Certification 

1 
Certification 
This Facility Spill Prevention Plan (FSPP) is a revision to the FSPP prepared when the 
Toyota facility was constructed.  The need for revision is the addition of a 
Reconditioning Building (Recon Building) where car washing and washwater 
treatment will be relocated.  No new oil or hazardous material activities are being 
conducted.  The Recon Building will be constructed with the same protections and 
provisions included for the Toyota and Hyundai facilities.  The space vacated by the 
car washing activities will be used as additional service bays.  The washwater 
treatment system area will be used for parts and equipment storage.  All 
components of the old Recon operations (including the collection trench and 
transfer sump) will be emptied cleaned and fully decommissioned.  The trench and 
sump will be filled with concrete.   

This FSPP has been prepared on behalf of Tarbox Toyota in accordance with 
Sections 21-186(f)(3) and 21-187(b)(9) of the North Kingstown Zoning Ordinance. 
Section 21-186(f)(3), Criteria for Special Use Permits, requires the applicant to 
include a “hazardous material handling and contingency plan and a waste 
management plan.”  Section 21-187(b)(9) further states that the FSPP is required for 
“all facilities utilizing hazardous materials/hazardous substances and petroleum 
products” and requires the FSPP be developed in accordance with Rule 5.02 
Contingency Plan Requirements as set forth in the Rhode Island Department of 
Environmental Management’s (RIDEM’s) Rules and Regulations for Hazardous Waste 
Management (the Hazardous Waste Regulations).  Please note that the RIDEM 
Hazardous Waste Regulations were revised January 17, 2014 and the Contingency 
Plan Requirements are now located in Rule 5.13(J).  If applicable, the FSPP must also 
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 2 Certification 

incorporate Spill Prevention, Control and Countermeasure (SPCC) Plan requirements 
as set forth in the Rhode Island Oil Pollution Control (OPC) Regulations and U.S. 
Environmental Protection Agency (EPA) regulations in Title 40 CFR, Part 112, Oil 
Pollution Prevention. Based on the amount of oil proposed to be in use at Tarbox 
Toyota, the requirements for an SPCC Plan apply and, therefore, they have been 
incorporated herein.   

The following certifications are required by 40 CFR 112.  The undersigned has read, 
fully understands and agrees to comply with this SPCC Plan written for the Tarbox 
Toyota Facility located in North Kingstown, Rhode Island.  The undersigned agrees 
to commit the necessary manpower, equipment and materials to expeditiously 
control and remove any quantity of oil discharged at the Facility that may be 
harmful to the public or environment. 

 

By:   Date:  
 Brian Renaud 

Emergency Coordinator 
   

 

I hereby certify that I have visited and examined this facility and that this Facility Spill 
Prevention Plan for the Tarbox Toyota facility in North Kingstown, RI has been 
prepared in accordance with federal regulation 40 CFR 112, Oil Pollution Prevention 
and good engineering practices, including consideration of applicable industry 
standards.  As part of this Plan, procedures have been established for the required 
inspections and testing of oil storage equipment and piping.  This Plan is adequate 
for the Facility. 

 

By:   Date:  
     
Print Name:     
     
Registration Number     
     
The State of    (affix seal here) 
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2 
Five-Year Review of SPCC Plan 
2021 

(affix seal here)  By:   Date  
  Registration No. 

State of Rhode Island 
   

2026 

(affix seal here)  By:   Date:  
  Registration No. 

State of Rhode Island 
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 4 Introduction 

3 
Introduction 
The SPCC Plan provided in Section 6 of this FSPP describes the containment and 
emergency response measures associated with the storage and handling of oil, 
hazardous materials and hazardous wastes at Tarbox Toyota. Additional 
requirements specific to emergency response and notification procedures for 
hazardous wastes (i.e. contingency plans) are presented in Section 5 of this FSPP and 
comply with the requirements of Rule 5.13(J) of the RI Hazardous Waste Regulations.  
Site-specific information has been incorporated from Tarbox Toyota’s Hazardous 
Waste Training Manual, edition 2008. 

3.1 Applicable Federal and State Regulations  

3.1.1 Federal Regulations 

Tarbox Toyota stores approximately 3,250 gallons of oil/waste oil, and another 
approximately 4,180 gallons of related waste and product on-site in aboveground 
storage tanks (ASTs) and drums. An additional 5,000 gallons of recycled car wash 
water is stored in an underground storage tank (UST).  The storage of greater than 
1,320 gallons of oil in ASTs and in containers larger than 55-gallons in capacity 
requires Tarbox Toyota to maintain an SPCC Plan in accordance with United States 
Environmental Protection Agency (USEPA) regulation 40 CFR 112, Oil Pollution 
Prevention and the Rhode Island OPC Regulations. With regard to the determination 
of applicability, 40 CFR 112 defines oil as “oil of any kind or in any form, including, 
but not limited to petroleum, fuel oil, sludge, oil refuse, animal fats, vegetable oils 
and oil mixed with wastes other than dredged spoils.”  The facility meets these 
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requirements due to the storage of aboveground petroleum oils with a combined 
total volume greater than 1,320 gallons. 

The Comprehensive Environmental Response, Compensation, and Liability Act 
(CERCLA) spill reporting requirements are applicable to the Facility. Resource 
Conservation Recovery Act (RCRA) regulations are also applicable to hazardous 
waste management and duplicate many of the requirements of Part 112.  Rhode 
Island is authorized to implement its own regulations relative to both federal RCRA 
hazardous wastes plus additional wastes considered to be hazardous wastes specific 
to the State of Rhode Island. Generally, RCRA provisions establish a more exacting 
and stringent set of requirements for a hazardous waste generator, and thus 
constitute the controlling standards for Facility operations. Oily waste management 
is discussed in Section 6.5.  Additional hazardous waste requirements set forth in 
Rule 5.13(J) Contingency Plan Requirements of the Rhode Island Hazardous Waste 
Regulations are provided in Section 5.   

3.1.2 State Regulations 

The RIDEM promulgated Hazardous Waste Management Regulations for the 
management of hazardous waste and used oil. Rhode Island also promulgated its 
OPC Regulations based on the requirements of 40 CFR 112 as discussed above, 
which covers the bulk storage of petroleum in ASTs, spill prevention and emergency 
plans for preventing oil contamination to the waters of Rhode Island, and reporting 
procedures for uncontrolled spills. The federal regulations 40 CFR 112 are more 
stringent than that of Rhode Island spill prevention and emergency plan 
requirements. Therefore, RIDEM accepts SPCC plans in place of their spill prevention 
and emergency plans. 

This SPCC plan is intended to satisfy the requirements of 40 CFR 112 and the Rhode 
Island Hazardous Waste Regulations. 
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4 
Spill Prevention Control and 
Countermeasure Plan (SPCC Plan) 

4.1 General Information 
Vanasse Hangen Brustlin, Inc. (VHB) has prepared this Spill Prevention, Control and 
Countermeasures (SPCC) Plan as a component of Tarbox Toyota’s FSPP required by 
the North Kingstown Zoning Ordinance and the Rhode Island Oil Pollution Control 
(OPC) Regulations and U.S. Environmental Protection Agency (EPA) regulations in 
Title 40 CFR, Part 112, Oil Pollution Prevention. This SPCC Plan discusses spill 
prevention and readiness of response materials, equipment, and procedures. The 
purpose of the SPCC Plan is two-fold: 

› To minimize the chances that a spill of oil or hazardous material will occur; and 
› To prepare for a proper response in case a spill occurs.  

This SPCC Plan is written in compliance with federal regulations Title 40 CFR, Part 
112, Oil Pollution Prevention. 

4.1.1 Facility Location and Description 

Tarbox Toyota is located on Quaker Lane in North Kingstown, Rhode Island as 
shown on Figure 1. The oil, hazardous material and waste storage and containment 
areas are shown on Figure 2. Section 21-186 of the North Kingstown Zoning 
Ordinance states that the groundwater underlying the town is the sole source of 
current and future drinking water reserves (i.e. a sole source aquifer) and sets forth 
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requirements for the on-site management of oil, hazardous materials and hazardous 
waste.  

Tarbox Toyota is a car dealership. They conduct automobile sales and service 
associated with oil and fluids maintenance, in addition to manual washing of 
vehicles for customers. They do not conduct auto body repair or painting, and do 
not operate an automatic commercial car wash. As such they do not use paints, 
paint thinners or other related materials; they also do not generate oily or heavily 
contaminated wash water since they do not wash engines, undercarriages or “fifth-
wheels.”  The Facility also contains a sales/management office, a show room, and 
parts department. No maintenance or oil change activities are performed outdoors.   

4.1.2 Scope of On-Site Activities 

This SPCC Plan covers the following items: 

› Bulk virgin oil storage in one 1,000 gallon AST, one 500 gallon AST, and one 250 
gallon AST (part of two-compartment AST) for replenishment of oil in vehicles; 

› Bulk virgin storage of windshield washer fluid in one 200 gallon AST and one 160 
gallon AST; 

› One self contained “Safety Kleen” parts washing unit; 
› Palletized storage of quart containers of product antifreeze, coolants, and 

windshield washing fluids;  
› Bulk waste oil in one 1,500 gallon AST; 
› Bulk waste antifreeze stored in one 250 gallon AST (part of two-comparment 

AST); 
› Roll-off storage of drained oil filters; 
› Car wash water in three 1,000-gallon ASTs pending treatment; 
› Car wash water in one 250-gallon AST for treatment; 
› Reclaimed car wash water in one 250-gallon AST for reuse; 
› Surplus reclaimed car washwater in one 5,000-gallon UST; 
› Car wash water treatment sludge in one 750-gallon AST for disposal; 
› Four 55-gallon drums of brake cleaning fluid; 
› One 55-gallon drum of waste gasoline;  
› One 30-gallon drum of Combine 100 treatment system coagulant; 
› One 30-gallon drum of Drop Out 200 treatment system flocculent; and 
› One 30-gallon drum of Odor Remover for treatment system. 

Table 1 summarizes the product and wastes at the facility in addition to where they 
are located. 
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4.1.3 Plan Review and Amendment 

This SPCC Plan shall be reviewed regularly by Tarbox Toyota and amended, as 
necessary. The SPCC Plan shall be reviewed by a Registered Professional Engineer at 
least every 60 months (5 years) as required by 40 CFR 112 and will be revised within 
6 months of each review for implementation of new or more effective spill 
prevention and control technology. Furthermore, the SPCC Plan will be reviewed 
more frequently if: 

› The inventory or location of spill containment equipment changes; 
› Facility design, operation, maintenance, or construction modifications affect the 

potential for discharge of petroleum or hazardous substances; or 
› The applicable regulations are revised. 

The Emergency Coordinator (EC) shall have authority to make editorial corrections 
and changes to the list of First Responders and/or Spill Response Contractors. The 
EC shall notify all affected personnel of the corrections/changes and maintain a 
record of the changes until the next official amendment/revision of the SPCC Plan. 

4.1.4 Plan Review and Amendment 

Copies of the SPCC Plan are maintained on-site in the Tarbox Toyota Main Office. 
The SPCC Plan must be made available for inspection by designated representatives 
of the U.S. EPA, RIDEM, and other authorized governmental agencies. 

4.2 Storage Facilities Inventory 
The following primary types of storage for oil and hazardous materials (OHM) exist 
at the facility: 

› Virgin oil (three ASTs); 
› Product windshield washer fluid (two ASTs); 
› Safety Kleen Parts Washer (self contained unit); 
› Quart and gallon containers of product antifreeze, coolants, and windshield 

washing fluids (rack and shelf storage);  
› Brake cleaning fluid (four 55-gallon drums); 
› Waste oil storage tank (one AST); 
› Waste gasoline (one 55-gallon drum); 
› Waste antifreeze storage tank (one AST); 
› Drained oil filters (in contained roll-off/dumpster); 
› Car wash water treatment and recycling system (five ASTs, one UST, and 3x30 

gallon drums of treatment chemicals); and 
› Wastewater sludge from car wash water treatment system (one AST). 
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4.2.1 Nature of Materials Handled 

55-gallon drums and small containers of OHM are delivered to the Facility by truck 
and are transferred to the appropriate storage and use locations in the building by 
forklift or hand truck. Bulk transfers are received and shipped by tank truck to/from 
the ASTs at the Facility. Any waste or hazardous waste will be accumulated in a 
designated area in the machine shop, express lube or waste storage area.  All 55-
gallon and smaller containers of liquid wastes will be stored on secondary 
containment pallets (see Appendix A for typical containment pallet).  The materials 
in use and storage at the facility are primarily oils, transmission fluids, and 
windshield washer. 

4.2.2 Aboveground Storage 

Tarbox Toyota uses 13 ASTs containing virgin oil, waste oil, windshield washer, waste 
antifreeze, and dirty and clean car wash water.  Car wash water generated during car 
wash activities is treated through a Blendco© treatment system for reclamation and 
reuse. Tank locations are shown on enclosed Figure 2 “Product & Waste Storage 
Locations, Emergency Equipment, & Evacuation Route” Dated November 22, 2016.”  
The sizes, locations and containment systems for the tanks are presented on Table 2.  
ASTs are located in the Recon Buildings or in the Producet & Waste Storage Room 
as shown on Figure 2.  The oil, waste oil and waste antifreeze ASTs unrelated to the 
Blendco© treatment system are all double walled tanks, with interstitial monitors 
and high level alarms.  The double walled tanks provide 100% containment of their 
respective contents, the interstitial monitors provide notification of release, and the 
high level alarms protect against overfilling.  The windshield washer fluid ASTs are 
single walled polyethylene tanks located in the Product & Waste Storage Room.  
This room is recessed 7” to provide a containment volume of gallons which is more 
than capable of holding the 360 gallons of windshield washer fluid contained in the 
two ASTs.  The Blendco© treatment system tanks are provided with containment 
supplied by a 7” berm surrounding the treatment system tanks, the sludge tank, and 
the three holding tanks in the Recon Building that provides containment for 
approximately 625 gallons.  The waste sludge tank is a double walled tank with 
interstitial monitor and high level alarm which contains 100% of the volume of the 
750-gallon AST (see Figure 2). 

4.2.3 Underground Storage Tanks 

There is one 5,000 gallon UST used for the accumulation of surplus treated car wash 
water.  In some circumstances, the car wash water system will treat more water than 
can be reused to wash cars.  The tank is double walled and provided with an 
interstitial leak detection monitor and high level alarm to prevent overfilling.  The 
double wall system provides 100% containment of the tank’s volume.   
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4.2.4 Drum Storage 

One quart and smaller containers of lube, transmission, hydraulic and motor oils will 
be used in varying quantities at the Facility in the machine shop and in the express 
service areas.  Brake fluid is received in 55-gallon drums that are stored on 
secondary containment pallets in the Parts and Tire Service Department.  One 55-
gallon drum is used to collect waste gasoline.  This container is located in a satellite 
waste accumulation area in the service garage and on a secondary containment 
pallet (see Appendix A for typical spill containment pallet).  Both the brake fluid and 
waste gasoline are flammable liquids.  These drums will be grounded and stored in 
accordance with all fire department regulations.  Containers of oil and hazardous 
material (OHM) will be stored, labeled and used in accordance with Occupational 
Safety and Health Administration (OSHA) Hazard Communication Standards as 
appropriate/required, and will be maintained in a manner so as to prevent spills or 
leaks during storage or use.  Hazardous waste accumulation and satellite 
accumulation containers will be managed in accordance with the RIDEM Rules and 
Regulations for Hazardous Waste Management as applicable.  Gallon size and 
smaller containers of vehicle maintenance fluids such as window washer and 
antifreeze will be stored on racks in the parts department. Any liquid received in 55-
gallon drums will be kept on spill containment pallets.  All interior floors in the 
Tarbox Facility outside the showroom and client waiting areas are concrete coated 
with an epoxy resin to render the surfaces impervious as required by North 
Kingstown Zoning Ordinance Section 21-186(f)(1).  While berming will not be 
provided for drum storage area secondary containment due to forklift access 
difficulties, secondary containment for drums will be achieved through the use of 
the spill control pallets. Hazardous waste storage and accumulation requirements 
are discussed in Section 5 of this FSPP. 

4.2.5 Oil and Hazardous Material Loading/Unloading Areas 

OHM loading/unloading will occur at two overhead door entrances for the service 
bays (see Figure 2).  One is adjacent to Bay 18 and the other is adjacent to Bay 24.  
Section 21-187 of the North Kingstown Zoning Ordinance requires “all areas utilized 
for the loading, unloading, or transfer of hazardous materials/substances/petroleum 
products must be provided with sufficient overhead and side cover to prevent the 
influx of precipitation and sufficient secondary containment (via berms, dikes, 
negative berms, etc.) to prevent the release of the material to the environment.”   

To comply with this requirement Tarbox Toyota’s OHM loading/unloading area is 
located inside the building at the locations shown on Figure 2.  Trucks will back into 
the building through overhead doors to ensure OHM loading/unloading is not 
occurring outside the building.  The overhead doors will remain open during all 
OHM loading/unloading activities.  There are diversionary berms across the 
overhead door openings to prevent any potential release from flowing immediately 
out of the door.  Spill response kits and emergency stations are located in the 
vicinity of the loading/unloading area, adjacent to Service Bays 18 and 24. 
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4.2.6 Electrical Transformer 

Any transformers at the Facility are “dry type” and as such contain no dielectric fluid, 
oil or polychlorinated biphenyls (PCBs). 

4.3 Drainage Systems  

4.3.1 Storm Water Systems/Drainage Controls 

Storm water management controls and systems have been reviewed and approved 
by the RIDEM and the Town of North Kingstown.  In general, storm water runoff is 
collected in two vegetated biofiltration islands and deep-sump, hooded catch basins 
and conveyed in a closed piping network to a subsurface infiltration/detention 
structure that is permitted with the RIDEM. Water quality and quantity control 
measures such as pavement sweeping, deep-sump catch basins with long outlet 
tees, and subsurface infiltration systems have been designed to protect the 
surrounding natural resources from potential storm water runoff impacts. The Storm 
Water Management Plan (the Plan), including Best Management Practices (BMPs) for 
maintaining storm water runoff quality both during and after construction, was 
prepared in accordance with the applicable local, state, and federal regulations and 
is provided in a separate document. Catch basins at the Facility conform to the 
requirements of the RIDEM Underground Injection Control (UIC) Program. Catch 
basins are a minimum 6-foot diameter with minimum 4-foot sumps and long tees at 
the outlets to trap debris, sediments and floating contaminants. Catch basins will be 
cleaned twice per year. Oil/water separators (OWS) are situated to treat storm water 
runoff from paved truck loading areas, efficiently removing grit, sediments, and 
floating contaminants from the surface runoff and will contain accidental, 
hydrocarbon spills. The oil filter dumpster is located in a contained area on the north 
side of the building along with the trash dumpster.  This area is asphalt pavement 
coated with an epoxy resin or other similar material to render the pavement 
impervious.  While not fully bermed, the area is sloped to the west to divert any 
leakage to a berm behind the dumpster.  There is also a catch basin in this area that 
is fitted with a valve to close the basin during emptying of the oil filter dumpster.  
The capacity of the catch basin and the OWS on the northern side of the building is 
approximately 650 gallons.   

4.3.2 Sewer Systems 

There is a men’s room and ladies bathroom in the customer lounge, a bathroom in 
the service area, and a men’s room and ladies room in the Recon Building. Sanitary 
wastes are discharged to an on-site sewage disposal system. 
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4.4 Routine Material Handling Procedures 
Tarbox Toyota has developed standard operating procedures to reduce the 
likelihood of a spill or release of oil or hazardous materials at the Facility. 

4.4.1 Procedures for Transfer of Bulk Shipments 

The following general standard procedures shall be followed during transfer 
operations to reduce the likelihood of a spill or release: 

› Prior to the transfer, the driver measures the existing volume of OHM in the 
storage tank and the condition of the transfer equipment. The truck driver 
supervises the transfer operation and observes the filling operations at all times. 

› No bulk transfers will take place without operating personnel 
supervision/approval.  

› Unless emergency deliveries are required, bulk deliveries will be accepted during 
daylight hours only. 

› The level of OHM in the tank will be measured by the truck driver before the 
delivery is initiated. In addition, the tank gauges will be compared against the 
measured level and corrected accordingly. The level and gauge checks are 
conducted each time the storage tank is filled. 

› The delivery truck wheels will be chocked as soon as the truck is parked in the 
material transfer position.  

› The truck driver making the delivery will be present at the point of transfer to 
supervise the operation. The truck driver shall not be permitted to leave the point 
of transfer while OHM is being transferred. 

› Flexible transfer hoses will be inspected for cuts, abrasion, and damaged ends. 
› Feed lines will be inspected for apparent deterioration or leaks prior to the start 

of OHM transfer. 
› The valves will be checked to ensure that they are in the correct position before 

the transfer pump is started. 
› The tank gauges will be monitored while the OHM is being transferred.  
› Tanks will not be filled to overflow capacity; sufficient volume will be available for 

product expansion. It shall be the responsibility of the tank truck driver to ensure 
that the tank is not overfilled. 

› Final inspection of the tank truck and tank feed lines will be conducted before the 
wheel chocks are removed by the delivery truck driver to assure that all valves 
and ports are closed and that no leaks have occurred. 

› For oil deliveries, the Bulk Delivery Driver will complete and sign a Fuel Oil Bulk 
Delivery Acceptance Checklist for each bulk fuel oil delivery to the facility. The 
completed checklist will be maintained on file at the facility for three years. A 
copy of a checklist is presented in Appendix B. 
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In addition, the companies shall provide verification, in a letter or other written form, 
that their delivery drivers are properly trained and that the trucks are well-
maintained and meet Department of Transportation (DOT) requirements. 

4.4.2 Procedures for Delivery of 55-Gallon Drums and Containers of 
OHM 

The following general standard procedures shall be followed during drum and 
container delivery operations to reduce the likelihood of a spill or release of OHM: 

› Drum and container truck delivery drivers trained in OHM handling and spill 
response will oversee the drum shipments.  

› Drum and container deliveries will be accepted during daylight hours only. 
› Drum and container delivery truck driver will chock the wheels of the truck prior 

to unloading. 
› The truck driver making the delivery will be present while unloading at all times 

to supervise the operation.  
› The truck driver and appropriate Tarbox personnel will inspect each container 

prior to unloading for dents, deformations, leaks, rust or other damage. Tarbox 
personnel are authorized to refuse acceptance/unloading of any container which 
in their opinion presents a risk of leaking or release. 

› Final inspection of the truck and remaining containers will be conducted before 
departure to assure that all containers have been secured, are in shippable 
condition and that no leaks have occurred.  

The OHM and hazardous waste transportation companies will, prior to delivery, 
provide verification that their delivery drivers are properly trained, that the trucks are 
well maintained and the containers are all in accordance with DOT requirements. 

4.5 Oily Waste Management 
Any hazardous waste generated by Tarbox Toyota will be transported off-site by 
licensed hazardous waste transportation companies and managed or disposed of 
off-site by licensed hazardous waste treatment, recycling, and/or disposal facilities.  

If waste oil and oil-impacted materials are generated due to a release from one of 
the aboveground storage tanks, the material will be collected, containerized and 
placed in the waste accumulation area.  Arrangements will be made for the waste to 
be transported to a licensed recycling or disposal facility in accordance with state 
and local regulations. 

Satellite accumulation of oily wastes and waste rags will occur in the machine shop, 
service areas, and the Product & Waste Storage Room as shown on Figure 2.  When 
full, satellite accumulation containers will be transferred to the main waste 
accumulation area.  Wastes will be accumulated in the main accumulation area in 
the northeast portion of the building.  Waste accumulation containers and satellite 
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accumulation containers will be managed in accordance with RI Hazardous Waste 
Regulations and will be stored on secondary containment pallets on impervious 
surfaces. Emergency Stations are situated at OHM product and waste accumulation 
areas. These stations have an emergency eye wash/shower, fire extinguisher, 
absorbent, broom shovel, and personal protective equipment. 

4.6 Discharge Prevention 
All of the ASTs are double walled with monitoring devices placed in the interstitial 
space to provide visual and audible notification of release with the exception of the 
windshield washer ASTs which are located within adequate secondary containment.  
Should an interior tank structure breach, containment should be achieved by the 
double walled construction or the secondary containment provided by the room. 
The in-floor, concrete collection system in the Recon Building is epoxy coated 
concrete (or similarly coated concrete) to render it impervious.  The floor is sloped to 
a lined collection trench and transfer sump.  Wash water collects in this system and 
is transferred by a float activated pump to the first of three 1,000 gallon car wash 
water collection tanks (see Figure 2) where it passes through the Blendco© 
treatment system.  

Emergency Stations are situated in OHM product and waste storage and use areas. 
These stations have an emergency eye wash/shower, fire extinguisher, absorbent, 
broom shovel, and personal protective equipment. Tarbox Toyota personnel conduct 
inspections of the storage locations and containers on a weekly basis (except for any 
hazardous waste storage areas where inspections may conducted at a greater 
frequency as required by regulation). In addition, all ASTs except the windshield 
washer fluid tanks, are double-walled in secondary containment, and in secure and 
well-lit areas. Secondary containment for the windshield washer fluid ASTs is 
provided by the Product & Waste Storage Room.  Interior storage rooms for virgin 
chemicals and waste materials are secured in marked areas, accessed only by facility 
personnel who inspect the areas and containers as required. 

4.7 Emergency Response 
This section discusses of the personnel, procedures, and equipment available to 
respond to an emergency arising from the handling or storage of oil and hazardous 
materials at the Facility. This section is organized into the following components: 

› 4.7.1 Emergency Response Organization  
› 4.7.2 Spill Reporting Procedures 
› 4.7.3 Liaison with Outside Agencies 

4.7.1 Emergency Response Organization and Procedures 

This section presents an overview of the three emergency scenarios covered in the 
SPCC Plan:  oil and hazardous material releases; evacuations; and medical 
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emergencies.  Hazardous waste emergencies are discussed in Section 5.0 
Contingency Plan.   

4.7.1.1 Oil or Hazardous Material Releases 

The Service and Parts Director will act as the EC for any and all OHM and hazardous 
waste response actions (hazardous waste response actions are discussed in Section 
5). The Parts Manager will serve as the Alternate EC. The EC is the main contact and 
incident commander for all spills or releases, unless the Fire Department, state or 
federal agents take command of the incident. The EC is responsible for all facility 
activities and response measures during and following an OHM release.  

When a spill is reported, the EC assesses the impact on operations, determines the 
level of response, coordinates the response and clean-up activities (including calling 
in outside professional responders), contacts appropriate regulatory agencies, 
informs facility personnel when an evacuation is required and when the emergency 
is over, and completes required written reports. The EC also organizes training and 
drills and oversees equipment purchase activities and maintenance. The names and 
phone numbers of the Primary and Alternate EC are provided in Section 5.2 of this 
FSPP.  

Tarbox Toyota will maintain trained in-house personnel to provide initial 
containment and notification to appropriate individuals in the event of a spill. 
Personnel will be trained as “First Responders” for defensive response techniques, 
such as applying absorbents on the leading edge of a spreading material to prevent 
or limit contamination of the environment. For minor spills, the Facility personnel will 
completely manage the spill from initial response to final clean-up, as directed by 
the EC.  

4.7.1.2 Evacuation 

In addition to the First Responders, assigned personnel are responsible for ensuring 
essential equipment shutdown (to minimize the hazards with leaving the work area 
unattended); full evacuation of their respective areas; counting of personnel at the 
pre-determined assembly/muster areas; safe off-site movement of personnel; return 
of their personnel to the buildings; and resumption of activities once the emergency 
is over. The EC makes the decision to evacuate the buildings, coordinates traffic flow 
during the evacuation, and makes the determination when the building is safe for 
re-entry. Evacuation routes and muster areas are shown on Figure 2. 

4.7.1.3 Medical Emergencies 

In the event of a medical emergency Tarbox Toyota personnel will dial 911 and 
summon medical assistance. Tarbox personnel may go to the location of the injury, 
stay with the injured (if no possible harm to the first aiders), and call for assistance to 
move the injured to the appropriate location in the hospital. 
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4.7.2 Oil Spill Reporting Procedures 

The Rhode Island Oil Pollution Control (OPC) Regulations require notification to the 
RIDEM in the event of any release of oil that could impact waters of the state. The 
RIDEM defines waters of the state as “all surface waters and groundwaters, including, 
waters of the territorial sea, tidewaters, all inland waters of any river, stream, brook, 
pond or lake, wetlands, and all underground waters of whatever nature.”  Therefore, 
releases of oil that have any potential to impact groundwater, surface water, 
wetlands, or other “waters of the state” directly or through infiltration, runoff, or 
discharge are subject to reporting under the OPC Regulations. Releases should be 
reported to the RIDEM Emergency Response Office at (401) 222-4700, in addition to 
the local fire department and the National Response Center. These and other 
emergency response notification phone numbers are provided in Section 5.9.  

The EC is responsible for notifying the appropriate agencies. The Fire Department 
must be notified immediately if a spill or release poses a risk of fire or danger to the 
public. RIDEM and the Coast Guard must be notified immediately when a release of 
oil to waters of the state occurs. The US EPA must be notified of oil discharges equal 
to or greater than 1,000 gallons or discharges equal to or greater than 42 gallons 
that occur more than twice in a 12 month period, once spill response actions have 
controlled the release.  

The typical information that may be required during notification includes: 

› Facility Name and Address 
› Telephone Number 
› Person Making the Notification 
› Facility Contact for Follow-up Information 
› Date and Time of Spill or Release 
› Material Spilled or Released 
› Estimated Volume of Spill or Release 
› Source of Spill or Release 
› Cause of Spill or Release 
› Media Affected By the Spill or Release 
› Actions Being Implemented to Stop or Control the Spill or Release 
› Name of the Emergency Spill Response Contractor  
› Name of Environmental Professional, if required 
› Damage or Injuries Caused By the Spill or Release 
› Other Agencies Notified of the Spill or Release 
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4.7.3 Liaison with Outside Agencies 

The EC will be responsible for determining which outside agencies to contact and 
when it is necessary to call an emergency response contractor. All inquiries 
regarding the emergency response will be directed to the EC. 

4.8 Deviations from SPCC Plan Requirements 
This SPCC Plan is not believed to deviate from the requirements set forth in 40 CFR 
112 or the RI OPC Regulations. 

4.9 Fault Analysis (40 CFR 112.7(b)) 

4.9.1 Spill History 

There have not been any reported releases at the Facility. 

4.9.2 Potential Release Locations and Flowpaths 

There are no known sources of recurrent leaks from equipment, drums or storage 
tanks. Therefore, it is not possible with any degree of certainty to predict the 
direction, rate of flow, and/or total quantity of oil that could be discharged as a 
result of equipment failures at the facility.  

This Facility does not meet the Substantial Harm Criteria listed in Appendix C of 40 
CFR 112; therefore, the Facility is not required to determine a worst case discharge 
planning volume in accordance with Appendix D of 40 CFR 112 or prepare and 
submit a Response Plan to the US EPA in accordance with Appendix F of 40 CFR 112.  

Spills could occur during use of OHM inside of the building or during 
loading/unloading of bulk oil/waste oil tanks. Spills that may occur as a result of 
OHM usage inside the building would occur on impervious surfaces in areas with no 
floor drains. All interior locations where OHM is used are provided with Emergency 
Stations that include spill kits to allow for the immediate containment and cleanup 
of any spills.  

Small spills during tank filling are the most common types of releases. The only 
potential significant source of a petroleum release is from AST filling or emptying 
activities. However, this potential is mitigated due to the location of the 
loading/unloading areas inside the building and the location of the ASTs inside the 
building and in secondary contained areas.  Further, no unmanned 
loading/unloading will occur; therefore, in the event of any sudden release during 
loading/unloading activities personnel will be able to immediately stop the transfer 
of oil/waste oil. 
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4.9.3 Threat of Release to Navigable Waters 

Considering the spill prevention and control measures that have been implemented, 
it is unlikely that a release of oil at the Facility would result in a discharge to 
navigable waters. A large release of oil that could not be readily contained and 
recovered by Facility personnel would be addressed by notifying an independent 
emergency response contractor under contract with Tarbox Toyota. The contractor 
has the capability for containment and recovery of large quantities of petroleum 
product. Tarbox Toyota maintains a contract with Safety Kleen to respond to 
emergency situations. 

4.10 Secondary Containment (40 CFR 112.7(c)) 
Tarbox Toyota has a policy of maintaining their facility operations to minimize the 
possibility of spills or discharges of OHM to the environment. This section describes 
provisions at the facility to implement this. 

4.10.1 Aboveground Storage 

All of the ASTs, except the windshield washer tanks are double walled with 
monitoring devices placed in the interstitial space to provide notification of release 
(see Appendix C for a typical AST specification sheet).  The windshield washer ASTs 
are located in recessed room which provides for approximately 693 gallons of 
containment in the event of a spill.  This is sufficient to contain the 360 gallons 
contained in the two windshield washer ASTs.  Should an interior tank structure 
breach, containment should be achieved by the double walled construction or the 
secondary containment provided by the room.  

The in-floor, concrete collection system in the Recon Building is epoxy coated 
concrete (or similarly coated concrete) to render it impervious.  The floor is sloped to 
a lined collection trench and transfer sump.  Wash water collects in this system and 
is transferred by a float activated pump to the first of three 1,000 gallon car wash 
water collection tanks (see Figure 2) where it passes through the Blendco© 
treatment system.  The treatment tanks are single wall, 250 gallon capacity, and 
there is one, 750 gallon double walled AST to contain sludge generated from the 
treatment process.  Containment for the single walled treatment tanks is provided 
by a 7” berm around the ASTs and treatment tanks.  This containment provided by 
this area is approximately 625 gallons which is more than the 500 gallons contained 
in the two treatment tanks. 

All ASTs are located inside the buildings in secure and well-lit areas. Interior storage 
rooms for virgin chemicals and waste materials are secured in marked areas, 
accessed only by facility personnel who inspect the areas and containers as required. 
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4.10.2 Drum/Liquid Container Storage 

Liquid product and waste storage containers will be stored on secondary 
containment pallets on impervious surfaces. Emergency Stations are situated in 
OHM product and waste storage areas. These stations have an emergency eye 
wash/shower, fire extinguisher, absorbent, broom shovel, and personal protective 
equipment. These Emergency Stations will allow for personal protection and the 
immediate containment and cleanup of any spills. 

4.10.3 Bulk Transfer Areas 

Since bulk transfers at the facility are on an as-needed basis, reliance on operational 
measures during transfer (as previously described) is the primary means to prevent 
spills. Spill response kits (i.e. absorbent, shovels, brooms and personal protective 
equipment) are maintained in these areas. These supplies would be used to slow or 
stop the flow of the spill.  In the event of a bulk OHM release, Tarbox Toyota’s EC 
will immediately contact its on-call Emergency Response Contractor for assistance. 

4.11 SPCC Contingency Planning (40 CFR 112.7(d)) 
The Facility maintains spill response kits and maintains an on-call services agreement 
with an emergency response contractor as part of their spill countermeasures plan. 
The EC will contact the emergency response contractor as they deem appropriate. 
The EC will always contact the emergency response contractor in the event of a bulk 
release of OHM.  

First Responder personnel will always stop the source of the release if it can be done 
without exposing the personnel or other employees to greater risk (i.e. closing a 
valve or righting a drum) and if the employee is trained as a first responder. In no 
event will any Tarbox Toyota employee attempt to respond to a release of OHM if 
they have not been specifically trained to do so. First responders will be trained to 
use the on-site spill kits in order to clean up small discharges of OHM and any 
impacted media. The oil and impacted material will be containerized then stored in 
the hazardous waste storage area pending proper off-site disposal. A licensed 
hazardous waste transporter will transport the containerized waste with the 
appropriate shipping documentation to a licensed hazardous waste recycling, 
treatment, storage or disposal facility (TSDF). 

Trained Facility personnel using the on-site spill kits can attempt to control or slow a 
larger spill while the emergency response contractor mobilizes to the Facility but 
only if trained to do so. The emergency response contractor will then stop the 
discharge and clean-up the spill. The on-site management, removal and ultimate 
disposal of the OHM and impacted media will be conducted in accordance with 
appropriate state and local regulations. 
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4.12 Emergency Response Equipment 
The Facility maintains equipment to respond to small spills or releases and depends 
on professional Emergency Response Contractors to provide the personnel and 
equipment to respond to a large spill or release. 

4.12.1 Spill Response and Containment Equipment 

The Facility will be training an in-house spill response team for response to a small 
release. The Facility will retain, under contract, a professional spill clean-up 
contractor who would respond to larger releases when requested by the EC. The 
Facility maintains oil and universal spill kits at the Emergency Stations for on-site 
response to spills or releases. 

The facility maintains a contract with Safety Kleen for professional spill cleanup of 
oil, hazardous material or hazardous waste releases. 

4.12.2 Fire Protection Emergency Equipment 

The Facility maintains hand-held dry chemical fire extinguishers on-site and the 
building is equipped with automatic sprinkler systems.  

4.12.3 Emergency Communication Equipment 

The Service Manager’s Office located on-site, is the focal point for communications 
during an emergency situation. The primary means of communication is telephones 
and intercom systems. 

4.13 Locations Where Secondary Containment Cannot Be 
Implemented 
There are no locations where secondary containment cannot be implemented. 

4.14 Inspections, Tests and Records (40 CFR 112.7(e)) 

4.14.1 Inspection Program 

The Facility will conduct a program to inspect bulk storage, OHM transfer areas and 
drum/container storage areas. The purpose of this program is to detect any 
condition or malfunction of containers and equipment that could result in the 
release of OHM to the environment. Records of all inspections are maintained at the 
Facility. Indications of leaks are required to be reported immediately to the EC or 
designated person. A copy of the Bulk Oil Storage and Container Storage Areas 
Weekly Inspection Checklist are included in Appendix D. 
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During the inspections, the tanks, loading/unloading areas, catch basins, oil/water 
separators, spill containment basins, fill and other gauges, flange joints, expansion 
joints, valve glands and bodies, pipeline supports, tank surfaces, drums and 
containers, containment dikes and concrete foundations are examined for signs of 
damage or leakage. Any liquid level sensing devices and detectors are also tested to 
ensure proper operation for the ASTs and the UST.  

If the EC or other designated personnel identify a condition causing or contributing 
to a leak or potential release, they shall ensure that the condition is corrected 
immediately. 

The ASTs and the UST on-site are designed and are operated in a manner that limits 
the possibility of a leak or spill to the environment. Standard operation and 
maintenance procedures designed to prevent leaks and spills include: 

› Facility staff will inspect the ASTs and UST as well as appurtenances on a monthly 
basis; 

› The Facility staff shall maintain spill kits, a posted list of emergency phone 
numbers and spill response procedures in the office in the event of a spill. 

4.14.2 Testing 

An independent testing company will test the ASTs, UST and monitoring equipment 
as required confirming that they are operating within their proper parameters. The 
ASTs should be tested at least once every 20 years by an independent testing 
company in accordance with Section 39 of UL-142.  The UST should be tested as 
recommended by the manufacturer.  Since the UST holds treated car wash water for 
reuse, it is not subject to the RIDEM UST Regulations regarding inspection, 
maintenance and testing. 

4.14.3 Recordkeeping 

The Facility maintains required inspection and operating records for a minimum of 
three years. The records include weekly and monthly inspection reports, oil delivery 
checklists, tank testing reports, employee training documentation and any 
documentation related to a spill or release at the Facility. 

4.15 Personnel Training and Discharge Prevention 
Procedures (40 CFR 112.7(f)) 
The EC is accountable for discharge prevention and reports directly to the General 
Manager. The EC or their designee will schedule yearly training and regular 
discharge prevention briefings for oil handling personnel.  
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4.15.1 Personnel Training Program 

4.15.1.1 Bulk Oil 

Operating personnel are trained in the maintenance and acceptance of bulk oil 
shipments and spill response at least once a year. All personnel involved in the 
storage and transfer of bulk oil deliveries receive on-the-job training directed at spill 
prevention and safe methods of handling oil transfers. The training covers the 
following activities: 

› General inspection and maintenance; 
› Procedures for accepting bulk deliveries; 
› Spill containment aspects of facility design; and 
› Spill containment equipment such as absorbent materials. 

Bulk oil delivery drivers will be responsible for inspecting their trucks and feed lines 
before and after bulk fuel deliveries. The extent of training given to personnel 
depends on the individual's level of involvement in the handling of bulk oil; 
personnel with less extensive involvement receive only those portions of the training 
applicable to their job duties. The EC maintains records of personnel training with 
the plan. 

4.15.1.2 Hazardous Waste 

The primary hazardous wastes generated at the Facility are Waste Oil when shipped 
off-Site as Rhode Island Hazardous Waste R010 and Waste Gasoline due to its 
flashpoint.  Any other wastes are evaluated for applicability of the RI Hazardous 
Waste Regulations when generated.  Personnel directly involved in hazardous waste 
management activities receive annual training in accordance with state and federal 
requirements as presented in Section 5 of this FSPP. This training includes the 
following components: 

› Inspection procedures; 
› Emergency response procedures; 
› Emergency and safety equipment; 
› Shutdown procedures; 
› Hazardous waste general facility standards; 
› Hazardous waste preparedness and prevention; 
› Hazardous waste contingency planning and emergency response; 
› Hazardous waste record keeping and reporting; and 
› Hazardous waste container management. 
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4.16 Security (40 CFR 112.7(g)) 
The Facility is open year round Monday through Thursday from 7:30 a.m. to 9:00 
p.m. and Friday, Saturday and Sunday from 7:30 a.m. to 6:00 p.m. 

4.17 Facility Tank Car and Tank Truck Loading/Unloading  
(40 CFR 112.7(h)) 
The Facility does not utilize tanker truck loading or unloading racks. The Facility 
receives oil deliveries from a commercial oil supplier. Bulk waste oil shipments are 
transported by licensed hazardous waste transporters. Standard small tanker trucks 
are utilized for delivery to the ASTs. The small tanker trucks are designed to pump 
oil directly into the AST, similar to a home heating oil delivery truck. 40 CFR 112.7 (h) 
does not require the design and installation of a quick drainage system or 
containment system specifically for the tanker truck at this Facility.  OHM delivers 
will occur inside the overhead doors near Service Bay 9 as shown on Figure 2.   

The bulk oil delivery checklist provided in Appendix B, and the material handling 
procedures in Section 4.4.1 document the safety procedures and spill prevention 
procedures conducted during oil deliveries. 

4.18 Brittle Fracture Evaluation Requirement 
(40 CFR 112.7(i)) 
None of the aboveground containers at the Facility are field-constructed or have 
undergone repairs, alterations, reconstruction or a change of service; therefore this 
section does not apply to this Facility. 

4.19 Conformance with State Discharge Prevention 
Requirements (40 CFR 112.7(j)) 
The Rhode Island Department of Environmental Management (RIDEM) promulgated 
“Oil Pollution Control Regulations,” which covers the bulk storage of petroleum in 
ASTs and spill prevention and emergency plans for preventing oil contamination to 
the waters of Rhode Island and reporting procedures for uncontrolled spills. The 
federal regulations 40 CFR 112 are more stringent than that of Rhode Island spill 
prevention and emergency plan requirements. Therefore, RIDEM accepts SPCC plans 
in place of their spill prevention and emergency plans. 

The state and local regulations are based on the National Fire Prevention 
Association’s (NFPA) standards. NFPA Standard 30 – Flammable and Combustible 
Liquids Code, sets forth standards for the storage and handling of flammables and 
combustibles, which includes petroleum products and oils. NFPA 30 also specifies 
tank design criteria and monitoring requirements. 
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4.20 Facility Drainage (40 CFR 112.8) 
Storm water runoff will be collected in two vegetated biofiltration islands and deep-
sump, hooded catch basins and conveyed in a closed piping network to a subsurface 
infiltration/detention structure. Water quality and quantity control measures such as 
pavement sweeping, deep-sump catch basins with long outlet tees, and subsurface 
infiltration systems have been designed to protect the surrounding natural resources 
from potential storm water runoff impacts. The Storm Water Management Plan (the 
Plan), including Best Management Practices (BMPs) for maintaining storm water 
runoff quality both during and after construction, was prepared in accordance with 
the applicable local, state, and federal regulations and is provided in a separate 
document. Catch basins at the Facility conform to the requirements of the RIDEM 
Underground Injection Control (UIC) Program. Catch basins are a minimum 6-foot 
diameter with minimum 4-foot sumps and long tees at the outlets to trap debris, 
sediments and floating contaminants. Catch basins will be cleaned twice per year. 
Oil/water separators (OWS) are situated to treat storm water runoff from paved 
truck loading areas, efficiently removing grit, sediments, and floating contaminants 
from the surface runoff and will contain accidental, hydrocarbon spills. The oil filter 
dumpster is located in a contained area on the north side of the building along with 
the trash dumpster.  This area is asphalt pavement coated with an epoxy resin or 
other similar material to render the pavement impervious.  While not fully bermed, 
the area is sloped to the west to divert any leakage to a berm behind the dumpster.  
There is also a catch basin in this area that is fitted with a valve to close the basin 
during emptying of the oil filter dumpster.  The capacity of the catch basin and the 
OWS on the northern side of the building is approximately 650 gallons. 

4.21 Bulk Storage Containers (40 CFR 112.8(c)) 
The materials and construction methods used to make the bulk storage containers 
are compatible with the chemicals stored in them and the conditions of storage.  

4.22 Facility Transfer Operations, Pumping and Facility 
Process (40 CFR 112.8(d)) 
All aboveground fuel valves, piping and appurtenances are inspected on a monthly 
basis. Oil, waste oil, antifreeze, and windshield washer fluid transfer piping to and 
from the ASTs is aboveground and located inside the building and away from 
general vehicle traffic. 
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5 
Hazardous Waste Contingency Plan 

5.1 General Information 
This Contingency Plan is provided as a component of Tarbox Toyota’s Facility Spill 
Prevention Plan (FSPP) as required by the North Kingstown Zoning Ordinance and 
the Rhode Island Rules and Regulations for Hazardous Waste Management (the 
Hazardous Waste Regulations) Rule 5.13(J). Rule 5.13(J) requires that hazardous 
waste generators prepare a formal written plan outlining specific steps that 
company personnel will take in response to spills, fires, and explosions or any 
unplanned release involving hazardous wastes or hazardous waste constituents 
which could threaten human health or the environment. Rule 5.13(J) references the 
requirements in 40 CFR 265 Subparts C and D of the Code of Federal Regulations.   

40 CFR 265.51 requires that the provisions of this Contingency Plan must be carried 
out immediately whenever there is a fire, explosion, or release of hazardous waste or 
hazardous waste constituents which could threaten hum health or the environment.  

The RI Hazardous Waste Regulations pertaining to development of a written 
Contingency Plan applies to large quantity generators of hazardous waste. Tarbox is 
a small quantity or very small quantity generator.  However, the North Kingstown 
Zoning Ordinance requires the spill plan to incorporate the Contingency Plan 
requirements regardless of generator status. 
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5.2 Emergency Coordinators 
The Hazardous Waste Regulations require that at all times there must be at least one 
employee either on the Facility premises or on call (and able to reach the facility 
within a short period of time) with the responsibility for coordinating all emergency 
response measures. This person is referred to in the regulations as the Emergency 
Coordinator (EC). The EC must oversee the cleanup of any releases through its 
entirety. The EC must be a staff person who is thoroughly familiar with the following: 

› All aspects of the Contingency Plan; 
› All operations and activities at the Facility; 
› The location and characteristics of all waste generated and handled at the Facility; 
› The location of all records within the Facility; 
› The Facility layout. 

In addition, the EC must have the authority to commit the resources needed to carry 
out the Contingency Plan (i.e. they must have authority to commit financial 
resources to a call in outside Emergency Response Contractors should the situation 
deem it necessary in their opinion). 

There must be a Primary EC and at least one Alternate EC. At Tarbox Toyota those 
individuals are listed below: 

Primary Emergency Coordinator: 

Name: Brian Renaud 
 
Address: 46 Carrie Ann Drive, Cranston, RI 02921 
 
Home Phone: 401-781-1649 
 
Office Phone: 401-884-5438 
 
Cell Phone: 401-486-8275 

Alternate Emergency Coordinator: 

Name: Normand Boudreau 
 
Address: 19 Stonegate Drive, Coventry, RI 02816 
 
Home Phone: See Cell 
 
Office Phone: 401-884-5438 
 
Cell Phone: 401-440-1479 
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5.3 Emergency Procedures 
Whenever there is an imminent or actual emergency situation, or a release, fire, or 
explosion, the emergency coordinator (or his designee) must immediately: 

1. Activate internal facility alarms or communications systems to notify all facility 
personnel; 

2. Notify appropriate state or local agencies if: 

a. Release, fire, or explosion could threaten human health or the environment 
outside the Facility; or 

b. Evacuation of local areas may be advisable; or 

c. The EC deems notification to state and local officials is advisable. 

3. Identify the character, source, amount, and areal extent of any release 
material/waste; and 

4. Determine if Facility evacuation is necessary. 

If the EC determines that there is a threat to human health or the environment 
outside the facility he/she must immediately notify the National Response Center at 
800-424-8802 in addition to notification of the state and local officials. The 
notification must include: 

1. Name and telephone number of the reporter; 
2. Name and address of the Facility; 
3. Time and type of incident (e.g. release or fire); 
4. Name and quantity of material(s) involved, to the extent known; 
5. The extent of injuries, if any; and  
6. The possible hazards to human health or the environment outside the Facility. 

Concurrently with these immediate actions, the EC must also: 

1. Assess possible hazards to human health or the environment that may result 
from the release, fire or explosion considering both direct and indirect effects 
including but not limited to the following: 

a. Effects of any toxic, irritating or asphyxiating gases; and 

b. Effects of any hazardous surface water run-off from water or chemical agents 
used to control fire; 

2. Take all reasonable measures to ensure that fires, explosions, and release do not 
occur, recur, or spread to other hazardous waste at the Facility including; 

a. Stopping processes and operations; 

b. Collecting and containing released waste; and 

c. Removing or isolating containers. 
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Immediately after an emergency, the EC must provide for treating, storing or 
appropriately disposing of recovered waste, contaminated soil or surface water, or 
any other material that results from a release, fire or explosion at the facility. Unless 
the EC can demonstrate that the recovered material is not a hazardous waste in 
accordance with the RI Hazardous Waste Regulations and 40 CFR 261.3(c) or (d) the 
material is a hazardous waste and must be managed accordingly.  

5.4 Resumption of Operations 
In the event the Facility ceased operations in response to a fire, explosion or release, 
the EC must monitor for leaks, pressure buildup, gas generation or ruptures in 
valves, pipes, or other equipment, where appropriate. Prior to resuming activities the 
EC must ensure that: 

1. Affected areas of the facility are properly decontaminated before resumption of 
activities; 

2. No waste that may be incompatible with the released material is stored in the 
area until cleanup and decontamination is completed; 

3. All emergency equipment used in response to the emergency is replenished, 
recharged, decontaminated and/or restocked. 

5.5 Recordkeeping and Reporting 
As described in Section 5.3 Emergency Procedures, the EC must immediately report 
to state and local officials, and the National Response Center, if the release, fire or 
explosion threatens human health or the environment outside the Facility. The 
immediate verbal notification must include the following: 

1. Name and telephone number of the reporter; 
2. Name and address of the Facility; 
3. Date, time and type of incident (e.g. release or fire); 
4. Name and quantity of material(s) involved, to the extent known; 
5. The extent of injuries, if any; and  
6. The possible hazards to human health or the environment outside the Facility. 

The owner/operator of the Facility must note the time, date and details of the 
incident in the company’s Operating Record and within 15 days of an incident that 
required implementation of the Contingency Plan, the EC must submit a written 
report to the RIDEM and the U.S. EPA Regional Administrator. The report must 
include all of the information reported in Items 1 through 6 above in addition to an 
estimate of the quantity and the disposition of recovered material that resulted from 
the incident. 
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5.6 Emergency Equipment 
The following emergency equipment shall be maintained at all locations where 
hazardous waste is stored or transferred: 

› Fire Extinguishers (Chemical compatible ABC type); 
› Spill Control Kits (absorbent, spill socks, brooms, shovels and overpack drums); 
› Personnel Protective Equipment (safety glasses, protective gloves, disposal boot 

covers, tyvek suits); 
› Emergency Eye Wash and Shower Stations; and 
› Alarm Systems Activation Access (Fire Alarm). 

The location of emergency stations are shown on Figure 2. 

5.7 Evacuation Plan 
As indicated in Section 5.3 Emergency Procedures, the EC will immediately assess the 
nature, extent, and potential effects of a release, fire or explosion at the Facility. 
Should the results of this assessment indicate the need to evacuate the building 
and/or property the EC will immediately sound the audible alarm and notice to 
evacuate the building will be made over the intercom and public address system. 
Proposed evacuation routes are identified on Figure 2, however, the EC and Tarbox 
Toyota personnel and visitors may need to amend these routes based on the 
location of release, fire or explosion and the prevailing wind direction. 

Personnel and visitors should evacuate the building immediately upon sounding of 
the alarm and muster in one of two areas noted on Figure 2 based on the prevailing 
wind direction. Personnel and visitors should make all attempts to stay upwind of 
the building during an emergency evacuation. 

5.8 Arrangements with Local Authorities and Plan 
Distribution 
A copy of this Contingency Plan must be maintained at the Facility. Copies of this 
Contingency Plan must also be submitted to the following local agencies and these 
agencies must agree to provide the services requested of them in writing. The 
following agencies have been provided with copies of this Contingency Plan: 

1. North Kingstown Fire Department 
8150 Post Road 
North Kingstown, RI 02852 
(401) 294-3346 
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2. North Kingstown Police Department 
8166 Post Rd 
North Kingstown, RI 02852 
(401) 294-3311 

3. South County Hospital 
100 Kenyon Avenue 
Wakefield, RI 02879 
(401) 782-8000 

4. Rhode Island Department of Environmental Management 
Office of Waste Management 
235 Promenade Street 
Providence, RI 02908 
(401) 222-4700 (for emergency response notification) 

5.9 Emergency Phone Numbers 
1. North Kingstown Fire Department 

(401) 294-3346 
2. North Kingstown Police Department 

(401) 294-3311 
3. South County Hospital 

(401) 782-8000  
4. Rhode Island Department of Environmental Management 

Emergency Response 
(401) 222-4700 

5. National Response Center 
(800) 424-8802 

6. State Emergency Response Commission 
645 New London Avenue 
Cranston, RI 02920 
(401) 946-9996 

5.10 Amendment of this Plan 
This Contingency Plan must be periodically reviewed and updated to reflect changes 
in personnel and/or changes in regulatory requirements. The Contingency Plan must 
be amended immediately for any of the following: 

1. Regulations are revised; 
2. Plan fails in an emergency; 
3. Facility changes in its design, construction, operation, maintenance, or other 

circumstance that materially increases the potential for fires, explosions or 
releases of hazardous waste or hazardous waste constituents, or changes the 
response necessary in an emergency; 
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4. Emergency Coordinators change; or 
5. Emergency Equipment changes. 

Whenever this Contingency Plan is amended or updated a new copy (or copies of 
the modified pages) must be submitted to the agencies and authorities noted in 
Section 5.8.
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Appendix A – Spill/Secondary 
Containment Pallet (Typical) 





 

   

Appendix B – Bulk Oil Delivery Checklist 







 

   

Appendix C – Aboveground Tank 
Specification Sheet (Typical) 









 

   

Appendix D – Bulk Oil Storage Area and 
Container Storage Areas Weekly 
Inspection Checklist 
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AREA/SITE LUMINAIRE

McGraw-Edison

SPECIFICATION FEATURES

Construction
Extruded aluminum driver 
enclosure thermally isolated from 
Light Squares for optimal thermal 
performance. Heavy-wall, die-
cast aluminum end caps enclose 
housing and die-cast aluminum 
heat sinks. A unique, patent 
pending interlocking housing and 
heat sink provides scalability with 
superior structural rigidity. 3G 
vibration tested. Optional tool-
less hardware available for ease 
of entry into electrical chamber. 
Housing is IP66 rated.

Optics
Patented, high-efficiency 
injection-molded AccuLED 
Optics technology. Optics are 
precisely designed to shape 
the distribution maximizing 
efficiency and application spacing. 
AccuLED Optics create consistent 
distributions with the scalability 
to meet customized application 
requirements. Offered standard 
in 4000K (+/- 275K) CCT 70 CRI. 
Optional 6000K CCT and 3000K 
CCT.

Electrical
LED drivers are mounted to 
removable tray assembly for ease 
of maintenance. 120-277V 50/60Hz, 
347V 60Hz or 480V 60Hz operation. 
480V is compatible for use with 
480V Wye systems only. Standard 
with 0-10V dimming. Shipped 
standard with Eaton proprietary 
circuit module designed to 
withstand 10kV of transient line 
surge. The Galleon LED luminaire 
is suitable for operation in -40°C 
to 40°C ambient environments. 
For applications with ambient 
temperatures exceeding 40°C, 
specify the HA (High Ambient) 
option. Light Squares are IP66 
rated. Greater than 90% lumen 
maintenance expected at 60,000 
hours. Available in standard 1A 
drive current and optional 530mA 
and 700mA drive currents.

Mounting
STANDARD ARM MOUNT: 
Extruded aluminum arm includes 
internal bolt guides allowing for 
easy positioning of fixture during 
assembly. When mounting two 
or more luminaires at 90° and 
120° apart, the EA extended arm 
may be required. Refer to the 
arm mounting requirement table. 

Round pole adapter included. 
For wall mounting, specify wall 
mount bracket option. 3G vibration 
rated. QUICK MOUNT ARM: Arm 
is bolted directly to the pole and 
the fixture slides onto the quick 
mount arm and is secured via a 
single fastener, facilitating quick 
and easy installation. The versatile, 
patent pending, quick mount 
arm accommodates multiple drill 
patterns ranging from 1-1/2” to 
4-7/8”. Removal of the door on the 
quick mount arm enables wiring of 
the fixture without having to access 
the driver compartment. A knock-
out enables round pole mounting.

Finish
Housing finished in super durable 
TGIC polyester powder coat paint, 
2.5 mil nominal thickness for 
superior protection against fade 
and wear. Heat sink is powder 
coated black. Standard colors 
include black, bronze, grey, 
white, dark platinum and graphite 
metallic. RAL and custom color 
matches available.

Warranty
Five-year warranty.

TD500020EN
2016-01-29 10:56:52

The Galleon™ LED luminaire delivers exceptional performance in a 
highly scalable, low-profile design. Patented, high-efficiency AccuLED 
Optics™ system provides uniform and energy conscious illumination to 
walkways, parking lots, roadways, building areas and security lighting 
applications. IP66 rated and UL/cUL Listed for wet locations.

DESCRIPTION

*www.designlights.org

SY
STEMS

C

E R T I F I E

D

C E R T I F I C A T I O N  D A T A
UL/cUL Wet Location Listed
ISO 9001
LM79 / LM80 Compliant
3G Vibration Rated
IP66 Rated
DesignLights ConsortiumTM Qualified*

E N E R G Y  D A T A
Electronic LED Driver
>0.9 Power Factor
<20% Total Harmonic Distortion
120V-277V 50/60Hz
347V & 480V 60Hz
-40°C Min. Temperature
40°C Max. Temperature
50°C Max. Temperature (HA Option)

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

TY P E  " N "
3/4" [19mm]

Diameter
Hole

(2) 9/16" [14mm]
Diameter

Holes

1-3/4"
[44mm]

7/8" [22mm]

2"
[51mm]

DRILLING PATTERN

“A”

3-15/16" 
[100mm]

21-3/4" [553mm] "B"

DIMENSION DATA

Number of 
Light Squares

“A” 
Width

“B” 
Standard 

Arm Length

“B” 
Optional Arm 

Length 1

Weight
with Arm 

(lbs.)

EPA 
with Arm 2 

(Sq. Ft.)

1-4 15-1/2" 
(394mm)

7" 
(178mm)

10" 
(254mm)

33 
(15.0 kgs.) 0.96

5-6 21-5/8" 
(549mm)

7" 
(178mm)

10" 
(254mm)

44 
(20.0 kgs.) 1.00

7-8 27-5/8" 
(702mm)

7" 
(178mm)

13" 
(330mm)

54 
(24.5 kgs.) 1.07

9-10 33-3/4" 
(857mm)

7" 
(178mm)

16" 
(406mm)

63 
(28.6 kgs.) 1.12

NOTES: 1. Optional arm length to be used when mounting two fi xtures at 90° on a single pole. 2. EPA calculated 
with optional arm length.

DIMENSIONS
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2 @ 180° Triple1

4 @ 90°

2 @ 90° Triple2 2 @ 120°

NOTES: 1 Round poles are 3 @ 120°. Square poles are 3 @ 90°. 2 Round poles are 3 @ 90°.

“A”

QM Quick Mount Arm (Standard) QMEA Quick Mount Arm (Extended)

21-3/4" [553mm]21-3/4" [553mm]
8-7/16"

[215mm]
16-9/16" 
[421mm]

3-15/16"
[100mm]

QUICK MOUNT ARM DATA

Number of 
Light Squares 1, 2

“A” 
Width

Weight with QM Arm
(lbs.) 

Weight with QMEA Arm
(lbs.)

EPA
(Sq. Ft.)

1-4 15-1/2" (394mm) 35 (15.91 kgs.) 38 (17.27 kgs.)

1.115-6 3 21-5/8" (549mm) 46 (20.91 kgs.) 49 (22.27 kgs.)

7-8 27-5/8" (702mm) 56 (25.45 kgs.) 59 (26.82 kgs.)

NOTES: 1 QM option available with 1-8 light square confi gurations. 2 QMEA option available with 1-6 light square confi gurations. 3 QMEA arm to be used when mounting two fi xtures at 90° on a single pole.

Confi guration 90° Apart 120° Apart

GLEON-AE-01 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-02 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-03 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-04 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-05 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-06 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-07 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-08 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-09 16" Extended Arm
(Required)

16" Extended Arm
(Required)

GLEON-AE-10 16" Extended Arm
(Required)

16" Extended Arm
(Required)

ARM MOUNTING REQUIREMENTS

8-1/8" [206mm]

1-13/16"
[47mm]

(2) 27/64"
[11mm]

Dia. Hole

3"
[76mm]

3-13/16"
[97mm]

3-13/64"
[82mm]

MAST ARM MOUNT

4-15/16"
[125mm]

3-3/4"
[96mm]

6-15/16"
[177mm]

4"
[102mm]

4-7/8"
[124mm]

1-1/4" [32mm]

9/16"
[15mm]

Dia. Hole

QUICK MOUNT ARM (INCLUDES FIXTURE ADAPTER)

10-5/32" 
[256mm]

6-3/16" 
[157mm]

21-3/4"
[553mm]

7"
[178mm]

2-7/16"
[61mm]

STANDARD WALL MOUNT
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GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Standard

Street Side

House Side

Street Side

House Side

Street Side

House Side

Optics Rotated Left @ 90° [L90] Optics Rotated Right @ 90° [R90]

OPTIC ORIENTATION

Asymmetric Area Distributions

Symmertric Distributions

T3
(Type III)

SL2
(Type II with Spill Control)

SL3
(Type III with Spill Control)

T4FT
(Type IV Forward Throw)

T4W
(Type IV Wide)

SL4
(Type IV with Spill Control)

Specialized Distributions

Asymmetric Roadway Distributions

AFL
(Automotive Frontline)

SLL
(90° Spill Light Eliminator Left)

SLR
(90° Spill Light Eliminator Right)

T2R
(Type II Roadway)

RW
(Rectangular Wide Type I)

T3R
(Type III Roadway)

5NQ
(Type V Square Narrow)

5MQ
(Type V Square Medium)

5WQ
(Type V Square Wide)

T2
(Type II)

OPTICAL DISTRIBUTIONS



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(2) GLEON-AE-06-LED-E1-5WQ-AP
(1) SSS6M20SV-XX-2XV
Notes: (2) heads mounted at 180. 
RESUBMITTAL #2

Type: 

SA-2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 1A 1A 1A 1A 1A 1A 1A 1A 1A 1A

Nominal Power (Watts) 56 107 157 213 264 315 370 421 475 528

Input Current @ 120V (A) 0.47 0.90 1.31 1.79 2.21 2.64 3.09 3.51 3.96 4.41

Input Current @ 208V (A) 0.28 0.51 0.74 1.02 1.25 1.48 1.76 1.99 2.22 2.50

Input Current @ 240V (A) 0.25 0.45 0.65 0.90 1.10 1.30 1.55 1.75 1.95 2.20

Input Current @ 277V (A) 0.23 0.41 0.59 0.82 1.00 1.18 1.41 1.59 1.77 2.00

Optics

T2
Lumens  5,272  10,303  15,373  20,313  25,168  30,118  35,618  40,357  45,018  49,842 

BUG Rating B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B4-U0-G5 B4-U0-G5

T2R
Lumens  5,597  10,938  16,321  21,565  26,719  31,974  37,813  42,844  47,792  52,914 

BUG Rating B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B4-U0-G4 B4-U0-G5

T3
Lumens  5,374  10,501  15,669  20,704  25,652  30,697  36,303  41,134  45,884  50,802 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5

T3R
Lumens  5,493  10,735  16,017  21,164  26,222  31,379  37,110  42,048  46,904  51,930 

BUG Rating B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4FT
Lumens  5,405  10,562  15,760  20,824  25,801  30,875  36,514  41,372  46,150  51,096 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  5,335  10,426  15,556  20,555  25,468  30,476  36,042  40,838  45,554  50,436 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5 B4-U0-G5

SL2
Lumens  5,263  10,285  15,347  20,278  25,124  30,066  35,556  40,288  44,940  49,756 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5

SL3
Lumens  5,373  10,500  15,667  20,701  25,649  30,693  36,298  41,128  45,878  50,794 

BUG Rating B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL4
Lumens  5,105  9,976  14,886  19,669  24,370  29,163  34,488  39,078  43,591  48,262 

BUG Rating B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

5NQ
Lumens  5,542  10,830  16,160  21,352  26,455  31,658  37,439  42,421  47,320  52,392 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4

5MQ
Lumens  5,644  11,029  16,457  21,745  26,942  32,241  38,128  43,202  48,191  53,356 

BUG Rating B3-U0-G1 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G5

5WQ
Lumens  5,659  11,059  16,501  21,803  27,014  32,327  38,230  43,317  48,320  53,498 

BUG Rating B3-U0-G1 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G5 B5-U0-G5 B5-U0-G5

SLL/SLR
Lumens  4,722  9,227  13,767  18,191  22,539  26,971  31,897  36,141  40,315  44,635 

BUG Rating B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

RW
Lumens  5,492  10,732  16,014  21,159  26,216  31,372  37,101  42,038  46,893  51,918 

BUG Rating B2-U0-G1 B3-U0-G1 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

AFL
Lumens  5,512  10,771  16,072  21,236  26,311  31,486  37,236  42,191  47,063  52,107 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (1A)

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(2) GLEON-AE-06-LED-E1-5WQ-AP
(1) SSS6M20SV-XX-2XV
Notes: (2) heads mounted at 180. 
RESUBMITTAL #2

Type: 

SA-2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA

Nominal Power (Watts) 38 72 105 138 176 210 243 276 314 348

Input Current @ 120V (A) 0.32 0.59 0.86 1.14 1.45 1.72 2 2.28 2.58 2.86

Input Current @ 208V (A) 0.21 0.36 0.51 0.67 0.87 1.02 1.18 1.34 1.53 1.69

Input Current @ 240V (A) 0.19 0.32 0.45 0.59 0.77 0.90 1.04 1.18 1.35 1.49

Input Current @ 277V (A) 0.20 0.29 0.40 0.51 0.69 0.80 0.91 1.02 1.20 1.31

Optics

T2
Lumens  3,854  7,531  11,237  14,847  18,395  22,013  26,033  29,497  32,904  36,430 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

T2R
Lumens  4,091  7,995  11,929  15,762  19,529  23,370  27,638  31,316  34,932  38,676 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3
Lumens  3,928  7,676  11,453  15,133  18,750  22,437  26,534  30,065  33,537  37,132 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

T3R
Lumens  4,015  7,846  11,707  15,469  19,166  22,936  27,124  30,733  34,283  37,957 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

T4FT
Lumens  3,951  7,720  11,519  15,221  18,858  22,567  26,688  30,240  33,732  37,347 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  3,900  7,620  11,370  15,024  18,615  22,276  26,343  29,849  33,296  36,864 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL2
Lumens  3,847  7,518  11,217  14,821  18,364  21,975  25,988  29,447  32,847  36,368 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL3
Lumens  3,927  7,675  11,451  15,131  18,747  22,434  26,531  30,061  33,533  37,126 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

SL4
Lumens  3,731  7,292  10,880  14,376  17,812  21,315  25,208  28,562  31,861  35,275 

BUG Rating B1-U0-G2 B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5 B2-U0-G5 B3-U0-G5

5NQ
Lumens  4,051  7,916  11,811  15,606  19,336  23,139  27,365  31,006  34,587  38,294 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3

5MQ
Lumens  4,125  8,062  12,029  15,894  19,692  23,565  27,869  31,577  35,224  38,999 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

5WQ
Lumens  4,136  8,083  12,061  15,936  19,745  23,628  27,943  31,661  35,318  39,103 

BUG Rating B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  3,451  6,744  10,063  13,296  16,474  19,714  23,314  26,416  29,467  32,625 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

RW
Lumens  4,014  7,844  11,704  15,465  19,162  22,930  27,118  30,726  34,274  37,948 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3

AFL
Lumens  4,029  7,873  11,747  15,522  19,231  23,014  27,216  30,838  34,399  38,086 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (700MA)

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(2) GLEON-AE-06-LED-E1-5WQ-AP
(1) SSS6M20SV-XX-2XV
Notes: (2) heads mounted at 180. 
RESUBMITTAL #2

Type: 

SA-2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

TD500020EN
2016-01-29 10:56:52

GLEON GALLEON LED

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA

Nominal Power (Watts) 30 54 80 105 130 159 184 209 234 259

Input Current @ 120V (A) 0.25 0.45 0.66 0.86 1.07 1.32 1.52 1.72 1.93 2.14

Input Current @ 208V (A) 0.17 0.28 0.39 0.51 0.63 0.78 0.9 1.02 1.14 1.26

Input Current @ 240V (A) 0.17 0.25 0.35 0.45 0.55 0.70 0.80 0.90 1.00 1.10

Input Current @ 277V (A) 0.19 0.24 0.32 0.40 0.49 0.64 0.72 0.80 0.89 0.98

Optics

T2
Lumens  3,079  6,017  8,978  11,862  14,697  17,588  20,800  23,567  26,289  29,106 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4

T2R
Lumens  3,269  6,388  9,531  12,593  15,603  18,672  22,082  25,020  27,909  30,900 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

T3
Lumens  3,138  6,133  9,150  12,091  14,980  17,926  21,200  24,021  26,795  29,667 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3R
Lumens  3,208  6,269  9,354  12,359  15,313  18,325  21,671  24,555  27,390  30,326 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B2-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G4 

T4FT
Lumens  3,156  6,168  9,203  12,161  15,067  18,030  21,323  24,160  26,950  29,839 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B3-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G5 

T4W
Lumens  3,116  6,088  9,084  12,004  14,872  17,797  21,047  23,848  26,602  29,453 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL2
Lumens  3,074  6,006  8,962  11,842  14,672  17,558  20,764  23,527  26,244  29,056 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL3
Lumens  3,138  6,132  9,149  12,089  14,978  17,924  21,197  24,018  26,791  29,662 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL4
Lumens  2,981  5,826  8,693  11,486  14,231  17,030  20,140  22,820  25,456  28,184 

BUG Rating B0-U0-G1 B1-U0-G2 B1-U0-G3 B1-U0-G3 B1-U0-G3 B2-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5

5NQ
Lumens  3,236  6,324  9,437  12,469  15,449  18,487  21,863  24,773  27,634  30,595 

BUG Rating B1-U0-G0 B2-U0-G1 B3-U0-G1 B3-U0-G2 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2

5MQ
Lumens  3,296  6,441  9,610  12,698  15,733  18,828  22,266  25,229  28,142  31,158 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G3

5WQ
Lumens  3,305  6,458  9,636  12,732  15,775  18,878  22,325  25,296  28,217  31,241 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  2,757  5,388  8,040  10,623  13,162  15,751  18,627  21,105  23,543  26,066 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4

RW
Lumens  3,207  6,267  9,351  12,356  15,309  18,320  21,666  24,549  27,384  30,319 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3

AFL
Lumens  3,219  6,290  9,385  12,401  15,365  18,387  21,745  24,638  27,484  30,429 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (530MA)

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE
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Sample Number: GLEON-AE-04-LED-E1-T3-GM-700

Product Family 1, 2 Light Engine Number of 
Light Squares 3 Lamp Type Voltage Distribution Color Mounting

GLEON=Galleon AE= 1A Drive 
Current

01= 1
02=2
03=3
04=4
05=5
06=6
07=7 4

08=8 4

09=9 5

10=10 5

LED= Solid State 
Light 
Emitting 
Diodes

E1=(120-277V)
347=347V 6 

480=480V 6, 7

T2=Type II
T2R=Type II Roadway
T3=Type III
T3R=Type III Roadway
T4FT=Type IV Forward Throw
T4W=Type IV Wide
5NQ=Type V Narrow
5MQ=Type V Square Medium
5WQ=Type V Square Wide
SL2=Type II w/Spill Control
SL3=Type III w/Spill  Control
SL4=Type IV w/Spill Control
SLL=90° Spill Light Eliminator Left
SLR=90° Spill Light Eliminator Right 
RW=Rectangular Wide Type I
AFL=Automotive Frontline 

AP=Grey
BZ=Bronze
BK=Black
DP= Dark Platinum
GM= Graphite Metallic
WH=White

[Blank]= Arm for Round 
or Square Pole

EA= Extended Arm 8

MA= Mast Arm 
Adapter 9

WM= Wall Mount
QM= Quick Mount 

Arm (Standard 
Length) 10

QMEA= Quick Mount 
Arm (Extended 
Length) 11

Options (Add as Suffi x) Accessories (Order Separately)

2L=Two Circuits 12, 13

7030=70 CRI / 3000K 14

8030=80 CRI / 3000K 15

7050=70 CRI / 5000K 15

7060=70 CRI / 6000K 14

530= Drive Current Factory Set to 530mA 16

700= Drive Current Factory Set to 700mA 16

P=Button Type Photocontrol (120, 208, 240 or 277V)
PER7= NEMA 7-PIN Twistlock Photocontrol Receptacle
R= NEMA Twistlock Photocontrol Receptacle
HA=50°C High Ambient 13, 17

MS/DIM-L08= Motion Sensor for Dimming Operation, Maximum 8' Mounting Height 18, 19, 20, 21, 22

MS/DIM-L20= Motion Sensor for Dimming Operation, 9' - 20' Mounting Height 18, 19, 20, 21, 22

MS/DIM-L40= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height 18, 19, 20, 21

MS/DIM-L40W= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 21, 25

MS/X-L08= Bi-Level Motion Sensor, Maximum 8' Mounting Height 18, 19, 20, 21, 22, 26

MS/X-L20= Bi-Level Motion Sensor, 9' - 20' Mounting Height 18, 19, 20, 21, 23, 26

MS/X-L40= Bi-Level Motion Sensor, 21' - 40' Mounting Height 18, 19, 20, 21, 24, 26 
MS/X-L40W= Bi-Level Motion Sensor, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 21, 25, 26 
MS-L08= Motion Sensor for ON/OFF Operation, Maximum 8' Mounting Height 18, 19, 20, 21, 22

MS-L20= Motion Sensor for ON/OFF Operation, 9' - 20' Mounting Height 18, 19, 20, 21, 23

MS-L40=Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height 18, 19, 20, 21, 24 
MS-L40W= Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 25

DIMRF-LW= LumaWatt Wireless Sensor, Wide Lens for 8' - 16' Mounting Height 27

DIMRF-LN= LumaWatt Wireless Sensor, Narrow Lens for 16' - 40' Mounting Height 27

L90=Optics Rotated 90° Left
R90=Optics Rotated 90° Right
MT=Factory Installed Mesh Top
TH=Tool-less Door Hardware
LCF=Light Square Trim Plate Painted to Match Housing 28

HSS=Factory Installed House Side Shield 29

CE=CE Marking 30

OA/RA1016=NEMA Photocontrol Multi-Tap - 105-285V
OA/RA1027=NEMA Photocontrol - 480V
OA/RA1201=NEMA Photocontrol - 347V
OA/RA1013=Photocontrol Shorting Cap
OA/RA1014=120V Photocontrol
MA1252=10kV Surge Module Replacement
MA1036-XX=Single Tenon Adapter for 2-3/8" O.D. Tenon
MA1037-XX=2 @ 180° Tenon Adapter for 2-3/8" O.D. Tenon
MA1197-XX=3 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1188-XX=4 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1189-XX=2 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1190-XX=3 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1191-XX=2 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1038-XX=Single Tenon Adapter for 3-1/2" O.D. Tenon
MA1039-XX=2 @ 180° Tenon Adapter for 3-1/2" O.D. Tenon
MA1192-XX=3 @ 120° Tenon Adapter for 3-1/2" O.D. Tenon
MA1193-XX=4 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1194-XX=2 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1195-XX=3 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
FSIR-100=Wireless Confi guration Tool for Occupancy Sensor 31

GLEON-MT1=Field Installed Mesh Top for 1-4 Light Squares
GLEON-MT2=Field Installed Mesh Top for 5-6 Light Squares
GLEON-MT3=Field Installed Mesh Top  for 7-8 Light Squares
GLEON-MT4=Field Installed Mesh Top for 9-10 Light Squares 
GLEON-QM=Quick Mount Arm Kit 10

GLEON-QM-EA=Quick Mount Extended Length Arm Kit 11

LS/HSS=Field Installed House Side Shield 29, 32

NOTES: 
1. Customer is responsible for engineering analysis to confi rm pole and fi xture compatibility for all applications. Refer to our white paper WP513001EN for additional support information.
2. DesignLights ConsortiumTM Qualifi ed. Refer to www.designlights.org Qualifi ed Products List under Family Models for details. 
3. Standard 4000K CCT and minimum 70 CRI.
4. Not compatible with extended quick mount arm (QMEA).
5. Not compatible with standard quick mount arm (QM) or extended quick mount arm (QMEA).
6. Requires the use of a step down transformer when combined with MS/DIM, MS/X or DIMRF.
7.  Only for use with 480V Wye systems. Per NEC, not for use with ungrounded systems, impedance grounded systems or corner grounded systems (commonly known as Three Phase Three Wire Delta, Three Phase 

High Leg Delta and Three Phase Corner Grounded Delta systems).
8. May be required when two or more luminaires are oriented on a 90° or 120° drilling pattern. Refer to arm mounting requirement table.
9. Factory installed.
10. Maximum 8 light squares.
11. Maximum 6 light squares. 
12.  2L is not available with MS/X or MS/DIM at 347V or 480V. 2L in AE-02 through AE-04 requires a larger housing, normally used for AE-05 or AE-06. Extended arm option may be required when mounting two or more 

fi xtures per pole at 90° or 120°. Refer to arm mounting requirement table.
13. Not available with LumaWatt wireless sensors. 
14. Extended lead times apply. Use dedicated IES fi les for 3000K and 6000K when performing layouts. These fi les are published on the Galleon luminaire product page on the website.
15. Extended lead times apply. For 8030, factor 7030 IES fi les x .92 (8% lumen loss). For 7050, use 7060 IES fi les.
16. 1 Amp standard. Use dedicated IES fi les for 530mA and 700mA when performing layouts. These fi les are published on the Galleon luminaire product page on the website. 
17. 50°C lumen maintenance data applies to 530mA and 700mA drive currents.
18. Consult factory for more information.
19. Utilizes internal step-down transformer when 347V or 480V is selected.
20. The FSIR-100 accessory is required to adjust parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
21. Not available with HA option.
22. Approximately 22' detection diameter at 8' mounting height.
23. Approximately 40' detection diameter at 20' mounting height.
24. Approximately 60' detection diameter at 40' mounting height.
25. Approximately 100' detection diameter at 40' mounting height.
26. Replace X with number of light squares operating in low output mode.
27.  LumaWatt wireless sensors are factory installed only requiring network components RF-EM-1, RF-GW-1 and RF-ROUT-1 in appropriate quantities. See www.eaton.com/lighting for LumaWatt application information.
28.  Not available with house side shield (HSS).
29. Only for use with SL2, SL3, SL4 and AFL distributions. The Light Square trim plate is painted black when the HSS option is selected.
30. CE is not available with the DIMRF, MS, MS/X, MS/DIM, P, R or PER7 options. Available in 120-277V only.
31. This tool enables adjustment of parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
32. One required for each Light Square.

ORDERING INFORMATION

GLEON GALLEON LED
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Steel Poles

WARNING: Customer is responsible for engineering analysis to confirm pole and fixture compatibility for all applications. Refer to pole white paper WP513001EN for additional support information. Before 
installing, make sure proper anchor bolts and templates are obtained. The use of unauthorized accessories such as banners, signs, cameras or pennants for which the pole was not designed voids the pole 
warranty and may result in pole failure causing serious injury or property damage. Information regarding total loading capacity can be supplied upon request. The pole warranty is void unless poles are used 
and installed as a complete pole and luminaire combination. This warranty specifically excludes failure as the result of a third party act or omission, misuse, unanticipated uses, fatigue failure or similar  
phenomena resulting from induced vibration, harmonic oscillation or resonance associated with movement of air currents around the product.
 
Specifications and dimensions subject to change without notice. Consult your lighting representative at Eaton or visit www.eaton.com/lighting for available options, accessories and ordering information.

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

SSS SQUARE 
STRAIGHT STEEL

TD513013EN 
2014-04-09 13:41:02

FEATURES
ASTM Grade steel base plate with ASTM A366 base cover
Hand hole assembly 3" x 5" on 5" and 6" pole; and 2" x 4" on 4" pole
10'-39' mounting heights
Drilled or tenon (specify)

ORDERING INFORMATION

SAMPLE NUMBER: SSS5A20SFM1XG

Product 
Family

Shaft Size 
(Inches) 1

Wall 
Thickness 
(Inches)

Mounting 
Height 
(Feet)

Base Type Finish Mounting Type Number 
and  
Location 
of Arms

Arm 
Lengths 
(Feet)

Options 
(Add as Suffix)

SSS= Square 
Straight 
Steel

4= 4"
5= 5"
6= 6"

A= 0.120"
M= 0.188"
X= 0.250"

10= 10'
15= 15'
20= 20'
25= 25'
30= 30'
35= 35'
39= 39'

S= Square 
Steel 
Base

F= Dark Bronze
G= Galvanized Steel
J= Summit White
K= Carbon Bronze
L= Dark Platinum
P= Primer Powder Coat
R= Hartford Green
S= Silver
T= Graphite Metallic
V= Grey
W= White
X= Custom Color
Y= Black

2= 2-3/8" O.D. Tenon (4" Long)
3= 3-1/2" O.D. Tenon (5" Long)
4= 4" O.D. Tenon (6" Long)
5= 3" O.D. Tenon (4" Long)
6= 2-3/8" O.D. Tenon (6" Long)
7= 4" O.D. Tenon (10" Long)
A= Type A Drilling
C= Type C Drilling
E= Type E Drilling
F= Type F Drilling
G= Type G Drilling
J= Type J Drilling
K= Type K Drilling
M= Type M Drilling
R= Type R Drilling
Z= Type Z Drilling

1= Single
2= 2 at 180°
3= Triple 2
4= 4 at 90°
5= 2 at 90°
X= None

X= None A= 1/2" Tapped 
Hub (Specify 
location 
desired)

B= 3/4" Tapped 
Hub (Specify 
location 
desired)

C= Convenience 
Outlet 3

E= GFCI 
Convenience 
Outlet 3

G= Ground Lug
H= Additional Hand 

Hole 4
L= Drilled for 

Bumper Glitter
V= Vibration 

Dampener

 NOTES: 1. All shaft sizes nominal. 2. Square poles are 3 at 90°, round poles are 3 at 120°. 3. Outlet is located 4' above base and on same side of pole as hand hole, unless specified otherwise. Receptacle 
not included, provision only. 4. Additional hand hole is located 12" below pole top and 90° from standard hand hole location, unless otherwise specified.

Base View

Hand Hole
12-5/16"

B

AB

Base
Size
(S)

BP

BC

H

D

See technical information.

DIMENSIONS
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SSS SQUARE STRAIGHT STEEL

TD513013EN 
2015-12-09 13:41:02

 Effective Projected Area (At Pole Top)

 Mounting 
Height 
(Feet)

 Catalog 
Number 1, 2

 Wall
Thickness 
(Inches)

 Base 
Square 3 
(Inches)

Bolt 
Circle
Diameter
(Inches)

 Anchor 
Bolt 
Projection 3 
(Inches)

 Shaft 
Size 3
(Inches)

 Anchor 
Bolt  
Diameter 
x 
Length x 
Hook
(Inches)

 Net 
Weight
(Pounds)  Maximum Effective Projected Area

(Square Feet) 4

Max.
Fixture
Load -
Includes
Bracket
(Pounds)

 MH  S  BC  BP  B D x AB x H 80 mph 90 mph 100 mph 110 mph

 10  SSS4A10S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 85 30.0 22.0 17.0 13.0 100

 15  SSS4A15S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 118 15.0 11.5 8.7 6.5 100

 20  SSS4A20S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 150 8.7 5.9 3.9 2.5 150

 20  SSS5A20S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 183 15.4 11.1 7.9 5.5 150

 25  SSS4A25S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 181 3.7 1.7 0.3 --  200

 25  SSS5A25S  0.120  10-1/2  11 5  5  3/4 x 25 x 3 222 9.3 6.0 3.5 1.6  200

 25  SSS6A25S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 284 9.9 6.1 3.5 1.2  200

 30  SSS5A30S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 260 4.7 2.1 -- -- 200

 30  SSS5M30S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 392 10.4 6.4 3.5 1.5 200

 30  SSS6A30S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 330 4.3 1.4 -- -- 200

 30  SSS6M30S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 489 19.0 13.0 8.7 5.6 200

 35  SSS5M35S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 453 5.8 2.8 -- -- 200

 35  SSS6M35S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 564 12.8 7.2 3.7 1.0 200

 35  SSS6X35S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 738 16.5 11.0 6.8 3.5 200

 39  SSS6M39S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 618 7.3 3.0 -- --  300

 39  SSS6X39S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 816 13.0 7.0 3.7 0.8  300

 Effective Projected Area (Two Feet Above Pole Top)

 Mounting 
Height 
(Feet)

 Catalog 
Number 1, 2

 Wall
Thickness 
(Inches)

 Base 
Square 3 
(Inches)

Bolt 
Circle
Diameter
(Inches)

 Anchor 
Bolt 
Projection 3 
(Inches)

 Shaft 
Size 3
(Inches)

 Anchor 
Bolt  
Diameter 
x 
Length x 
Hook
(Inches)

 Net 
Weight
(Pounds)  Maximum Effective Projected Area

(Square Feet) 4

Max.
Fixture
Load -
Includes
Bracket
(Pounds)

 MH  S  BC  BP  B D x AB x H 80 mph 90 mph 100 mph 110 mph

 10  SSS4A10S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 85 23.0 17.5 14.0 11.0 100

 15  SSS4A15S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 118 13.4 10.0 7.5 5.7 100

 20  SSS4A20S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 150 7.6 5.2 3.4 2.1 150

 20  SSS5A20S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 183 13.8 9.9 7.1 4.9 150

 25  SSS4A25S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 181 3.4 1.6 0.3 --  200

 25  SSS5A25S  0.120  10-1/2  11 5  5  3/4 x 25 x 3 222 8.5 5.5 3.2 1.5  200

 25  SSS6A25S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 284 9.1 5.6 3.0 1.2  200

 30  SSS5A30S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 260 1.8 -- -- -- 200

 30  SSS5M30S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 392 9.6 5.9 1.9 0.2 200

 30  SSS6A30S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 330 4.1 1.3 -- -- 200

 30  SSS6M30S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 489 18.5 12.5 8.4 5.3 200

 35  SSS5M35S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 453 5.5 2.4 -- -- 200

 35  SSS6M35S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 564 11.8 7.0 3.5 1.0 200

 35  SSS6X35S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 738 16.0 10.5 6.4 3.4 200

 39  SSS6M39S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 618 7.0 2.4 -- --  300

 39  SSS6X39S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 816 12.0 6.7 3.0 0.5  300

NOTES: 
1.  Catalog number includes pole with hardware kit. Anchor bolts not included. Before installing, make sure proper anchor bolts and templates are obtained.
2. Tenon size or machining for rectangular arms must be specified. Hand hole position relative to drill location.
3. Shaft size, base square, anchor bolts and projections may vary slightly. All dimensions nominal.
4. EPAs based on shaft properties with wind normal to flat. EPAs calculated using base wind velocity as indicated plus 30% gust factor.
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Catalog Number:
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GLEON 
GALLEON LED

1-10 Light Squares
Solid State LED

 
AREA/SITE LUMINAIRE

McGraw-Edison

SPECIFICATION FEATURES

Construction
Extruded aluminum driver 
enclosure thermally isolated from 
Light Squares for optimal thermal 
performance. Heavy-wall, die-
cast aluminum end caps enclose 
housing and die-cast aluminum 
heat sinks. A unique, patent 
pending interlocking housing and 
heat sink provides scalability with 
superior structural rigidity. 3G 
vibration tested. Optional tool-
less hardware available for ease 
of entry into electrical chamber. 
Housing is IP66 rated.

Optics
Patented, high-efficiency 
injection-molded AccuLED 
Optics technology. Optics are 
precisely designed to shape 
the distribution maximizing 
efficiency and application spacing. 
AccuLED Optics create consistent 
distributions with the scalability 
to meet customized application 
requirements. Offered standard 
in 4000K (+/- 275K) CCT 70 CRI. 
Optional 6000K CCT and 3000K 
CCT.

Electrical
LED drivers are mounted to 
removable tray assembly for ease 
of maintenance. 120-277V 50/60Hz, 
347V 60Hz or 480V 60Hz operation. 
480V is compatible for use with 
480V Wye systems only. Standard 
with 0-10V dimming. Shipped 
standard with Eaton proprietary 
circuit module designed to 
withstand 10kV of transient line 
surge. The Galleon LED luminaire 
is suitable for operation in -40°C 
to 40°C ambient environments. 
For applications with ambient 
temperatures exceeding 40°C, 
specify the HA (High Ambient) 
option. Light Squares are IP66 
rated. Greater than 90% lumen 
maintenance expected at 60,000 
hours. Available in standard 1A 
drive current and optional 530mA 
and 700mA drive currents.

Mounting
STANDARD ARM MOUNT: 
Extruded aluminum arm includes 
internal bolt guides allowing for 
easy positioning of fixture during 
assembly. When mounting two 
or more luminaires at 90° and 
120° apart, the EA extended arm 
may be required. Refer to the 
arm mounting requirement table. 

Round pole adapter included. 
For wall mounting, specify wall 
mount bracket option. 3G vibration 
rated. QUICK MOUNT ARM: Arm 
is bolted directly to the pole and 
the fixture slides onto the quick 
mount arm and is secured via a 
single fastener, facilitating quick 
and easy installation. The versatile, 
patent pending, quick mount 
arm accommodates multiple drill 
patterns ranging from 1-1/2” to 
4-7/8”. Removal of the door on the 
quick mount arm enables wiring of 
the fixture without having to access 
the driver compartment. A knock-
out enables round pole mounting.

Finish
Housing finished in super durable 
TGIC polyester powder coat paint, 
2.5 mil nominal thickness for 
superior protection against fade 
and wear. Heat sink is powder 
coated black. Standard colors 
include black, bronze, grey, 
white, dark platinum and graphite 
metallic. RAL and custom color 
matches available.

Warranty
Five-year warranty.

TD500020EN
2016-01-29 10:56:52

The Galleon™ LED luminaire delivers exceptional performance in a 
highly scalable, low-profile design. Patented, high-efficiency AccuLED 
Optics™ system provides uniform and energy conscious illumination to 
walkways, parking lots, roadways, building areas and security lighting 
applications. IP66 rated and UL/cUL Listed for wet locations.

DESCRIPTION

*www.designlights.org

SY
STEMS

C

E R T I F I E

D

C E R T I F I C A T I O N  D A T A
UL/cUL Wet Location Listed
ISO 9001
LM79 / LM80 Compliant
3G Vibration Rated
IP66 Rated
DesignLights ConsortiumTM Qualified*

E N E R G Y  D A T A
Electronic LED Driver
>0.9 Power Factor
<20% Total Harmonic Distortion
120V-277V 50/60Hz
347V & 480V 60Hz
-40°C Min. Temperature
40°C Max. Temperature
50°C Max. Temperature (HA Option)

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

TY P E  " N "
3/4" [19mm]

Diameter
Hole

(2) 9/16" [14mm]
Diameter

Holes

1-3/4"
[44mm]

7/8" [22mm]

2"
[51mm]

DRILLING PATTERN

“A”

3-15/16" 
[100mm]

21-3/4" [553mm] "B"

DIMENSION DATA

Number of 
Light Squares

“A” 
Width

“B” 
Standard 

Arm Length

“B” 
Optional Arm 

Length 1

Weight
with Arm 

(lbs.)

EPA 
with Arm 2 

(Sq. Ft.)

1-4 15-1/2" 
(394mm)

7" 
(178mm)

10" 
(254mm)

33 
(15.0 kgs.) 0.96

5-6 21-5/8" 
(549mm)

7" 
(178mm)

10" 
(254mm)

44 
(20.0 kgs.) 1.00

7-8 27-5/8" 
(702mm)

7" 
(178mm)

13" 
(330mm)

54 
(24.5 kgs.) 1.07

9-10 33-3/4" 
(857mm)

7" 
(178mm)

16" 
(406mm)

63 
(28.6 kgs.) 1.12

NOTES: 1. Optional arm length to be used when mounting two fi xtures at 90° on a single pole. 2. EPA calculated 
with optional arm length.

DIMENSIONS



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(3) GLEON-AE-06-LED-E1-5WQ-AP /
MA1192-AP (1) SSS6M20SV3XXV
Notes: (3) heads mounted at 120, please
confirm. RESUBMITTAL #2

Type: 

SA-3
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

2 @ 180° Triple1

4 @ 90°

2 @ 90° Triple2 2 @ 120°

NOTES: 1 Round poles are 3 @ 120°. Square poles are 3 @ 90°. 2 Round poles are 3 @ 90°.

“A”

QM Quick Mount Arm (Standard) QMEA Quick Mount Arm (Extended)

21-3/4" [553mm]21-3/4" [553mm]
8-7/16"

[215mm]
16-9/16" 
[421mm]

3-15/16"
[100mm]

QUICK MOUNT ARM DATA

Number of 
Light Squares 1, 2

“A” 
Width

Weight with QM Arm
(lbs.) 

Weight with QMEA Arm
(lbs.)

EPA
(Sq. Ft.)

1-4 15-1/2" (394mm) 35 (15.91 kgs.) 38 (17.27 kgs.)

1.115-6 3 21-5/8" (549mm) 46 (20.91 kgs.) 49 (22.27 kgs.)

7-8 27-5/8" (702mm) 56 (25.45 kgs.) 59 (26.82 kgs.)

NOTES: 1 QM option available with 1-8 light square confi gurations. 2 QMEA option available with 1-6 light square confi gurations. 3 QMEA arm to be used when mounting two fi xtures at 90° on a single pole.

Confi guration 90° Apart 120° Apart

GLEON-AE-01 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-02 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-03 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-04 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-05 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-06 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-07 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-08 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-09 16" Extended Arm
(Required)

16" Extended Arm
(Required)

GLEON-AE-10 16" Extended Arm
(Required)

16" Extended Arm
(Required)

ARM MOUNTING REQUIREMENTS

8-1/8" [206mm]

1-13/16"
[47mm]

(2) 27/64"
[11mm]

Dia. Hole

3"
[76mm]

3-13/16"
[97mm]

3-13/64"
[82mm]

MAST ARM MOUNT

4-15/16"
[125mm]

3-3/4"
[96mm]

6-15/16"
[177mm]

4"
[102mm]

4-7/8"
[124mm]

1-1/4" [32mm]

9/16"
[15mm]

Dia. Hole

QUICK MOUNT ARM (INCLUDES FIXTURE ADAPTER)

10-5/32" 
[256mm]

6-3/16" 
[157mm]

21-3/4"
[553mm]

7"
[178mm]

2-7/16"
[61mm]

STANDARD WALL MOUNT



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(3) GLEON-AE-06-LED-E1-5WQ-AP /
MA1192-AP (1) SSS6M20SV3XXV
Notes: (3) heads mounted at 120, please
confirm. RESUBMITTAL #2

Type: 

SA-3
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Standard

Street Side

House Side

Street Side

House Side

Street Side

House Side

Optics Rotated Left @ 90° [L90] Optics Rotated Right @ 90° [R90]

OPTIC ORIENTATION

Asymmetric Area Distributions

Symmertric Distributions

T3
(Type III)

SL2
(Type II with Spill Control)

SL3
(Type III with Spill Control)

T4FT
(Type IV Forward Throw)

T4W
(Type IV Wide)

SL4
(Type IV with Spill Control)

Specialized Distributions

Asymmetric Roadway Distributions

AFL
(Automotive Frontline)

SLL
(90° Spill Light Eliminator Left)

SLR
(90° Spill Light Eliminator Right)

T2R
(Type II Roadway)

RW
(Rectangular Wide Type I)

T3R
(Type III Roadway)

5NQ
(Type V Square Narrow)

5MQ
(Type V Square Medium)

5WQ
(Type V Square Wide)

T2
(Type II)

OPTICAL DISTRIBUTIONS



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(3) GLEON-AE-06-LED-E1-5WQ-AP /
MA1192-AP (1) SSS6M20SV3XXV
Notes: (3) heads mounted at 120, please
confirm. RESUBMITTAL #2

Type: 

SA-3
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 1A 1A 1A 1A 1A 1A 1A 1A 1A 1A

Nominal Power (Watts) 56 107 157 213 264 315 370 421 475 528

Input Current @ 120V (A) 0.47 0.90 1.31 1.79 2.21 2.64 3.09 3.51 3.96 4.41

Input Current @ 208V (A) 0.28 0.51 0.74 1.02 1.25 1.48 1.76 1.99 2.22 2.50

Input Current @ 240V (A) 0.25 0.45 0.65 0.90 1.10 1.30 1.55 1.75 1.95 2.20

Input Current @ 277V (A) 0.23 0.41 0.59 0.82 1.00 1.18 1.41 1.59 1.77 2.00

Optics

T2
Lumens  5,272  10,303  15,373  20,313  25,168  30,118  35,618  40,357  45,018  49,842 

BUG Rating B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B4-U0-G5 B4-U0-G5

T2R
Lumens  5,597  10,938  16,321  21,565  26,719  31,974  37,813  42,844  47,792  52,914 

BUG Rating B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B4-U0-G4 B4-U0-G5

T3
Lumens  5,374  10,501  15,669  20,704  25,652  30,697  36,303  41,134  45,884  50,802 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5

T3R
Lumens  5,493  10,735  16,017  21,164  26,222  31,379  37,110  42,048  46,904  51,930 

BUG Rating B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4FT
Lumens  5,405  10,562  15,760  20,824  25,801  30,875  36,514  41,372  46,150  51,096 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  5,335  10,426  15,556  20,555  25,468  30,476  36,042  40,838  45,554  50,436 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5 B4-U0-G5

SL2
Lumens  5,263  10,285  15,347  20,278  25,124  30,066  35,556  40,288  44,940  49,756 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5

SL3
Lumens  5,373  10,500  15,667  20,701  25,649  30,693  36,298  41,128  45,878  50,794 

BUG Rating B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL4
Lumens  5,105  9,976  14,886  19,669  24,370  29,163  34,488  39,078  43,591  48,262 

BUG Rating B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

5NQ
Lumens  5,542  10,830  16,160  21,352  26,455  31,658  37,439  42,421  47,320  52,392 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4

5MQ
Lumens  5,644  11,029  16,457  21,745  26,942  32,241  38,128  43,202  48,191  53,356 

BUG Rating B3-U0-G1 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G5

5WQ
Lumens  5,659  11,059  16,501  21,803  27,014  32,327  38,230  43,317  48,320  53,498 

BUG Rating B3-U0-G1 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G5 B5-U0-G5 B5-U0-G5

SLL/SLR
Lumens  4,722  9,227  13,767  18,191  22,539  26,971  31,897  36,141  40,315  44,635 

BUG Rating B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

RW
Lumens  5,492  10,732  16,014  21,159  26,216  31,372  37,101  42,038  46,893  51,918 

BUG Rating B2-U0-G1 B3-U0-G1 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

AFL
Lumens  5,512  10,771  16,072  21,236  26,311  31,486  37,236  42,191  47,063  52,107 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (1A)

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(3) GLEON-AE-06-LED-E1-5WQ-AP /
MA1192-AP (1) SSS6M20SV3XXV
Notes: (3) heads mounted at 120, please
confirm. RESUBMITTAL #2

Type: 

SA-3
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA

Nominal Power (Watts) 38 72 105 138 176 210 243 276 314 348

Input Current @ 120V (A) 0.32 0.59 0.86 1.14 1.45 1.72 2 2.28 2.58 2.86

Input Current @ 208V (A) 0.21 0.36 0.51 0.67 0.87 1.02 1.18 1.34 1.53 1.69

Input Current @ 240V (A) 0.19 0.32 0.45 0.59 0.77 0.90 1.04 1.18 1.35 1.49

Input Current @ 277V (A) 0.20 0.29 0.40 0.51 0.69 0.80 0.91 1.02 1.20 1.31

Optics

T2
Lumens  3,854  7,531  11,237  14,847  18,395  22,013  26,033  29,497  32,904  36,430 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

T2R
Lumens  4,091  7,995  11,929  15,762  19,529  23,370  27,638  31,316  34,932  38,676 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3
Lumens  3,928  7,676  11,453  15,133  18,750  22,437  26,534  30,065  33,537  37,132 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

T3R
Lumens  4,015  7,846  11,707  15,469  19,166  22,936  27,124  30,733  34,283  37,957 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

T4FT
Lumens  3,951  7,720  11,519  15,221  18,858  22,567  26,688  30,240  33,732  37,347 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  3,900  7,620  11,370  15,024  18,615  22,276  26,343  29,849  33,296  36,864 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL2
Lumens  3,847  7,518  11,217  14,821  18,364  21,975  25,988  29,447  32,847  36,368 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL3
Lumens  3,927  7,675  11,451  15,131  18,747  22,434  26,531  30,061  33,533  37,126 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

SL4
Lumens  3,731  7,292  10,880  14,376  17,812  21,315  25,208  28,562  31,861  35,275 

BUG Rating B1-U0-G2 B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5 B2-U0-G5 B3-U0-G5

5NQ
Lumens  4,051  7,916  11,811  15,606  19,336  23,139  27,365  31,006  34,587  38,294 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3

5MQ
Lumens  4,125  8,062  12,029  15,894  19,692  23,565  27,869  31,577  35,224  38,999 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

5WQ
Lumens  4,136  8,083  12,061  15,936  19,745  23,628  27,943  31,661  35,318  39,103 

BUG Rating B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  3,451  6,744  10,063  13,296  16,474  19,714  23,314  26,416  29,467  32,625 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

RW
Lumens  4,014  7,844  11,704  15,465  19,162  22,930  27,118  30,726  34,274  37,948 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3

AFL
Lumens  4,029  7,873  11,747  15,522  19,231  23,014  27,216  30,838  34,399  38,086 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (700MA)

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(3) GLEON-AE-06-LED-E1-5WQ-AP /
MA1192-AP (1) SSS6M20SV3XXV
Notes: (3) heads mounted at 120, please
confirm. RESUBMITTAL #2

Type: 

SA-3
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

TD500020EN
2016-01-29 10:56:52

GLEON GALLEON LED

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA

Nominal Power (Watts) 30 54 80 105 130 159 184 209 234 259

Input Current @ 120V (A) 0.25 0.45 0.66 0.86 1.07 1.32 1.52 1.72 1.93 2.14

Input Current @ 208V (A) 0.17 0.28 0.39 0.51 0.63 0.78 0.9 1.02 1.14 1.26

Input Current @ 240V (A) 0.17 0.25 0.35 0.45 0.55 0.70 0.80 0.90 1.00 1.10

Input Current @ 277V (A) 0.19 0.24 0.32 0.40 0.49 0.64 0.72 0.80 0.89 0.98

Optics

T2
Lumens  3,079  6,017  8,978  11,862  14,697  17,588  20,800  23,567  26,289  29,106 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4

T2R
Lumens  3,269  6,388  9,531  12,593  15,603  18,672  22,082  25,020  27,909  30,900 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

T3
Lumens  3,138  6,133  9,150  12,091  14,980  17,926  21,200  24,021  26,795  29,667 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3R
Lumens  3,208  6,269  9,354  12,359  15,313  18,325  21,671  24,555  27,390  30,326 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B2-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G4 

T4FT
Lumens  3,156  6,168  9,203  12,161  15,067  18,030  21,323  24,160  26,950  29,839 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B3-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G5 

T4W
Lumens  3,116  6,088  9,084  12,004  14,872  17,797  21,047  23,848  26,602  29,453 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL2
Lumens  3,074  6,006  8,962  11,842  14,672  17,558  20,764  23,527  26,244  29,056 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL3
Lumens  3,138  6,132  9,149  12,089  14,978  17,924  21,197  24,018  26,791  29,662 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL4
Lumens  2,981  5,826  8,693  11,486  14,231  17,030  20,140  22,820  25,456  28,184 

BUG Rating B0-U0-G1 B1-U0-G2 B1-U0-G3 B1-U0-G3 B1-U0-G3 B2-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5

5NQ
Lumens  3,236  6,324  9,437  12,469  15,449  18,487  21,863  24,773  27,634  30,595 

BUG Rating B1-U0-G0 B2-U0-G1 B3-U0-G1 B3-U0-G2 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2

5MQ
Lumens  3,296  6,441  9,610  12,698  15,733  18,828  22,266  25,229  28,142  31,158 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G3

5WQ
Lumens  3,305  6,458  9,636  12,732  15,775  18,878  22,325  25,296  28,217  31,241 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  2,757  5,388  8,040  10,623  13,162  15,751  18,627  21,105  23,543  26,066 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4

RW
Lumens  3,207  6,267  9,351  12,356  15,309  18,320  21,666  24,549  27,384  30,319 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3

AFL
Lumens  3,219  6,290  9,385  12,401  15,365  18,387  21,745  24,638  27,484  30,429 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (530MA)

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE
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Sample Number: GLEON-AE-04-LED-E1-T3-GM-700

Product Family 1, 2 Light Engine Number of 
Light Squares 3 Lamp Type Voltage Distribution Color Mounting

GLEON=Galleon AE= 1A Drive 
Current

01= 1
02=2
03=3
04=4
05=5
06=6
07=7 4

08=8 4

09=9 5

10=10 5

LED= Solid State 
Light 
Emitting 
Diodes

E1=(120-277V)
347=347V 6 

480=480V 6, 7

T2=Type II
T2R=Type II Roadway
T3=Type III
T3R=Type III Roadway
T4FT=Type IV Forward Throw
T4W=Type IV Wide
5NQ=Type V Narrow
5MQ=Type V Square Medium
5WQ=Type V Square Wide
SL2=Type II w/Spill Control
SL3=Type III w/Spill  Control
SL4=Type IV w/Spill Control
SLL=90° Spill Light Eliminator Left
SLR=90° Spill Light Eliminator Right 
RW=Rectangular Wide Type I
AFL=Automotive Frontline 

AP=Grey
BZ=Bronze
BK=Black
DP= Dark Platinum
GM= Graphite Metallic
WH=White

[Blank]= Arm for Round 
or Square Pole

EA= Extended Arm 8

MA= Mast Arm 
Adapter 9

WM= Wall Mount
QM= Quick Mount 

Arm (Standard 
Length) 10

QMEA= Quick Mount 
Arm (Extended 
Length) 11

Options (Add as Suffi x) Accessories (Order Separately)

2L=Two Circuits 12, 13

7030=70 CRI / 3000K 14

8030=80 CRI / 3000K 15

7050=70 CRI / 5000K 15

7060=70 CRI / 6000K 14

530= Drive Current Factory Set to 530mA 16

700= Drive Current Factory Set to 700mA 16

P=Button Type Photocontrol (120, 208, 240 or 277V)
PER7= NEMA 7-PIN Twistlock Photocontrol Receptacle
R= NEMA Twistlock Photocontrol Receptacle
HA=50°C High Ambient 13, 17

MS/DIM-L08= Motion Sensor for Dimming Operation, Maximum 8' Mounting Height 18, 19, 20, 21, 22

MS/DIM-L20= Motion Sensor for Dimming Operation, 9' - 20' Mounting Height 18, 19, 20, 21, 22

MS/DIM-L40= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height 18, 19, 20, 21

MS/DIM-L40W= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 21, 25

MS/X-L08= Bi-Level Motion Sensor, Maximum 8' Mounting Height 18, 19, 20, 21, 22, 26

MS/X-L20= Bi-Level Motion Sensor, 9' - 20' Mounting Height 18, 19, 20, 21, 23, 26

MS/X-L40= Bi-Level Motion Sensor, 21' - 40' Mounting Height 18, 19, 20, 21, 24, 26 
MS/X-L40W= Bi-Level Motion Sensor, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 21, 25, 26 
MS-L08= Motion Sensor for ON/OFF Operation, Maximum 8' Mounting Height 18, 19, 20, 21, 22

MS-L20= Motion Sensor for ON/OFF Operation, 9' - 20' Mounting Height 18, 19, 20, 21, 23

MS-L40=Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height 18, 19, 20, 21, 24 
MS-L40W= Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 25

DIMRF-LW= LumaWatt Wireless Sensor, Wide Lens for 8' - 16' Mounting Height 27

DIMRF-LN= LumaWatt Wireless Sensor, Narrow Lens for 16' - 40' Mounting Height 27

L90=Optics Rotated 90° Left
R90=Optics Rotated 90° Right
MT=Factory Installed Mesh Top
TH=Tool-less Door Hardware
LCF=Light Square Trim Plate Painted to Match Housing 28

HSS=Factory Installed House Side Shield 29

CE=CE Marking 30

OA/RA1016=NEMA Photocontrol Multi-Tap - 105-285V
OA/RA1027=NEMA Photocontrol - 480V
OA/RA1201=NEMA Photocontrol - 347V
OA/RA1013=Photocontrol Shorting Cap
OA/RA1014=120V Photocontrol
MA1252=10kV Surge Module Replacement
MA1036-XX=Single Tenon Adapter for 2-3/8" O.D. Tenon
MA1037-XX=2 @ 180° Tenon Adapter for 2-3/8" O.D. Tenon
MA1197-XX=3 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1188-XX=4 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1189-XX=2 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1190-XX=3 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1191-XX=2 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1038-XX=Single Tenon Adapter for 3-1/2" O.D. Tenon
MA1039-XX=2 @ 180° Tenon Adapter for 3-1/2" O.D. Tenon
MA1192-XX=3 @ 120° Tenon Adapter for 3-1/2" O.D. Tenon
MA1193-XX=4 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1194-XX=2 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1195-XX=3 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
FSIR-100=Wireless Confi guration Tool for Occupancy Sensor 31

GLEON-MT1=Field Installed Mesh Top for 1-4 Light Squares
GLEON-MT2=Field Installed Mesh Top for 5-6 Light Squares
GLEON-MT3=Field Installed Mesh Top  for 7-8 Light Squares
GLEON-MT4=Field Installed Mesh Top for 9-10 Light Squares 
GLEON-QM=Quick Mount Arm Kit 10

GLEON-QM-EA=Quick Mount Extended Length Arm Kit 11

LS/HSS=Field Installed House Side Shield 29, 32

NOTES: 
1. Customer is responsible for engineering analysis to confi rm pole and fi xture compatibility for all applications. Refer to our white paper WP513001EN for additional support information.
2. DesignLights ConsortiumTM Qualifi ed. Refer to www.designlights.org Qualifi ed Products List under Family Models for details. 
3. Standard 4000K CCT and minimum 70 CRI.
4. Not compatible with extended quick mount arm (QMEA).
5. Not compatible with standard quick mount arm (QM) or extended quick mount arm (QMEA).
6. Requires the use of a step down transformer when combined with MS/DIM, MS/X or DIMRF.
7.  Only for use with 480V Wye systems. Per NEC, not for use with ungrounded systems, impedance grounded systems or corner grounded systems (commonly known as Three Phase Three Wire Delta, Three Phase 

High Leg Delta and Three Phase Corner Grounded Delta systems).
8. May be required when two or more luminaires are oriented on a 90° or 120° drilling pattern. Refer to arm mounting requirement table.
9. Factory installed.
10. Maximum 8 light squares.
11. Maximum 6 light squares. 
12.  2L is not available with MS/X or MS/DIM at 347V or 480V. 2L in AE-02 through AE-04 requires a larger housing, normally used for AE-05 or AE-06. Extended arm option may be required when mounting two or more 

fi xtures per pole at 90° or 120°. Refer to arm mounting requirement table.
13. Not available with LumaWatt wireless sensors. 
14. Extended lead times apply. Use dedicated IES fi les for 3000K and 6000K when performing layouts. These fi les are published on the Galleon luminaire product page on the website.
15. Extended lead times apply. For 8030, factor 7030 IES fi les x .92 (8% lumen loss). For 7050, use 7060 IES fi les.
16. 1 Amp standard. Use dedicated IES fi les for 530mA and 700mA when performing layouts. These fi les are published on the Galleon luminaire product page on the website. 
17. 50°C lumen maintenance data applies to 530mA and 700mA drive currents.
18. Consult factory for more information.
19. Utilizes internal step-down transformer when 347V or 480V is selected.
20. The FSIR-100 accessory is required to adjust parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
21. Not available with HA option.
22. Approximately 22' detection diameter at 8' mounting height.
23. Approximately 40' detection diameter at 20' mounting height.
24. Approximately 60' detection diameter at 40' mounting height.
25. Approximately 100' detection diameter at 40' mounting height.
26. Replace X with number of light squares operating in low output mode.
27.  LumaWatt wireless sensors are factory installed only requiring network components RF-EM-1, RF-GW-1 and RF-ROUT-1 in appropriate quantities. See www.eaton.com/lighting for LumaWatt application information.
28.  Not available with house side shield (HSS).
29. Only for use with SL2, SL3, SL4 and AFL distributions. The Light Square trim plate is painted black when the HSS option is selected.
30. CE is not available with the DIMRF, MS, MS/X, MS/DIM, P, R or PER7 options. Available in 120-277V only.
31. This tool enables adjustment of parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
32. One required for each Light Square.

ORDERING INFORMATION

GLEON GALLEON LED
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Steel Poles

WARNING: Customer is responsible for engineering analysis to confirm pole and fixture compatibility for all applications. Refer to pole white paper WP513001EN for additional support information. Before 
installing, make sure proper anchor bolts and templates are obtained. The use of unauthorized accessories such as banners, signs, cameras or pennants for which the pole was not designed voids the pole 
warranty and may result in pole failure causing serious injury or property damage. Information regarding total loading capacity can be supplied upon request. The pole warranty is void unless poles are used 
and installed as a complete pole and luminaire combination. This warranty specifically excludes failure as the result of a third party act or omission, misuse, unanticipated uses, fatigue failure or similar  
phenomena resulting from induced vibration, harmonic oscillation or resonance associated with movement of air currents around the product.
 
Specifications and dimensions subject to change without notice. Consult your lighting representative at Eaton or visit www.eaton.com/lighting for available options, accessories and ordering information.

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

SSS SQUARE 
STRAIGHT STEEL

TD513013EN 
2014-04-09 13:41:02

FEATURES
ASTM Grade steel base plate with ASTM A366 base cover
Hand hole assembly 3" x 5" on 5" and 6" pole; and 2" x 4" on 4" pole
10'-39' mounting heights
Drilled or tenon (specify)

ORDERING INFORMATION

SAMPLE NUMBER: SSS5A20SFM1XG

Product 
Family

Shaft Size 
(Inches) 1

Wall 
Thickness 
(Inches)

Mounting 
Height 
(Feet)

Base Type Finish Mounting Type Number 
and  
Location 
of Arms

Arm 
Lengths 
(Feet)

Options 
(Add as Suffix)

SSS= Square 
Straight 
Steel

4= 4"
5= 5"
6= 6"

A= 0.120"
M= 0.188"
X= 0.250"

10= 10'
15= 15'
20= 20'
25= 25'
30= 30'
35= 35'
39= 39'

S= Square 
Steel 
Base

F= Dark Bronze
G= Galvanized Steel
J= Summit White
K= Carbon Bronze
L= Dark Platinum
P= Primer Powder Coat
R= Hartford Green
S= Silver
T= Graphite Metallic
V= Grey
W= White
X= Custom Color
Y= Black

2= 2-3/8" O.D. Tenon (4" Long)
3= 3-1/2" O.D. Tenon (5" Long)
4= 4" O.D. Tenon (6" Long)
5= 3" O.D. Tenon (4" Long)
6= 2-3/8" O.D. Tenon (6" Long)
7= 4" O.D. Tenon (10" Long)
A= Type A Drilling
C= Type C Drilling
E= Type E Drilling
F= Type F Drilling
G= Type G Drilling
J= Type J Drilling
K= Type K Drilling
M= Type M Drilling
R= Type R Drilling
Z= Type Z Drilling

1= Single
2= 2 at 180°
3= Triple 2
4= 4 at 90°
5= 2 at 90°
X= None

X= None A= 1/2" Tapped 
Hub (Specify 
location 
desired)

B= 3/4" Tapped 
Hub (Specify 
location 
desired)

C= Convenience 
Outlet 3

E= GFCI 
Convenience 
Outlet 3

G= Ground Lug
H= Additional Hand 

Hole 4
L= Drilled for 

Bumper Glitter
V= Vibration 

Dampener

 NOTES: 1. All shaft sizes nominal. 2. Square poles are 3 at 90°, round poles are 3 at 120°. 3. Outlet is located 4' above base and on same side of pole as hand hole, unless specified otherwise. Receptacle 
not included, provision only. 4. Additional hand hole is located 12" below pole top and 90° from standard hand hole location, unless otherwise specified.

Base View

Hand Hole
12-5/16"

B

AB

Base
Size
(S)

BP

BC

H

D

See technical information.

DIMENSIONS
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SSS SQUARE STRAIGHT STEEL

TD513013EN 
2015-12-09 13:41:02

 Effective Projected Area (At Pole Top)

 Mounting 
Height 
(Feet)

 Catalog 
Number 1, 2

 Wall
Thickness 
(Inches)

 Base 
Square 3 
(Inches)

Bolt 
Circle
Diameter
(Inches)

 Anchor 
Bolt 
Projection 3 
(Inches)

 Shaft 
Size 3
(Inches)

 Anchor 
Bolt  
Diameter 
x 
Length x 
Hook
(Inches)

 Net 
Weight
(Pounds)  Maximum Effective Projected Area

(Square Feet) 4

Max.
Fixture
Load -
Includes
Bracket
(Pounds)

 MH  S  BC  BP  B D x AB x H 80 mph 90 mph 100 mph 110 mph

 10  SSS4A10S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 85 30.0 22.0 17.0 13.0 100

 15  SSS4A15S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 118 15.0 11.5 8.7 6.5 100

 20  SSS4A20S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 150 8.7 5.9 3.9 2.5 150

 20  SSS5A20S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 183 15.4 11.1 7.9 5.5 150

 25  SSS4A25S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 181 3.7 1.7 0.3 --  200

 25  SSS5A25S  0.120  10-1/2  11 5  5  3/4 x 25 x 3 222 9.3 6.0 3.5 1.6  200

 25  SSS6A25S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 284 9.9 6.1 3.5 1.2  200

 30  SSS5A30S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 260 4.7 2.1 -- -- 200

 30  SSS5M30S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 392 10.4 6.4 3.5 1.5 200

 30  SSS6A30S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 330 4.3 1.4 -- -- 200

 30  SSS6M30S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 489 19.0 13.0 8.7 5.6 200

 35  SSS5M35S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 453 5.8 2.8 -- -- 200

 35  SSS6M35S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 564 12.8 7.2 3.7 1.0 200

 35  SSS6X35S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 738 16.5 11.0 6.8 3.5 200

 39  SSS6M39S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 618 7.3 3.0 -- --  300

 39  SSS6X39S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 816 13.0 7.0 3.7 0.8  300

 Effective Projected Area (Two Feet Above Pole Top)

 Mounting 
Height 
(Feet)

 Catalog 
Number 1, 2

 Wall
Thickness 
(Inches)

 Base 
Square 3 
(Inches)

Bolt 
Circle
Diameter
(Inches)

 Anchor 
Bolt 
Projection 3 
(Inches)

 Shaft 
Size 3
(Inches)

 Anchor 
Bolt  
Diameter 
x 
Length x 
Hook
(Inches)

 Net 
Weight
(Pounds)  Maximum Effective Projected Area

(Square Feet) 4

Max.
Fixture
Load -
Includes
Bracket
(Pounds)

 MH  S  BC  BP  B D x AB x H 80 mph 90 mph 100 mph 110 mph

 10  SSS4A10S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 85 23.0 17.5 14.0 11.0 100

 15  SSS4A15S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 118 13.4 10.0 7.5 5.7 100

 20  SSS4A20S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 150 7.6 5.2 3.4 2.1 150

 20  SSS5A20S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 183 13.8 9.9 7.1 4.9 150

 25  SSS4A25S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 181 3.4 1.6 0.3 --  200

 25  SSS5A25S  0.120  10-1/2  11 5  5  3/4 x 25 x 3 222 8.5 5.5 3.2 1.5  200

 25  SSS6A25S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 284 9.1 5.6 3.0 1.2  200

 30  SSS5A30S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 260 1.8 -- -- -- 200

 30  SSS5M30S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 392 9.6 5.9 1.9 0.2 200

 30  SSS6A30S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 330 4.1 1.3 -- -- 200

 30  SSS6M30S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 489 18.5 12.5 8.4 5.3 200

 35  SSS5M35S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 453 5.5 2.4 -- -- 200

 35  SSS6M35S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 564 11.8 7.0 3.5 1.0 200

 35  SSS6X35S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 738 16.0 10.5 6.4 3.4 200

 39  SSS6M39S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 618 7.0 2.4 -- --  300

 39  SSS6X39S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 816 12.0 6.7 3.0 0.5  300

NOTES: 
1.  Catalog number includes pole with hardware kit. Anchor bolts not included. Before installing, make sure proper anchor bolts and templates are obtained.
2. Tenon size or machining for rectangular arms must be specified. Hand hole position relative to drill location.
3. Shaft size, base square, anchor bolts and projections may vary slightly. All dimensions nominal.
4. EPAs based on shaft properties with wind normal to flat. EPAs calculated using base wind velocity as indicated plus 30% gust factor.
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AREA/SITE LUMINAIRE

McGraw-Edison

SPECIFICATION FEATURES

Construction
Extruded aluminum driver 
enclosure thermally isolated from 
Light Squares for optimal thermal 
performance. Heavy-wall, die-
cast aluminum end caps enclose 
housing and die-cast aluminum 
heat sinks. A unique, patent 
pending interlocking housing and 
heat sink provides scalability with 
superior structural rigidity. 3G 
vibration tested. Optional tool-
less hardware available for ease 
of entry into electrical chamber. 
Housing is IP66 rated.

Optics
Patented, high-efficiency 
injection-molded AccuLED 
Optics technology. Optics are 
precisely designed to shape 
the distribution maximizing 
efficiency and application spacing. 
AccuLED Optics create consistent 
distributions with the scalability 
to meet customized application 
requirements. Offered standard 
in 4000K (+/- 275K) CCT 70 CRI. 
Optional 6000K CCT and 3000K 
CCT.

Electrical
LED drivers are mounted to 
removable tray assembly for ease 
of maintenance. 120-277V 50/60Hz, 
347V 60Hz or 480V 60Hz operation. 
480V is compatible for use with 
480V Wye systems only. Standard 
with 0-10V dimming. Shipped 
standard with Eaton proprietary 
circuit module designed to 
withstand 10kV of transient line 
surge. The Galleon LED luminaire 
is suitable for operation in -40°C 
to 40°C ambient environments. 
For applications with ambient 
temperatures exceeding 40°C, 
specify the HA (High Ambient) 
option. Light Squares are IP66 
rated. Greater than 90% lumen 
maintenance expected at 60,000 
hours. Available in standard 1A 
drive current and optional 530mA 
and 700mA drive currents.

Mounting
STANDARD ARM MOUNT: 
Extruded aluminum arm includes 
internal bolt guides allowing for 
easy positioning of fixture during 
assembly. When mounting two 
or more luminaires at 90° and 
120° apart, the EA extended arm 
may be required. Refer to the 
arm mounting requirement table. 

Round pole adapter included. 
For wall mounting, specify wall 
mount bracket option. 3G vibration 
rated. QUICK MOUNT ARM: Arm 
is bolted directly to the pole and 
the fixture slides onto the quick 
mount arm and is secured via a 
single fastener, facilitating quick 
and easy installation. The versatile, 
patent pending, quick mount 
arm accommodates multiple drill 
patterns ranging from 1-1/2” to 
4-7/8”. Removal of the door on the 
quick mount arm enables wiring of 
the fixture without having to access 
the driver compartment. A knock-
out enables round pole mounting.

Finish
Housing finished in super durable 
TGIC polyester powder coat paint, 
2.5 mil nominal thickness for 
superior protection against fade 
and wear. Heat sink is powder 
coated black. Standard colors 
include black, bronze, grey, 
white, dark platinum and graphite 
metallic. RAL and custom color 
matches available.

Warranty
Five-year warranty.

TD500020EN
2016-01-29 10:56:52

The Galleon™ LED luminaire delivers exceptional performance in a 
highly scalable, low-profile design. Patented, high-efficiency AccuLED 
Optics™ system provides uniform and energy conscious illumination to 
walkways, parking lots, roadways, building areas and security lighting 
applications. IP66 rated and UL/cUL Listed for wet locations.

DESCRIPTION

*www.designlights.org

SY
STEMS

C

E R T I F I E

D

C E R T I F I C A T I O N  D A T A
UL/cUL Wet Location Listed
ISO 9001
LM79 / LM80 Compliant
3G Vibration Rated
IP66 Rated
DesignLights ConsortiumTM Qualified*

E N E R G Y  D A T A
Electronic LED Driver
>0.9 Power Factor
<20% Total Harmonic Distortion
120V-277V 50/60Hz
347V & 480V 60Hz
-40°C Min. Temperature
40°C Max. Temperature
50°C Max. Temperature (HA Option)

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

TY P E  " N "
3/4" [19mm]

Diameter
Hole

(2) 9/16" [14mm]
Diameter

Holes

1-3/4"
[44mm]

7/8" [22mm]

2"
[51mm]

DRILLING PATTERN

“A”

3-15/16" 
[100mm]

21-3/4" [553mm] "B"

DIMENSION DATA

Number of 
Light Squares

“A” 
Width

“B” 
Standard 

Arm Length

“B” 
Optional Arm 

Length 1

Weight
with Arm 

(lbs.)

EPA 
with Arm 2 

(Sq. Ft.)

1-4 15-1/2" 
(394mm)

7" 
(178mm)

10" 
(254mm)

33 
(15.0 kgs.) 0.96

5-6 21-5/8" 
(549mm)

7" 
(178mm)

10" 
(254mm)

44 
(20.0 kgs.) 1.00

7-8 27-5/8" 
(702mm)

7" 
(178mm)

13" 
(330mm)

54 
(24.5 kgs.) 1.07

9-10 33-3/4" 
(857mm)

7" 
(178mm)

16" 
(406mm)

63 
(28.6 kgs.) 1.12

NOTES: 1. Optional arm length to be used when mounting two fi xtures at 90° on a single pole. 2. EPA calculated 
with optional arm length.

DIMENSIONS
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2 @ 180° Triple1

4 @ 90°

2 @ 90° Triple2 2 @ 120°

NOTES: 1 Round poles are 3 @ 120°. Square poles are 3 @ 90°. 2 Round poles are 3 @ 90°.

“A”

QM Quick Mount Arm (Standard) QMEA Quick Mount Arm (Extended)

21-3/4" [553mm]21-3/4" [553mm]
8-7/16"

[215mm]
16-9/16" 
[421mm]

3-15/16"
[100mm]

QUICK MOUNT ARM DATA

Number of 
Light Squares 1, 2

“A” 
Width

Weight with QM Arm
(lbs.) 

Weight with QMEA Arm
(lbs.)

EPA
(Sq. Ft.)

1-4 15-1/2" (394mm) 35 (15.91 kgs.) 38 (17.27 kgs.)

1.115-6 3 21-5/8" (549mm) 46 (20.91 kgs.) 49 (22.27 kgs.)

7-8 27-5/8" (702mm) 56 (25.45 kgs.) 59 (26.82 kgs.)

NOTES: 1 QM option available with 1-8 light square confi gurations. 2 QMEA option available with 1-6 light square confi gurations. 3 QMEA arm to be used when mounting two fi xtures at 90° on a single pole.

Confi guration 90° Apart 120° Apart

GLEON-AE-01 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-02 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-03 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-04 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-05 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-06 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-07 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-08 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-09 16" Extended Arm
(Required)

16" Extended Arm
(Required)

GLEON-AE-10 16" Extended Arm
(Required)

16" Extended Arm
(Required)

ARM MOUNTING REQUIREMENTS

8-1/8" [206mm]

1-13/16"
[47mm]

(2) 27/64"
[11mm]

Dia. Hole

3"
[76mm]

3-13/16"
[97mm]

3-13/64"
[82mm]

MAST ARM MOUNT

4-15/16"
[125mm]

3-3/4"
[96mm]

6-15/16"
[177mm]

4"
[102mm]

4-7/8"
[124mm]

1-1/4" [32mm]

9/16"
[15mm]

Dia. Hole

QUICK MOUNT ARM (INCLUDES FIXTURE ADAPTER)

10-5/32" 
[256mm]

6-3/16" 
[157mm]

21-3/4"
[553mm]

7"
[178mm]

2-7/16"
[61mm]

STANDARD WALL MOUNT



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
GLEON-AE-06-LED-E1-SL3-AP
SSS6M20SV-XX-1XV
Notes: RESUBMITTAL #2

Type: 

SC-2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Standard

Street Side

House Side

Street Side

House Side

Street Side

House Side

Optics Rotated Left @ 90° [L90] Optics Rotated Right @ 90° [R90]

OPTIC ORIENTATION

Asymmetric Area Distributions

Symmertric Distributions

T3
(Type III)

SL2
(Type II with Spill Control)

SL3
(Type III with Spill Control)

T4FT
(Type IV Forward Throw)

T4W
(Type IV Wide)

SL4
(Type IV with Spill Control)

Specialized Distributions

Asymmetric Roadway Distributions

AFL
(Automotive Frontline)

SLL
(90° Spill Light Eliminator Left)

SLR
(90° Spill Light Eliminator Right)

T2R
(Type II Roadway)

RW
(Rectangular Wide Type I)

T3R
(Type III Roadway)

5NQ
(Type V Square Narrow)

5MQ
(Type V Square Medium)

5WQ
(Type V Square Wide)

T2
(Type II)

OPTICAL DISTRIBUTIONS
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Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 1A 1A 1A 1A 1A 1A 1A 1A 1A 1A

Nominal Power (Watts) 56 107 157 213 264 315 370 421 475 528

Input Current @ 120V (A) 0.47 0.90 1.31 1.79 2.21 2.64 3.09 3.51 3.96 4.41

Input Current @ 208V (A) 0.28 0.51 0.74 1.02 1.25 1.48 1.76 1.99 2.22 2.50

Input Current @ 240V (A) 0.25 0.45 0.65 0.90 1.10 1.30 1.55 1.75 1.95 2.20

Input Current @ 277V (A) 0.23 0.41 0.59 0.82 1.00 1.18 1.41 1.59 1.77 2.00

Optics

T2
Lumens  5,272  10,303  15,373  20,313  25,168  30,118  35,618  40,357  45,018  49,842 

BUG Rating B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B4-U0-G5 B4-U0-G5

T2R
Lumens  5,597  10,938  16,321  21,565  26,719  31,974  37,813  42,844  47,792  52,914 

BUG Rating B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B4-U0-G4 B4-U0-G5

T3
Lumens  5,374  10,501  15,669  20,704  25,652  30,697  36,303  41,134  45,884  50,802 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5

T3R
Lumens  5,493  10,735  16,017  21,164  26,222  31,379  37,110  42,048  46,904  51,930 

BUG Rating B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4FT
Lumens  5,405  10,562  15,760  20,824  25,801  30,875  36,514  41,372  46,150  51,096 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  5,335  10,426  15,556  20,555  25,468  30,476  36,042  40,838  45,554  50,436 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5 B4-U0-G5

SL2
Lumens  5,263  10,285  15,347  20,278  25,124  30,066  35,556  40,288  44,940  49,756 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5

SL3
Lumens  5,373  10,500  15,667  20,701  25,649  30,693  36,298  41,128  45,878  50,794 

BUG Rating B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL4
Lumens  5,105  9,976  14,886  19,669  24,370  29,163  34,488  39,078  43,591  48,262 

BUG Rating B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

5NQ
Lumens  5,542  10,830  16,160  21,352  26,455  31,658  37,439  42,421  47,320  52,392 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4

5MQ
Lumens  5,644  11,029  16,457  21,745  26,942  32,241  38,128  43,202  48,191  53,356 

BUG Rating B3-U0-G1 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G5

5WQ
Lumens  5,659  11,059  16,501  21,803  27,014  32,327  38,230  43,317  48,320  53,498 

BUG Rating B3-U0-G1 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G5 B5-U0-G5 B5-U0-G5

SLL/SLR
Lumens  4,722  9,227  13,767  18,191  22,539  26,971  31,897  36,141  40,315  44,635 

BUG Rating B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

RW
Lumens  5,492  10,732  16,014  21,159  26,216  31,372  37,101  42,038  46,893  51,918 

BUG Rating B2-U0-G1 B3-U0-G1 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

AFL
Lumens  5,512  10,771  16,072  21,236  26,311  31,486  37,236  42,191  47,063  52,107 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (1A)

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE
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Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA

Nominal Power (Watts) 38 72 105 138 176 210 243 276 314 348

Input Current @ 120V (A) 0.32 0.59 0.86 1.14 1.45 1.72 2 2.28 2.58 2.86

Input Current @ 208V (A) 0.21 0.36 0.51 0.67 0.87 1.02 1.18 1.34 1.53 1.69

Input Current @ 240V (A) 0.19 0.32 0.45 0.59 0.77 0.90 1.04 1.18 1.35 1.49

Input Current @ 277V (A) 0.20 0.29 0.40 0.51 0.69 0.80 0.91 1.02 1.20 1.31

Optics

T2
Lumens  3,854  7,531  11,237  14,847  18,395  22,013  26,033  29,497  32,904  36,430 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

T2R
Lumens  4,091  7,995  11,929  15,762  19,529  23,370  27,638  31,316  34,932  38,676 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3
Lumens  3,928  7,676  11,453  15,133  18,750  22,437  26,534  30,065  33,537  37,132 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

T3R
Lumens  4,015  7,846  11,707  15,469  19,166  22,936  27,124  30,733  34,283  37,957 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

T4FT
Lumens  3,951  7,720  11,519  15,221  18,858  22,567  26,688  30,240  33,732  37,347 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  3,900  7,620  11,370  15,024  18,615  22,276  26,343  29,849  33,296  36,864 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL2
Lumens  3,847  7,518  11,217  14,821  18,364  21,975  25,988  29,447  32,847  36,368 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL3
Lumens  3,927  7,675  11,451  15,131  18,747  22,434  26,531  30,061  33,533  37,126 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

SL4
Lumens  3,731  7,292  10,880  14,376  17,812  21,315  25,208  28,562  31,861  35,275 

BUG Rating B1-U0-G2 B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5 B2-U0-G5 B3-U0-G5

5NQ
Lumens  4,051  7,916  11,811  15,606  19,336  23,139  27,365  31,006  34,587  38,294 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3

5MQ
Lumens  4,125  8,062  12,029  15,894  19,692  23,565  27,869  31,577  35,224  38,999 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

5WQ
Lumens  4,136  8,083  12,061  15,936  19,745  23,628  27,943  31,661  35,318  39,103 

BUG Rating B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  3,451  6,744  10,063  13,296  16,474  19,714  23,314  26,416  29,467  32,625 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

RW
Lumens  4,014  7,844  11,704  15,465  19,162  22,930  27,118  30,726  34,274  37,948 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3

AFL
Lumens  4,029  7,873  11,747  15,522  19,231  23,014  27,216  30,838  34,399  38,086 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (700MA)

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE
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GLEON GALLEON LED

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA

Nominal Power (Watts) 30 54 80 105 130 159 184 209 234 259

Input Current @ 120V (A) 0.25 0.45 0.66 0.86 1.07 1.32 1.52 1.72 1.93 2.14

Input Current @ 208V (A) 0.17 0.28 0.39 0.51 0.63 0.78 0.9 1.02 1.14 1.26

Input Current @ 240V (A) 0.17 0.25 0.35 0.45 0.55 0.70 0.80 0.90 1.00 1.10

Input Current @ 277V (A) 0.19 0.24 0.32 0.40 0.49 0.64 0.72 0.80 0.89 0.98

Optics

T2
Lumens  3,079  6,017  8,978  11,862  14,697  17,588  20,800  23,567  26,289  29,106 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4

T2R
Lumens  3,269  6,388  9,531  12,593  15,603  18,672  22,082  25,020  27,909  30,900 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

T3
Lumens  3,138  6,133  9,150  12,091  14,980  17,926  21,200  24,021  26,795  29,667 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3R
Lumens  3,208  6,269  9,354  12,359  15,313  18,325  21,671  24,555  27,390  30,326 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B2-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G4 

T4FT
Lumens  3,156  6,168  9,203  12,161  15,067  18,030  21,323  24,160  26,950  29,839 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B3-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G5 

T4W
Lumens  3,116  6,088  9,084  12,004  14,872  17,797  21,047  23,848  26,602  29,453 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL2
Lumens  3,074  6,006  8,962  11,842  14,672  17,558  20,764  23,527  26,244  29,056 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL3
Lumens  3,138  6,132  9,149  12,089  14,978  17,924  21,197  24,018  26,791  29,662 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL4
Lumens  2,981  5,826  8,693  11,486  14,231  17,030  20,140  22,820  25,456  28,184 

BUG Rating B0-U0-G1 B1-U0-G2 B1-U0-G3 B1-U0-G3 B1-U0-G3 B2-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5

5NQ
Lumens  3,236  6,324  9,437  12,469  15,449  18,487  21,863  24,773  27,634  30,595 

BUG Rating B1-U0-G0 B2-U0-G1 B3-U0-G1 B3-U0-G2 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2

5MQ
Lumens  3,296  6,441  9,610  12,698  15,733  18,828  22,266  25,229  28,142  31,158 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G3

5WQ
Lumens  3,305  6,458  9,636  12,732  15,775  18,878  22,325  25,296  28,217  31,241 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  2,757  5,388  8,040  10,623  13,162  15,751  18,627  21,105  23,543  26,066 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4

RW
Lumens  3,207  6,267  9,351  12,356  15,309  18,320  21,666  24,549  27,384  30,319 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3

AFL
Lumens  3,219  6,290  9,385  12,401  15,365  18,387  21,745  24,638  27,484  30,429 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (530MA)

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE
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Sample Number: GLEON-AE-04-LED-E1-T3-GM-700

Product Family 1, 2 Light Engine Number of 
Light Squares 3 Lamp Type Voltage Distribution Color Mounting

GLEON=Galleon AE= 1A Drive 
Current

01= 1
02=2
03=3
04=4
05=5
06=6
07=7 4

08=8 4

09=9 5

10=10 5

LED= Solid State 
Light 
Emitting 
Diodes

E1=(120-277V)
347=347V 6 

480=480V 6, 7

T2=Type II
T2R=Type II Roadway
T3=Type III
T3R=Type III Roadway
T4FT=Type IV Forward Throw
T4W=Type IV Wide
5NQ=Type V Narrow
5MQ=Type V Square Medium
5WQ=Type V Square Wide
SL2=Type II w/Spill Control
SL3=Type III w/Spill  Control
SL4=Type IV w/Spill Control
SLL=90° Spill Light Eliminator Left
SLR=90° Spill Light Eliminator Right 
RW=Rectangular Wide Type I
AFL=Automotive Frontline 

AP=Grey
BZ=Bronze
BK=Black
DP= Dark Platinum
GM= Graphite Metallic
WH=White

[Blank]= Arm for Round 
or Square Pole

EA= Extended Arm 8

MA= Mast Arm 
Adapter 9

WM= Wall Mount
QM= Quick Mount 

Arm (Standard 
Length) 10

QMEA= Quick Mount 
Arm (Extended 
Length) 11

Options (Add as Suffi x) Accessories (Order Separately)

2L=Two Circuits 12, 13

7030=70 CRI / 3000K 14

8030=80 CRI / 3000K 15

7050=70 CRI / 5000K 15

7060=70 CRI / 6000K 14

530= Drive Current Factory Set to 530mA 16

700= Drive Current Factory Set to 700mA 16

P=Button Type Photocontrol (120, 208, 240 or 277V)
PER7= NEMA 7-PIN Twistlock Photocontrol Receptacle
R= NEMA Twistlock Photocontrol Receptacle
HA=50°C High Ambient 13, 17

MS/DIM-L08= Motion Sensor for Dimming Operation, Maximum 8' Mounting Height 18, 19, 20, 21, 22

MS/DIM-L20= Motion Sensor for Dimming Operation, 9' - 20' Mounting Height 18, 19, 20, 21, 22

MS/DIM-L40= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height 18, 19, 20, 21

MS/DIM-L40W= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 21, 25

MS/X-L08= Bi-Level Motion Sensor, Maximum 8' Mounting Height 18, 19, 20, 21, 22, 26

MS/X-L20= Bi-Level Motion Sensor, 9' - 20' Mounting Height 18, 19, 20, 21, 23, 26

MS/X-L40= Bi-Level Motion Sensor, 21' - 40' Mounting Height 18, 19, 20, 21, 24, 26 
MS/X-L40W= Bi-Level Motion Sensor, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 21, 25, 26 
MS-L08= Motion Sensor for ON/OFF Operation, Maximum 8' Mounting Height 18, 19, 20, 21, 22

MS-L20= Motion Sensor for ON/OFF Operation, 9' - 20' Mounting Height 18, 19, 20, 21, 23

MS-L40=Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height 18, 19, 20, 21, 24 
MS-L40W= Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 25

DIMRF-LW= LumaWatt Wireless Sensor, Wide Lens for 8' - 16' Mounting Height 27

DIMRF-LN= LumaWatt Wireless Sensor, Narrow Lens for 16' - 40' Mounting Height 27

L90=Optics Rotated 90° Left
R90=Optics Rotated 90° Right
MT=Factory Installed Mesh Top
TH=Tool-less Door Hardware
LCF=Light Square Trim Plate Painted to Match Housing 28

HSS=Factory Installed House Side Shield 29

CE=CE Marking 30

OA/RA1016=NEMA Photocontrol Multi-Tap - 105-285V
OA/RA1027=NEMA Photocontrol - 480V
OA/RA1201=NEMA Photocontrol - 347V
OA/RA1013=Photocontrol Shorting Cap
OA/RA1014=120V Photocontrol
MA1252=10kV Surge Module Replacement
MA1036-XX=Single Tenon Adapter for 2-3/8" O.D. Tenon
MA1037-XX=2 @ 180° Tenon Adapter for 2-3/8" O.D. Tenon
MA1197-XX=3 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1188-XX=4 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1189-XX=2 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1190-XX=3 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1191-XX=2 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1038-XX=Single Tenon Adapter for 3-1/2" O.D. Tenon
MA1039-XX=2 @ 180° Tenon Adapter for 3-1/2" O.D. Tenon
MA1192-XX=3 @ 120° Tenon Adapter for 3-1/2" O.D. Tenon
MA1193-XX=4 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1194-XX=2 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1195-XX=3 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
FSIR-100=Wireless Confi guration Tool for Occupancy Sensor 31

GLEON-MT1=Field Installed Mesh Top for 1-4 Light Squares
GLEON-MT2=Field Installed Mesh Top for 5-6 Light Squares
GLEON-MT3=Field Installed Mesh Top  for 7-8 Light Squares
GLEON-MT4=Field Installed Mesh Top for 9-10 Light Squares 
GLEON-QM=Quick Mount Arm Kit 10

GLEON-QM-EA=Quick Mount Extended Length Arm Kit 11

LS/HSS=Field Installed House Side Shield 29, 32

NOTES: 
1. Customer is responsible for engineering analysis to confi rm pole and fi xture compatibility for all applications. Refer to our white paper WP513001EN for additional support information.
2. DesignLights ConsortiumTM Qualifi ed. Refer to www.designlights.org Qualifi ed Products List under Family Models for details. 
3. Standard 4000K CCT and minimum 70 CRI.
4. Not compatible with extended quick mount arm (QMEA).
5. Not compatible with standard quick mount arm (QM) or extended quick mount arm (QMEA).
6. Requires the use of a step down transformer when combined with MS/DIM, MS/X or DIMRF.
7.  Only for use with 480V Wye systems. Per NEC, not for use with ungrounded systems, impedance grounded systems or corner grounded systems (commonly known as Three Phase Three Wire Delta, Three Phase 

High Leg Delta and Three Phase Corner Grounded Delta systems).
8. May be required when two or more luminaires are oriented on a 90° or 120° drilling pattern. Refer to arm mounting requirement table.
9. Factory installed.
10. Maximum 8 light squares.
11. Maximum 6 light squares. 
12.  2L is not available with MS/X or MS/DIM at 347V or 480V. 2L in AE-02 through AE-04 requires a larger housing, normally used for AE-05 or AE-06. Extended arm option may be required when mounting two or more 

fi xtures per pole at 90° or 120°. Refer to arm mounting requirement table.
13. Not available with LumaWatt wireless sensors. 
14. Extended lead times apply. Use dedicated IES fi les for 3000K and 6000K when performing layouts. These fi les are published on the Galleon luminaire product page on the website.
15. Extended lead times apply. For 8030, factor 7030 IES fi les x .92 (8% lumen loss). For 7050, use 7060 IES fi les.
16. 1 Amp standard. Use dedicated IES fi les for 530mA and 700mA when performing layouts. These fi les are published on the Galleon luminaire product page on the website. 
17. 50°C lumen maintenance data applies to 530mA and 700mA drive currents.
18. Consult factory for more information.
19. Utilizes internal step-down transformer when 347V or 480V is selected.
20. The FSIR-100 accessory is required to adjust parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
21. Not available with HA option.
22. Approximately 22' detection diameter at 8' mounting height.
23. Approximately 40' detection diameter at 20' mounting height.
24. Approximately 60' detection diameter at 40' mounting height.
25. Approximately 100' detection diameter at 40' mounting height.
26. Replace X with number of light squares operating in low output mode.
27.  LumaWatt wireless sensors are factory installed only requiring network components RF-EM-1, RF-GW-1 and RF-ROUT-1 in appropriate quantities. See www.eaton.com/lighting for LumaWatt application information.
28.  Not available with house side shield (HSS).
29. Only for use with SL2, SL3, SL4 and AFL distributions. The Light Square trim plate is painted black when the HSS option is selected.
30. CE is not available with the DIMRF, MS, MS/X, MS/DIM, P, R or PER7 options. Available in 120-277V only.
31. This tool enables adjustment of parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
32. One required for each Light Square.

ORDERING INFORMATION

GLEON GALLEON LED
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Steel Poles

WARNING: Customer is responsible for engineering analysis to confirm pole and fixture compatibility for all applications. Refer to pole white paper WP513001EN for additional support information. Before 
installing, make sure proper anchor bolts and templates are obtained. The use of unauthorized accessories such as banners, signs, cameras or pennants for which the pole was not designed voids the pole 
warranty and may result in pole failure causing serious injury or property damage. Information regarding total loading capacity can be supplied upon request. The pole warranty is void unless poles are used 
and installed as a complete pole and luminaire combination. This warranty specifically excludes failure as the result of a third party act or omission, misuse, unanticipated uses, fatigue failure or similar  
phenomena resulting from induced vibration, harmonic oscillation or resonance associated with movement of air currents around the product.
 
Specifications and dimensions subject to change without notice. Consult your lighting representative at Eaton or visit www.eaton.com/lighting for available options, accessories and ordering information.

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

SSS SQUARE 
STRAIGHT STEEL

TD513013EN 
2014-04-09 13:41:02

FEATURES
ASTM Grade steel base plate with ASTM A366 base cover
Hand hole assembly 3" x 5" on 5" and 6" pole; and 2" x 4" on 4" pole
10'-39' mounting heights
Drilled or tenon (specify)

ORDERING INFORMATION

SAMPLE NUMBER: SSS5A20SFM1XG

Product 
Family

Shaft Size 
(Inches) 1

Wall 
Thickness 
(Inches)

Mounting 
Height 
(Feet)

Base Type Finish Mounting Type Number 
and  
Location 
of Arms

Arm 
Lengths 
(Feet)

Options 
(Add as Suffix)

SSS= Square 
Straight 
Steel

4= 4"
5= 5"
6= 6"

A= 0.120"
M= 0.188"
X= 0.250"

10= 10'
15= 15'
20= 20'
25= 25'
30= 30'
35= 35'
39= 39'

S= Square 
Steel 
Base

F= Dark Bronze
G= Galvanized Steel
J= Summit White
K= Carbon Bronze
L= Dark Platinum
P= Primer Powder Coat
R= Hartford Green
S= Silver
T= Graphite Metallic
V= Grey
W= White
X= Custom Color
Y= Black

2= 2-3/8" O.D. Tenon (4" Long)
3= 3-1/2" O.D. Tenon (5" Long)
4= 4" O.D. Tenon (6" Long)
5= 3" O.D. Tenon (4" Long)
6= 2-3/8" O.D. Tenon (6" Long)
7= 4" O.D. Tenon (10" Long)
A= Type A Drilling
C= Type C Drilling
E= Type E Drilling
F= Type F Drilling
G= Type G Drilling
J= Type J Drilling
K= Type K Drilling
M= Type M Drilling
R= Type R Drilling
Z= Type Z Drilling

1= Single
2= 2 at 180°
3= Triple 2
4= 4 at 90°
5= 2 at 90°
X= None

X= None A= 1/2" Tapped 
Hub (Specify 
location 
desired)

B= 3/4" Tapped 
Hub (Specify 
location 
desired)

C= Convenience 
Outlet 3

E= GFCI 
Convenience 
Outlet 3

G= Ground Lug
H= Additional Hand 

Hole 4
L= Drilled for 

Bumper Glitter
V= Vibration 

Dampener

 NOTES: 1. All shaft sizes nominal. 2. Square poles are 3 at 90°, round poles are 3 at 120°. 3. Outlet is located 4' above base and on same side of pole as hand hole, unless specified otherwise. Receptacle 
not included, provision only. 4. Additional hand hole is located 12" below pole top and 90° from standard hand hole location, unless otherwise specified.

Base View

Hand Hole
12-5/16"

B

AB

Base
Size
(S)

BP

BC

H

D

See technical information.

DIMENSIONS
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SSS SQUARE STRAIGHT STEEL

TD513013EN 
2015-12-09 13:41:02

 Effective Projected Area (At Pole Top)

 Mounting 
Height 
(Feet)

 Catalog 
Number 1, 2

 Wall
Thickness 
(Inches)

 Base 
Square 3 
(Inches)

Bolt 
Circle
Diameter
(Inches)

 Anchor 
Bolt 
Projection 3 
(Inches)

 Shaft 
Size 3
(Inches)

 Anchor 
Bolt  
Diameter 
x 
Length x 
Hook
(Inches)

 Net 
Weight
(Pounds)  Maximum Effective Projected Area

(Square Feet) 4

Max.
Fixture
Load -
Includes
Bracket
(Pounds)

 MH  S  BC  BP  B D x AB x H 80 mph 90 mph 100 mph 110 mph

 10  SSS4A10S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 85 30.0 22.0 17.0 13.0 100

 15  SSS4A15S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 118 15.0 11.5 8.7 6.5 100

 20  SSS4A20S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 150 8.7 5.9 3.9 2.5 150

 20  SSS5A20S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 183 15.4 11.1 7.9 5.5 150

 25  SSS4A25S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 181 3.7 1.7 0.3 --  200

 25  SSS5A25S  0.120  10-1/2  11 5  5  3/4 x 25 x 3 222 9.3 6.0 3.5 1.6  200

 25  SSS6A25S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 284 9.9 6.1 3.5 1.2  200

 30  SSS5A30S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 260 4.7 2.1 -- -- 200

 30  SSS5M30S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 392 10.4 6.4 3.5 1.5 200

 30  SSS6A30S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 330 4.3 1.4 -- -- 200

 30  SSS6M30S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 489 19.0 13.0 8.7 5.6 200

 35  SSS5M35S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 453 5.8 2.8 -- -- 200

 35  SSS6M35S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 564 12.8 7.2 3.7 1.0 200

 35  SSS6X35S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 738 16.5 11.0 6.8 3.5 200

 39  SSS6M39S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 618 7.3 3.0 -- --  300

 39  SSS6X39S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 816 13.0 7.0 3.7 0.8  300

 Effective Projected Area (Two Feet Above Pole Top)

 Mounting 
Height 
(Feet)

 Catalog 
Number 1, 2

 Wall
Thickness 
(Inches)

 Base 
Square 3 
(Inches)

Bolt 
Circle
Diameter
(Inches)

 Anchor 
Bolt 
Projection 3 
(Inches)

 Shaft 
Size 3
(Inches)

 Anchor 
Bolt  
Diameter 
x 
Length x 
Hook
(Inches)

 Net 
Weight
(Pounds)  Maximum Effective Projected Area

(Square Feet) 4

Max.
Fixture
Load -
Includes
Bracket
(Pounds)

 MH  S  BC  BP  B D x AB x H 80 mph 90 mph 100 mph 110 mph

 10  SSS4A10S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 85 23.0 17.5 14.0 11.0 100

 15  SSS4A15S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 118 13.4 10.0 7.5 5.7 100

 20  SSS4A20S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 150 7.6 5.2 3.4 2.1 150

 20  SSS5A20S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 183 13.8 9.9 7.1 4.9 150

 25  SSS4A25S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 181 3.4 1.6 0.3 --  200

 25  SSS5A25S  0.120  10-1/2  11 5  5  3/4 x 25 x 3 222 8.5 5.5 3.2 1.5  200

 25  SSS6A25S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 284 9.1 5.6 3.0 1.2  200

 30  SSS5A30S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 260 1.8 -- -- -- 200

 30  SSS5M30S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 392 9.6 5.9 1.9 0.2 200

 30  SSS6A30S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 330 4.1 1.3 -- -- 200

 30  SSS6M30S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 489 18.5 12.5 8.4 5.3 200

 35  SSS5M35S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 453 5.5 2.4 -- -- 200

 35  SSS6M35S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 564 11.8 7.0 3.5 1.0 200

 35  SSS6X35S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 738 16.0 10.5 6.4 3.4 200

 39  SSS6M39S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 618 7.0 2.4 -- --  300

 39  SSS6X39S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 816 12.0 6.7 3.0 0.5  300

NOTES: 
1.  Catalog number includes pole with hardware kit. Anchor bolts not included. Before installing, make sure proper anchor bolts and templates are obtained.
2. Tenon size or machining for rectangular arms must be specified. Hand hole position relative to drill location.
3. Shaft size, base square, anchor bolts and projections may vary slightly. All dimensions nominal.
4. EPAs based on shaft properties with wind normal to flat. EPAs calculated using base wind velocity as indicated plus 30% gust factor.
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GLEON 
GALLEON LED

1-10 Light Squares
Solid State LED

 
AREA/SITE LUMINAIRE

McGraw-Edison

SPECIFICATION FEATURES

Construction
Extruded aluminum driver 
enclosure thermally isolated from 
Light Squares for optimal thermal 
performance. Heavy-wall, die-
cast aluminum end caps enclose 
housing and die-cast aluminum 
heat sinks. A unique, patent 
pending interlocking housing and 
heat sink provides scalability with 
superior structural rigidity. 3G 
vibration tested. Optional tool-
less hardware available for ease 
of entry into electrical chamber. 
Housing is IP66 rated.

Optics
Patented, high-efficiency 
injection-molded AccuLED 
Optics technology. Optics are 
precisely designed to shape 
the distribution maximizing 
efficiency and application spacing. 
AccuLED Optics create consistent 
distributions with the scalability 
to meet customized application 
requirements. Offered standard 
in 4000K (+/- 275K) CCT 70 CRI. 
Optional 6000K CCT and 3000K 
CCT.

Electrical
LED drivers are mounted to 
removable tray assembly for ease 
of maintenance. 120-277V 50/60Hz, 
347V 60Hz or 480V 60Hz operation. 
480V is compatible for use with 
480V Wye systems only. Standard 
with 0-10V dimming. Shipped 
standard with Eaton proprietary 
circuit module designed to 
withstand 10kV of transient line 
surge. The Galleon LED luminaire 
is suitable for operation in -40°C 
to 40°C ambient environments. 
For applications with ambient 
temperatures exceeding 40°C, 
specify the HA (High Ambient) 
option. Light Squares are IP66 
rated. Greater than 90% lumen 
maintenance expected at 60,000 
hours. Available in standard 1A 
drive current and optional 530mA 
and 700mA drive currents.

Mounting
STANDARD ARM MOUNT: 
Extruded aluminum arm includes 
internal bolt guides allowing for 
easy positioning of fixture during 
assembly. When mounting two 
or more luminaires at 90° and 
120° apart, the EA extended arm 
may be required. Refer to the 
arm mounting requirement table. 

Round pole adapter included. 
For wall mounting, specify wall 
mount bracket option. 3G vibration 
rated. QUICK MOUNT ARM: Arm 
is bolted directly to the pole and 
the fixture slides onto the quick 
mount arm and is secured via a 
single fastener, facilitating quick 
and easy installation. The versatile, 
patent pending, quick mount 
arm accommodates multiple drill 
patterns ranging from 1-1/2” to 
4-7/8”. Removal of the door on the 
quick mount arm enables wiring of 
the fixture without having to access 
the driver compartment. A knock-
out enables round pole mounting.

Finish
Housing finished in super durable 
TGIC polyester powder coat paint, 
2.5 mil nominal thickness for 
superior protection against fade 
and wear. Heat sink is powder 
coated black. Standard colors 
include black, bronze, grey, 
white, dark platinum and graphite 
metallic. RAL and custom color 
matches available.

Warranty
Five-year warranty.

TD500020EN
2016-01-29 10:56:52

The Galleon™ LED luminaire delivers exceptional performance in a 
highly scalable, low-profile design. Patented, high-efficiency AccuLED 
Optics™ system provides uniform and energy conscious illumination to 
walkways, parking lots, roadways, building areas and security lighting 
applications. IP66 rated and UL/cUL Listed for wet locations.

DESCRIPTION

*www.designlights.org

SY
STEMS

C

E R T I F I E

D

C E R T I F I C A T I O N  D A T A
UL/cUL Wet Location Listed
ISO 9001
LM79 / LM80 Compliant
3G Vibration Rated
IP66 Rated
DesignLights ConsortiumTM Qualified*

E N E R G Y  D A T A
Electronic LED Driver
>0.9 Power Factor
<20% Total Harmonic Distortion
120V-277V 50/60Hz
347V & 480V 60Hz
-40°C Min. Temperature
40°C Max. Temperature
50°C Max. Temperature (HA Option)

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

TY P E  " N "
3/4" [19mm]

Diameter
Hole

(2) 9/16" [14mm]
Diameter

Holes

1-3/4"
[44mm]

7/8" [22mm]

2"
[51mm]

DRILLING PATTERN

“A”

3-15/16" 
[100mm]

21-3/4" [553mm] "B"

DIMENSION DATA

Number of 
Light Squares

“A” 
Width

“B” 
Standard 

Arm Length

“B” 
Optional Arm 

Length 1

Weight
with Arm 

(lbs.)

EPA 
with Arm 2 

(Sq. Ft.)

1-4 15-1/2" 
(394mm)

7" 
(178mm)

10" 
(254mm)

33 
(15.0 kgs.) 0.96

5-6 21-5/8" 
(549mm)

7" 
(178mm)

10" 
(254mm)

44 
(20.0 kgs.) 1.00

7-8 27-5/8" 
(702mm)

7" 
(178mm)

13" 
(330mm)

54 
(24.5 kgs.) 1.07

9-10 33-3/4" 
(857mm)

7" 
(178mm)

16" 
(406mm)

63 
(28.6 kgs.) 1.12

NOTES: 1. Optional arm length to be used when mounting two fi xtures at 90° on a single pole. 2. EPA calculated 
with optional arm length.

DIMENSIONS
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2 @ 180° Triple1

4 @ 90°

2 @ 90° Triple2 2 @ 120°

NOTES: 1 Round poles are 3 @ 120°. Square poles are 3 @ 90°. 2 Round poles are 3 @ 90°.

“A”

QM Quick Mount Arm (Standard) QMEA Quick Mount Arm (Extended)

21-3/4" [553mm]21-3/4" [553mm]
8-7/16"

[215mm]
16-9/16" 
[421mm]

3-15/16"
[100mm]

QUICK MOUNT ARM DATA

Number of 
Light Squares 1, 2

“A” 
Width

Weight with QM Arm
(lbs.) 

Weight with QMEA Arm
(lbs.)

EPA
(Sq. Ft.)

1-4 15-1/2" (394mm) 35 (15.91 kgs.) 38 (17.27 kgs.)

1.115-6 3 21-5/8" (549mm) 46 (20.91 kgs.) 49 (22.27 kgs.)

7-8 27-5/8" (702mm) 56 (25.45 kgs.) 59 (26.82 kgs.)

NOTES: 1 QM option available with 1-8 light square confi gurations. 2 QMEA option available with 1-6 light square confi gurations. 3 QMEA arm to be used when mounting two fi xtures at 90° on a single pole.

Confi guration 90° Apart 120° Apart

GLEON-AE-01 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-02 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-03 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-04 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-05 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-06 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-07 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-08 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-09 16" Extended Arm
(Required)

16" Extended Arm
(Required)

GLEON-AE-10 16" Extended Arm
(Required)

16" Extended Arm
(Required)

ARM MOUNTING REQUIREMENTS

8-1/8" [206mm]

1-13/16"
[47mm]

(2) 27/64"
[11mm]

Dia. Hole

3"
[76mm]

3-13/16"
[97mm]

3-13/64"
[82mm]

MAST ARM MOUNT

4-15/16"
[125mm]

3-3/4"
[96mm]

6-15/16"
[177mm]

4"
[102mm]

4-7/8"
[124mm]

1-1/4" [32mm]

9/16"
[15mm]

Dia. Hole

QUICK MOUNT ARM (INCLUDES FIXTURE ADAPTER)

10-5/32" 
[256mm]

6-3/16" 
[157mm]

21-3/4"
[553mm]

7"
[178mm]

2-7/16"
[61mm]

STANDARD WALL MOUNT
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Standard

Street Side

House Side

Street Side

House Side

Street Side

House Side

Optics Rotated Left @ 90° [L90] Optics Rotated Right @ 90° [R90]

OPTIC ORIENTATION

Asymmetric Area Distributions

Symmertric Distributions

T3
(Type III)

SL2
(Type II with Spill Control)

SL3
(Type III with Spill Control)

T4FT
(Type IV Forward Throw)

T4W
(Type IV Wide)

SL4
(Type IV with Spill Control)

Specialized Distributions

Asymmetric Roadway Distributions

AFL
(Automotive Frontline)

SLL
(90° Spill Light Eliminator Left)

SLR
(90° Spill Light Eliminator Right)

T2R
(Type II Roadway)

RW
(Rectangular Wide Type I)

T3R
(Type III Roadway)

5NQ
(Type V Square Narrow)

5MQ
(Type V Square Medium)

5WQ
(Type V Square Wide)

T2
(Type II)

OPTICAL DISTRIBUTIONS



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(2) GLEON-AE-06-LED-E1-T4FT-AP-
EA (1) SSS6M20SV-XX-5XV
Notes: (2) heads mounted at 90.
RESUBMITTAL #2

Type: 

SD2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA

Nominal Power (Watts) 38 72 105 138 176 210 243 276 314 348

Input Current @ 120V (A) 0.32 0.59 0.86 1.14 1.45 1.72 2 2.28 2.58 2.86

Input Current @ 208V (A) 0.21 0.36 0.51 0.67 0.87 1.02 1.18 1.34 1.53 1.69

Input Current @ 240V (A) 0.19 0.32 0.45 0.59 0.77 0.90 1.04 1.18 1.35 1.49

Input Current @ 277V (A) 0.20 0.29 0.40 0.51 0.69 0.80 0.91 1.02 1.20 1.31

Optics

T2
Lumens  3,854  7,531  11,237  14,847  18,395  22,013  26,033  29,497  32,904  36,430 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

T2R
Lumens  4,091  7,995  11,929  15,762  19,529  23,370  27,638  31,316  34,932  38,676 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3
Lumens  3,928  7,676  11,453  15,133  18,750  22,437  26,534  30,065  33,537  37,132 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

T3R
Lumens  4,015  7,846  11,707  15,469  19,166  22,936  27,124  30,733  34,283  37,957 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

T4FT
Lumens  3,951  7,720  11,519  15,221  18,858  22,567  26,688  30,240  33,732  37,347 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  3,900  7,620  11,370  15,024  18,615  22,276  26,343  29,849  33,296  36,864 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL2
Lumens  3,847  7,518  11,217  14,821  18,364  21,975  25,988  29,447  32,847  36,368 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL3
Lumens  3,927  7,675  11,451  15,131  18,747  22,434  26,531  30,061  33,533  37,126 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

SL4
Lumens  3,731  7,292  10,880  14,376  17,812  21,315  25,208  28,562  31,861  35,275 

BUG Rating B1-U0-G2 B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5 B2-U0-G5 B3-U0-G5

5NQ
Lumens  4,051  7,916  11,811  15,606  19,336  23,139  27,365  31,006  34,587  38,294 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3

5MQ
Lumens  4,125  8,062  12,029  15,894  19,692  23,565  27,869  31,577  35,224  38,999 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

5WQ
Lumens  4,136  8,083  12,061  15,936  19,745  23,628  27,943  31,661  35,318  39,103 

BUG Rating B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  3,451  6,744  10,063  13,296  16,474  19,714  23,314  26,416  29,467  32,625 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

RW
Lumens  4,014  7,844  11,704  15,465  19,162  22,930  27,118  30,726  34,274  37,948 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3

AFL
Lumens  4,029  7,873  11,747  15,522  19,231  23,014  27,216  30,838  34,399  38,086 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (700MA)

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(2) GLEON-AE-06-LED-E1-T4FT-AP-
EA (1) SSS6M20SV-XX-5XV
Notes: (2) heads mounted at 90.
RESUBMITTAL #2

Type: 

SD2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA

Nominal Power (Watts) 38 72 105 138 176 210 243 276 314 348

Input Current @ 120V (A) 0.32 0.59 0.86 1.14 1.45 1.72 2 2.28 2.58 2.86

Input Current @ 208V (A) 0.21 0.36 0.51 0.67 0.87 1.02 1.18 1.34 1.53 1.69

Input Current @ 240V (A) 0.19 0.32 0.45 0.59 0.77 0.90 1.04 1.18 1.35 1.49

Input Current @ 277V (A) 0.20 0.29 0.40 0.51 0.69 0.80 0.91 1.02 1.20 1.31

Optics

T2
Lumens  3,854  7,531  11,237  14,847  18,395  22,013  26,033  29,497  32,904  36,430 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

T2R
Lumens  4,091  7,995  11,929  15,762  19,529  23,370  27,638  31,316  34,932  38,676 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3
Lumens  3,928  7,676  11,453  15,133  18,750  22,437  26,534  30,065  33,537  37,132 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

T3R
Lumens  4,015  7,846  11,707  15,469  19,166  22,936  27,124  30,733  34,283  37,957 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

T4FT
Lumens  3,951  7,720  11,519  15,221  18,858  22,567  26,688  30,240  33,732  37,347 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  3,900  7,620  11,370  15,024  18,615  22,276  26,343  29,849  33,296  36,864 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL2
Lumens  3,847  7,518  11,217  14,821  18,364  21,975  25,988  29,447  32,847  36,368 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL3
Lumens  3,927  7,675  11,451  15,131  18,747  22,434  26,531  30,061  33,533  37,126 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

SL4
Lumens  3,731  7,292  10,880  14,376  17,812  21,315  25,208  28,562  31,861  35,275 

BUG Rating B1-U0-G2 B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5 B2-U0-G5 B3-U0-G5

5NQ
Lumens  4,051  7,916  11,811  15,606  19,336  23,139  27,365  31,006  34,587  38,294 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3

5MQ
Lumens  4,125  8,062  12,029  15,894  19,692  23,565  27,869  31,577  35,224  38,999 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

5WQ
Lumens  4,136  8,083  12,061  15,936  19,745  23,628  27,943  31,661  35,318  39,103 

BUG Rating B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  3,451  6,744  10,063  13,296  16,474  19,714  23,314  26,416  29,467  32,625 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

RW
Lumens  4,014  7,844  11,704  15,465  19,162  22,930  27,118  30,726  34,274  37,948 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3

AFL
Lumens  4,029  7,873  11,747  15,522  19,231  23,014  27,216  30,838  34,399  38,086 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (700MA)

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(2) GLEON-AE-06-LED-E1-T4FT-AP-
EA (1) SSS6M20SV-XX-5XV
Notes: (2) heads mounted at 90.
RESUBMITTAL #2

Type: 

SD2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

TD500020EN
2016-01-29 10:56:52

GLEON GALLEON LED

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA

Nominal Power (Watts) 30 54 80 105 130 159 184 209 234 259

Input Current @ 120V (A) 0.25 0.45 0.66 0.86 1.07 1.32 1.52 1.72 1.93 2.14

Input Current @ 208V (A) 0.17 0.28 0.39 0.51 0.63 0.78 0.9 1.02 1.14 1.26

Input Current @ 240V (A) 0.17 0.25 0.35 0.45 0.55 0.70 0.80 0.90 1.00 1.10

Input Current @ 277V (A) 0.19 0.24 0.32 0.40 0.49 0.64 0.72 0.80 0.89 0.98

Optics

T2
Lumens  3,079  6,017  8,978  11,862  14,697  17,588  20,800  23,567  26,289  29,106 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4

T2R
Lumens  3,269  6,388  9,531  12,593  15,603  18,672  22,082  25,020  27,909  30,900 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

T3
Lumens  3,138  6,133  9,150  12,091  14,980  17,926  21,200  24,021  26,795  29,667 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3R
Lumens  3,208  6,269  9,354  12,359  15,313  18,325  21,671  24,555  27,390  30,326 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B2-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G4 

T4FT
Lumens  3,156  6,168  9,203  12,161  15,067  18,030  21,323  24,160  26,950  29,839 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B3-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G5 

T4W
Lumens  3,116  6,088  9,084  12,004  14,872  17,797  21,047  23,848  26,602  29,453 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL2
Lumens  3,074  6,006  8,962  11,842  14,672  17,558  20,764  23,527  26,244  29,056 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL3
Lumens  3,138  6,132  9,149  12,089  14,978  17,924  21,197  24,018  26,791  29,662 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL4
Lumens  2,981  5,826  8,693  11,486  14,231  17,030  20,140  22,820  25,456  28,184 

BUG Rating B0-U0-G1 B1-U0-G2 B1-U0-G3 B1-U0-G3 B1-U0-G3 B2-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5

5NQ
Lumens  3,236  6,324  9,437  12,469  15,449  18,487  21,863  24,773  27,634  30,595 

BUG Rating B1-U0-G0 B2-U0-G1 B3-U0-G1 B3-U0-G2 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2

5MQ
Lumens  3,296  6,441  9,610  12,698  15,733  18,828  22,266  25,229  28,142  31,158 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G3

5WQ
Lumens  3,305  6,458  9,636  12,732  15,775  18,878  22,325  25,296  28,217  31,241 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  2,757  5,388  8,040  10,623  13,162  15,751  18,627  21,105  23,543  26,066 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4

RW
Lumens  3,207  6,267  9,351  12,356  15,309  18,320  21,666  24,549  27,384  30,319 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3

AFL
Lumens  3,219  6,290  9,385  12,401  15,365  18,387  21,745  24,638  27,484  30,429 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (530MA)

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(2) GLEON-AE-06-LED-E1-T4FT-AP-
EA (1) SSS6M20SV-XX-5XV
Notes: (2) heads mounted at 90.
RESUBMITTAL #2

Type: 

SD2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

TD500020EN
2016-01-29 10:56:52

Sample Number: GLEON-AE-04-LED-E1-T3-GM-700

Product Family 1, 2 Light Engine Number of 
Light Squares 3 Lamp Type Voltage Distribution Color Mounting

GLEON=Galleon AE= 1A Drive 
Current

01= 1
02=2
03=3
04=4
05=5
06=6
07=7 4

08=8 4

09=9 5

10=10 5

LED= Solid State 
Light 
Emitting 
Diodes

E1=(120-277V)
347=347V 6 

480=480V 6, 7

T2=Type II
T2R=Type II Roadway
T3=Type III
T3R=Type III Roadway
T4FT=Type IV Forward Throw
T4W=Type IV Wide
5NQ=Type V Narrow
5MQ=Type V Square Medium
5WQ=Type V Square Wide
SL2=Type II w/Spill Control
SL3=Type III w/Spill  Control
SL4=Type IV w/Spill Control
SLL=90° Spill Light Eliminator Left
SLR=90° Spill Light Eliminator Right 
RW=Rectangular Wide Type I
AFL=Automotive Frontline 

AP=Grey
BZ=Bronze
BK=Black
DP= Dark Platinum
GM= Graphite Metallic
WH=White

[Blank]= Arm for Round 
or Square Pole

EA= Extended Arm 8

MA= Mast Arm 
Adapter 9

WM= Wall Mount
QM= Quick Mount 

Arm (Standard 
Length) 10

QMEA= Quick Mount 
Arm (Extended 
Length) 11

Options (Add as Suffi x) Accessories (Order Separately)

2L=Two Circuits 12, 13

7030=70 CRI / 3000K 14

8030=80 CRI / 3000K 15

7050=70 CRI / 5000K 15

7060=70 CRI / 6000K 14

530= Drive Current Factory Set to 530mA 16

700= Drive Current Factory Set to 700mA 16

P=Button Type Photocontrol (120, 208, 240 or 277V)
PER7= NEMA 7-PIN Twistlock Photocontrol Receptacle
R= NEMA Twistlock Photocontrol Receptacle
HA=50°C High Ambient 13, 17

MS/DIM-L08= Motion Sensor for Dimming Operation, Maximum 8' Mounting Height 18, 19, 20, 21, 22

MS/DIM-L20= Motion Sensor for Dimming Operation, 9' - 20' Mounting Height 18, 19, 20, 21, 22

MS/DIM-L40= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height 18, 19, 20, 21

MS/DIM-L40W= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 21, 25

MS/X-L08= Bi-Level Motion Sensor, Maximum 8' Mounting Height 18, 19, 20, 21, 22, 26

MS/X-L20= Bi-Level Motion Sensor, 9' - 20' Mounting Height 18, 19, 20, 21, 23, 26

MS/X-L40= Bi-Level Motion Sensor, 21' - 40' Mounting Height 18, 19, 20, 21, 24, 26 
MS/X-L40W= Bi-Level Motion Sensor, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 21, 25, 26 
MS-L08= Motion Sensor for ON/OFF Operation, Maximum 8' Mounting Height 18, 19, 20, 21, 22

MS-L20= Motion Sensor for ON/OFF Operation, 9' - 20' Mounting Height 18, 19, 20, 21, 23

MS-L40=Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height 18, 19, 20, 21, 24 
MS-L40W= Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 25

DIMRF-LW= LumaWatt Wireless Sensor, Wide Lens for 8' - 16' Mounting Height 27

DIMRF-LN= LumaWatt Wireless Sensor, Narrow Lens for 16' - 40' Mounting Height 27

L90=Optics Rotated 90° Left
R90=Optics Rotated 90° Right
MT=Factory Installed Mesh Top
TH=Tool-less Door Hardware
LCF=Light Square Trim Plate Painted to Match Housing 28

HSS=Factory Installed House Side Shield 29

CE=CE Marking 30

OA/RA1016=NEMA Photocontrol Multi-Tap - 105-285V
OA/RA1027=NEMA Photocontrol - 480V
OA/RA1201=NEMA Photocontrol - 347V
OA/RA1013=Photocontrol Shorting Cap
OA/RA1014=120V Photocontrol
MA1252=10kV Surge Module Replacement
MA1036-XX=Single Tenon Adapter for 2-3/8" O.D. Tenon
MA1037-XX=2 @ 180° Tenon Adapter for 2-3/8" O.D. Tenon
MA1197-XX=3 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1188-XX=4 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1189-XX=2 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1190-XX=3 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1191-XX=2 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1038-XX=Single Tenon Adapter for 3-1/2" O.D. Tenon
MA1039-XX=2 @ 180° Tenon Adapter for 3-1/2" O.D. Tenon
MA1192-XX=3 @ 120° Tenon Adapter for 3-1/2" O.D. Tenon
MA1193-XX=4 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1194-XX=2 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1195-XX=3 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
FSIR-100=Wireless Confi guration Tool for Occupancy Sensor 31

GLEON-MT1=Field Installed Mesh Top for 1-4 Light Squares
GLEON-MT2=Field Installed Mesh Top for 5-6 Light Squares
GLEON-MT3=Field Installed Mesh Top  for 7-8 Light Squares
GLEON-MT4=Field Installed Mesh Top for 9-10 Light Squares 
GLEON-QM=Quick Mount Arm Kit 10

GLEON-QM-EA=Quick Mount Extended Length Arm Kit 11

LS/HSS=Field Installed House Side Shield 29, 32

NOTES: 
1. Customer is responsible for engineering analysis to confi rm pole and fi xture compatibility for all applications. Refer to our white paper WP513001EN for additional support information.
2. DesignLights ConsortiumTM Qualifi ed. Refer to www.designlights.org Qualifi ed Products List under Family Models for details. 
3. Standard 4000K CCT and minimum 70 CRI.
4. Not compatible with extended quick mount arm (QMEA).
5. Not compatible with standard quick mount arm (QM) or extended quick mount arm (QMEA).
6. Requires the use of a step down transformer when combined with MS/DIM, MS/X or DIMRF.
7.  Only for use with 480V Wye systems. Per NEC, not for use with ungrounded systems, impedance grounded systems or corner grounded systems (commonly known as Three Phase Three Wire Delta, Three Phase 

High Leg Delta and Three Phase Corner Grounded Delta systems).
8. May be required when two or more luminaires are oriented on a 90° or 120° drilling pattern. Refer to arm mounting requirement table.
9. Factory installed.
10. Maximum 8 light squares.
11. Maximum 6 light squares. 
12.  2L is not available with MS/X or MS/DIM at 347V or 480V. 2L in AE-02 through AE-04 requires a larger housing, normally used for AE-05 or AE-06. Extended arm option may be required when mounting two or more 

fi xtures per pole at 90° or 120°. Refer to arm mounting requirement table.
13. Not available with LumaWatt wireless sensors. 
14. Extended lead times apply. Use dedicated IES fi les for 3000K and 6000K when performing layouts. These fi les are published on the Galleon luminaire product page on the website.
15. Extended lead times apply. For 8030, factor 7030 IES fi les x .92 (8% lumen loss). For 7050, use 7060 IES fi les.
16. 1 Amp standard. Use dedicated IES fi les for 530mA and 700mA when performing layouts. These fi les are published on the Galleon luminaire product page on the website. 
17. 50°C lumen maintenance data applies to 530mA and 700mA drive currents.
18. Consult factory for more information.
19. Utilizes internal step-down transformer when 347V or 480V is selected.
20. The FSIR-100 accessory is required to adjust parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
21. Not available with HA option.
22. Approximately 22' detection diameter at 8' mounting height.
23. Approximately 40' detection diameter at 20' mounting height.
24. Approximately 60' detection diameter at 40' mounting height.
25. Approximately 100' detection diameter at 40' mounting height.
26. Replace X with number of light squares operating in low output mode.
27.  LumaWatt wireless sensors are factory installed only requiring network components RF-EM-1, RF-GW-1 and RF-ROUT-1 in appropriate quantities. See www.eaton.com/lighting for LumaWatt application information.
28.  Not available with house side shield (HSS).
29. Only for use with SL2, SL3, SL4 and AFL distributions. The Light Square trim plate is painted black when the HSS option is selected.
30. CE is not available with the DIMRF, MS, MS/X, MS/DIM, P, R or PER7 options. Available in 120-277V only.
31. This tool enables adjustment of parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
32. One required for each Light Square.

ORDERING INFORMATION

GLEON GALLEON LED
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Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
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Catalog Number:
(2) GLEON-AE-06-LED-E1-T4FT-AP-
EA (1) SSS6M20SV-XX-5XV
Notes: (2) heads mounted at 90.
RESUBMITTAL #2

Type: 

SD2
BOST16-93268

Steel Poles

WARNING: Customer is responsible for engineering analysis to confirm pole and fixture compatibility for all applications. Refer to pole white paper WP513001EN for additional support information. Before 
installing, make sure proper anchor bolts and templates are obtained. The use of unauthorized accessories such as banners, signs, cameras or pennants for which the pole was not designed voids the pole 
warranty and may result in pole failure causing serious injury or property damage. Information regarding total loading capacity can be supplied upon request. The pole warranty is void unless poles are used 
and installed as a complete pole and luminaire combination. This warranty specifically excludes failure as the result of a third party act or omission, misuse, unanticipated uses, fatigue failure or similar  
phenomena resulting from induced vibration, harmonic oscillation or resonance associated with movement of air currents around the product.
 
Specifications and dimensions subject to change without notice. Consult your lighting representative at Eaton or visit www.eaton.com/lighting for available options, accessories and ordering information.
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SSS SQUARE 
STRAIGHT STEEL

TD513013EN 
2014-04-09 13:41:02

FEATURES
ASTM Grade steel base plate with ASTM A366 base cover
Hand hole assembly 3" x 5" on 5" and 6" pole; and 2" x 4" on 4" pole
10'-39' mounting heights
Drilled or tenon (specify)

ORDERING INFORMATION

SAMPLE NUMBER: SSS5A20SFM1XG

Product 
Family

Shaft Size 
(Inches) 1

Wall 
Thickness 
(Inches)

Mounting 
Height 
(Feet)

Base Type Finish Mounting Type Number 
and  
Location 
of Arms

Arm 
Lengths 
(Feet)

Options 
(Add as Suffix)

SSS= Square 
Straight 
Steel

4= 4"
5= 5"
6= 6"

A= 0.120"
M= 0.188"
X= 0.250"

10= 10'
15= 15'
20= 20'
25= 25'
30= 30'
35= 35'
39= 39'

S= Square 
Steel 
Base

F= Dark Bronze
G= Galvanized Steel
J= Summit White
K= Carbon Bronze
L= Dark Platinum
P= Primer Powder Coat
R= Hartford Green
S= Silver
T= Graphite Metallic
V= Grey
W= White
X= Custom Color
Y= Black

2= 2-3/8" O.D. Tenon (4" Long)
3= 3-1/2" O.D. Tenon (5" Long)
4= 4" O.D. Tenon (6" Long)
5= 3" O.D. Tenon (4" Long)
6= 2-3/8" O.D. Tenon (6" Long)
7= 4" O.D. Tenon (10" Long)
A= Type A Drilling
C= Type C Drilling
E= Type E Drilling
F= Type F Drilling
G= Type G Drilling
J= Type J Drilling
K= Type K Drilling
M= Type M Drilling
R= Type R Drilling
Z= Type Z Drilling

1= Single
2= 2 at 180°
3= Triple 2
4= 4 at 90°
5= 2 at 90°
X= None

X= None A= 1/2" Tapped 
Hub (Specify 
location 
desired)

B= 3/4" Tapped 
Hub (Specify 
location 
desired)

C= Convenience 
Outlet 3

E= GFCI 
Convenience 
Outlet 3

G= Ground Lug
H= Additional Hand 

Hole 4
L= Drilled for 

Bumper Glitter
V= Vibration 

Dampener

 NOTES: 1. All shaft sizes nominal. 2. Square poles are 3 at 90°, round poles are 3 at 120°. 3. Outlet is located 4' above base and on same side of pole as hand hole, unless specified otherwise. Receptacle 
not included, provision only. 4. Additional hand hole is located 12" below pole top and 90° from standard hand hole location, unless otherwise specified.

Base View

Hand Hole
12-5/16"

B

AB

Base
Size
(S)

BP

BC

H

D

See technical information.

DIMENSIONS
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SSS SQUARE STRAIGHT STEEL

TD513013EN 
2015-12-09 13:41:02

 Effective Projected Area (At Pole Top)

 Mounting 
Height 
(Feet)

 Catalog 
Number 1, 2

 Wall
Thickness 
(Inches)

 Base 
Square 3 
(Inches)

Bolt 
Circle
Diameter
(Inches)

 Anchor 
Bolt 
Projection 3 
(Inches)

 Shaft 
Size 3
(Inches)

 Anchor 
Bolt  
Diameter 
x 
Length x 
Hook
(Inches)

 Net 
Weight
(Pounds)  Maximum Effective Projected Area

(Square Feet) 4

Max.
Fixture
Load -
Includes
Bracket
(Pounds)

 MH  S  BC  BP  B D x AB x H 80 mph 90 mph 100 mph 110 mph

 10  SSS4A10S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 85 30.0 22.0 17.0 13.0 100

 15  SSS4A15S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 118 15.0 11.5 8.7 6.5 100

 20  SSS4A20S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 150 8.7 5.9 3.9 2.5 150

 20  SSS5A20S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 183 15.4 11.1 7.9 5.5 150

 25  SSS4A25S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 181 3.7 1.7 0.3 --  200

 25  SSS5A25S  0.120  10-1/2  11 5  5  3/4 x 25 x 3 222 9.3 6.0 3.5 1.6  200

 25  SSS6A25S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 284 9.9 6.1 3.5 1.2  200

 30  SSS5A30S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 260 4.7 2.1 -- -- 200

 30  SSS5M30S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 392 10.4 6.4 3.5 1.5 200

 30  SSS6A30S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 330 4.3 1.4 -- -- 200

 30  SSS6M30S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 489 19.0 13.0 8.7 5.6 200

 35  SSS5M35S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 453 5.8 2.8 -- -- 200

 35  SSS6M35S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 564 12.8 7.2 3.7 1.0 200

 35  SSS6X35S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 738 16.5 11.0 6.8 3.5 200

 39  SSS6M39S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 618 7.3 3.0 -- --  300

 39  SSS6X39S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 816 13.0 7.0 3.7 0.8  300

 Effective Projected Area (Two Feet Above Pole Top)

 Mounting 
Height 
(Feet)

 Catalog 
Number 1, 2

 Wall
Thickness 
(Inches)

 Base 
Square 3 
(Inches)

Bolt 
Circle
Diameter
(Inches)

 Anchor 
Bolt 
Projection 3 
(Inches)

 Shaft 
Size 3
(Inches)

 Anchor 
Bolt  
Diameter 
x 
Length x 
Hook
(Inches)

 Net 
Weight
(Pounds)  Maximum Effective Projected Area

(Square Feet) 4

Max.
Fixture
Load -
Includes
Bracket
(Pounds)

 MH  S  BC  BP  B D x AB x H 80 mph 90 mph 100 mph 110 mph

 10  SSS4A10S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 85 23.0 17.5 14.0 11.0 100

 15  SSS4A15S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 118 13.4 10.0 7.5 5.7 100

 20  SSS4A20S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 150 7.6 5.2 3.4 2.1 150

 20  SSS5A20S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 183 13.8 9.9 7.1 4.9 150

 25  SSS4A25S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 181 3.4 1.6 0.3 --  200

 25  SSS5A25S  0.120  10-1/2  11 5  5  3/4 x 25 x 3 222 8.5 5.5 3.2 1.5  200

 25  SSS6A25S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 284 9.1 5.6 3.0 1.2  200

 30  SSS5A30S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 260 1.8 -- -- -- 200

 30  SSS5M30S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 392 9.6 5.9 1.9 0.2 200

 30  SSS6A30S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 330 4.1 1.3 -- -- 200

 30  SSS6M30S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 489 18.5 12.5 8.4 5.3 200

 35  SSS5M35S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 453 5.5 2.4 -- -- 200

 35  SSS6M35S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 564 11.8 7.0 3.5 1.0 200

 35  SSS6X35S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 738 16.0 10.5 6.4 3.4 200

 39  SSS6M39S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 618 7.0 2.4 -- --  300

 39  SSS6X39S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 816 12.0 6.7 3.0 0.5  300

NOTES: 
1.  Catalog number includes pole with hardware kit. Anchor bolts not included. Before installing, make sure proper anchor bolts and templates are obtained.
2. Tenon size or machining for rectangular arms must be specified. Hand hole position relative to drill location.
3. Shaft size, base square, anchor bolts and projections may vary slightly. All dimensions nominal.
4. EPAs based on shaft properties with wind normal to flat. EPAs calculated using base wind velocity as indicated plus 30% gust factor.
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GLEON 
GALLEON LED

1-10 Light Squares
Solid State LED

 
AREA/SITE LUMINAIRE

McGraw-Edison

SPECIFICATION FEATURES

Construction
Extruded aluminum driver 
enclosure thermally isolated from 
Light Squares for optimal thermal 
performance. Heavy-wall, die-
cast aluminum end caps enclose 
housing and die-cast aluminum 
heat sinks. A unique, patent 
pending interlocking housing and 
heat sink provides scalability with 
superior structural rigidity. 3G 
vibration tested. Optional tool-
less hardware available for ease 
of entry into electrical chamber. 
Housing is IP66 rated.

Optics
Patented, high-efficiency 
injection-molded AccuLED 
Optics technology. Optics are 
precisely designed to shape 
the distribution maximizing 
efficiency and application spacing. 
AccuLED Optics create consistent 
distributions with the scalability 
to meet customized application 
requirements. Offered standard 
in 4000K (+/- 275K) CCT 70 CRI. 
Optional 6000K CCT and 3000K 
CCT.

Electrical
LED drivers are mounted to 
removable tray assembly for ease 
of maintenance. 120-277V 50/60Hz, 
347V 60Hz or 480V 60Hz operation. 
480V is compatible for use with 
480V Wye systems only. Standard 
with 0-10V dimming. Shipped 
standard with Eaton proprietary 
circuit module designed to 
withstand 10kV of transient line 
surge. The Galleon LED luminaire 
is suitable for operation in -40°C 
to 40°C ambient environments. 
For applications with ambient 
temperatures exceeding 40°C, 
specify the HA (High Ambient) 
option. Light Squares are IP66 
rated. Greater than 90% lumen 
maintenance expected at 60,000 
hours. Available in standard 1A 
drive current and optional 530mA 
and 700mA drive currents.

Mounting
STANDARD ARM MOUNT: 
Extruded aluminum arm includes 
internal bolt guides allowing for 
easy positioning of fixture during 
assembly. When mounting two 
or more luminaires at 90° and 
120° apart, the EA extended arm 
may be required. Refer to the 
arm mounting requirement table. 

Round pole adapter included. 
For wall mounting, specify wall 
mount bracket option. 3G vibration 
rated. QUICK MOUNT ARM: Arm 
is bolted directly to the pole and 
the fixture slides onto the quick 
mount arm and is secured via a 
single fastener, facilitating quick 
and easy installation. The versatile, 
patent pending, quick mount 
arm accommodates multiple drill 
patterns ranging from 1-1/2” to 
4-7/8”. Removal of the door on the 
quick mount arm enables wiring of 
the fixture without having to access 
the driver compartment. A knock-
out enables round pole mounting.

Finish
Housing finished in super durable 
TGIC polyester powder coat paint, 
2.5 mil nominal thickness for 
superior protection against fade 
and wear. Heat sink is powder 
coated black. Standard colors 
include black, bronze, grey, 
white, dark platinum and graphite 
metallic. RAL and custom color 
matches available.

Warranty
Five-year warranty.

TD500020EN
2016-01-29 10:56:52

The Galleon™ LED luminaire delivers exceptional performance in a 
highly scalable, low-profile design. Patented, high-efficiency AccuLED 
Optics™ system provides uniform and energy conscious illumination to 
walkways, parking lots, roadways, building areas and security lighting 
applications. IP66 rated and UL/cUL Listed for wet locations.

DESCRIPTION

*www.designlights.org

SY
STEMS

C

E R T I F I E

D

C E R T I F I C A T I O N  D A T A
UL/cUL Wet Location Listed
ISO 9001
LM79 / LM80 Compliant
3G Vibration Rated
IP66 Rated
DesignLights ConsortiumTM Qualified*

E N E R G Y  D A T A
Electronic LED Driver
>0.9 Power Factor
<20% Total Harmonic Distortion
120V-277V 50/60Hz
347V & 480V 60Hz
-40°C Min. Temperature
40°C Max. Temperature
50°C Max. Temperature (HA Option)
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TY P E  " N "
3/4" [19mm]

Diameter
Hole

(2) 9/16" [14mm]
Diameter

Holes

1-3/4"
[44mm]

7/8" [22mm]

2"
[51mm]

DRILLING PATTERN

“A”

3-15/16" 
[100mm]

21-3/4" [553mm] "B"

DIMENSION DATA

Number of 
Light Squares

“A” 
Width

“B” 
Standard 

Arm Length

“B” 
Optional Arm 

Length 1

Weight
with Arm 

(lbs.)

EPA 
with Arm 2 

(Sq. Ft.)

1-4 15-1/2" 
(394mm)

7" 
(178mm)

10" 
(254mm)

33 
(15.0 kgs.) 0.96

5-6 21-5/8" 
(549mm)

7" 
(178mm)

10" 
(254mm)

44 
(20.0 kgs.) 1.00

7-8 27-5/8" 
(702mm)

7" 
(178mm)

13" 
(330mm)

54 
(24.5 kgs.) 1.07

9-10 33-3/4" 
(857mm)

7" 
(178mm)

16" 
(406mm)

63 
(28.6 kgs.) 1.12

NOTES: 1. Optional arm length to be used when mounting two fi xtures at 90° on a single pole. 2. EPA calculated 
with optional arm length.

DIMENSIONS
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2 @ 180° Triple1

4 @ 90°

2 @ 90° Triple2 2 @ 120°

NOTES: 1 Round poles are 3 @ 120°. Square poles are 3 @ 90°. 2 Round poles are 3 @ 90°.

“A”

QM Quick Mount Arm (Standard) QMEA Quick Mount Arm (Extended)

21-3/4" [553mm]21-3/4" [553mm]
8-7/16"

[215mm]
16-9/16" 
[421mm]

3-15/16"
[100mm]

QUICK MOUNT ARM DATA

Number of 
Light Squares 1, 2

“A” 
Width

Weight with QM Arm
(lbs.) 

Weight with QMEA Arm
(lbs.)

EPA
(Sq. Ft.)

1-4 15-1/2" (394mm) 35 (15.91 kgs.) 38 (17.27 kgs.)

1.115-6 3 21-5/8" (549mm) 46 (20.91 kgs.) 49 (22.27 kgs.)

7-8 27-5/8" (702mm) 56 (25.45 kgs.) 59 (26.82 kgs.)

NOTES: 1 QM option available with 1-8 light square confi gurations. 2 QMEA option available with 1-6 light square confi gurations. 3 QMEA arm to be used when mounting two fi xtures at 90° on a single pole.

Confi guration 90° Apart 120° Apart

GLEON-AE-01 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-02 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-03 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-04 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-05 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-06 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-07 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-08 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-09 16" Extended Arm
(Required)

16" Extended Arm
(Required)

GLEON-AE-10 16" Extended Arm
(Required)

16" Extended Arm
(Required)

ARM MOUNTING REQUIREMENTS

8-1/8" [206mm]

1-13/16"
[47mm]

(2) 27/64"
[11mm]

Dia. Hole

3"
[76mm]

3-13/16"
[97mm]

3-13/64"
[82mm]

MAST ARM MOUNT

4-15/16"
[125mm]

3-3/4"
[96mm]

6-15/16"
[177mm]

4"
[102mm]

4-7/8"
[124mm]

1-1/4" [32mm]

9/16"
[15mm]

Dia. Hole

QUICK MOUNT ARM (INCLUDES FIXTURE ADAPTER)

10-5/32" 
[256mm]

6-3/16" 
[157mm]

21-3/4"
[553mm]

7"
[178mm]

2-7/16"
[61mm]

STANDARD WALL MOUNT
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Standard

Street Side

House Side

Street Side

House Side

Street Side

House Side

Optics Rotated Left @ 90° [L90] Optics Rotated Right @ 90° [R90]

OPTIC ORIENTATION

Asymmetric Area Distributions

Symmertric Distributions

T3
(Type III)

SL2
(Type II with Spill Control)

SL3
(Type III with Spill Control)

T4FT
(Type IV Forward Throw)

T4W
(Type IV Wide)

SL4
(Type IV with Spill Control)

Specialized Distributions

Asymmetric Roadway Distributions

AFL
(Automotive Frontline)

SLL
(90° Spill Light Eliminator Left)

SLR
(90° Spill Light Eliminator Right)

T2R
(Type II Roadway)

RW
(Rectangular Wide Type I)

T3R
(Type III Roadway)

5NQ
(Type V Square Narrow)

5MQ
(Type V Square Medium)

5WQ
(Type V Square Wide)

T2
(Type II)

OPTICAL DISTRIBUTIONS
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Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA

Nominal Power (Watts) 38 72 105 138 176 210 243 276 314 348

Input Current @ 120V (A) 0.32 0.59 0.86 1.14 1.45 1.72 2 2.28 2.58 2.86

Input Current @ 208V (A) 0.21 0.36 0.51 0.67 0.87 1.02 1.18 1.34 1.53 1.69

Input Current @ 240V (A) 0.19 0.32 0.45 0.59 0.77 0.90 1.04 1.18 1.35 1.49

Input Current @ 277V (A) 0.20 0.29 0.40 0.51 0.69 0.80 0.91 1.02 1.20 1.31

Optics

T2
Lumens  3,854  7,531  11,237  14,847  18,395  22,013  26,033  29,497  32,904  36,430 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

T2R
Lumens  4,091  7,995  11,929  15,762  19,529  23,370  27,638  31,316  34,932  38,676 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3
Lumens  3,928  7,676  11,453  15,133  18,750  22,437  26,534  30,065  33,537  37,132 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

T3R
Lumens  4,015  7,846  11,707  15,469  19,166  22,936  27,124  30,733  34,283  37,957 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

T4FT
Lumens  3,951  7,720  11,519  15,221  18,858  22,567  26,688  30,240  33,732  37,347 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  3,900  7,620  11,370  15,024  18,615  22,276  26,343  29,849  33,296  36,864 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL2
Lumens  3,847  7,518  11,217  14,821  18,364  21,975  25,988  29,447  32,847  36,368 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL3
Lumens  3,927  7,675  11,451  15,131  18,747  22,434  26,531  30,061  33,533  37,126 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

SL4
Lumens  3,731  7,292  10,880  14,376  17,812  21,315  25,208  28,562  31,861  35,275 

BUG Rating B1-U0-G2 B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5 B2-U0-G5 B3-U0-G5

5NQ
Lumens  4,051  7,916  11,811  15,606  19,336  23,139  27,365  31,006  34,587  38,294 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3

5MQ
Lumens  4,125  8,062  12,029  15,894  19,692  23,565  27,869  31,577  35,224  38,999 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

5WQ
Lumens  4,136  8,083  12,061  15,936  19,745  23,628  27,943  31,661  35,318  39,103 

BUG Rating B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  3,451  6,744  10,063  13,296  16,474  19,714  23,314  26,416  29,467  32,625 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

RW
Lumens  4,014  7,844  11,704  15,465  19,162  22,930  27,118  30,726  34,274  37,948 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3

AFL
Lumens  4,029  7,873  11,747  15,522  19,231  23,014  27,216  30,838  34,399  38,086 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (700MA)

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(2) GLEON-AE-06-LED-E1-SL3-AP
(1) SSS6M20SV-XX-2XV
Notes: (2) heads mounted at 180.
RESUBMITTAL #2

Type: 

SC2-2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA

Nominal Power (Watts) 38 72 105 138 176 210 243 276 314 348

Input Current @ 120V (A) 0.32 0.59 0.86 1.14 1.45 1.72 2 2.28 2.58 2.86

Input Current @ 208V (A) 0.21 0.36 0.51 0.67 0.87 1.02 1.18 1.34 1.53 1.69

Input Current @ 240V (A) 0.19 0.32 0.45 0.59 0.77 0.90 1.04 1.18 1.35 1.49

Input Current @ 277V (A) 0.20 0.29 0.40 0.51 0.69 0.80 0.91 1.02 1.20 1.31

Optics

T2
Lumens  3,854  7,531  11,237  14,847  18,395  22,013  26,033  29,497  32,904  36,430 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

T2R
Lumens  4,091  7,995  11,929  15,762  19,529  23,370  27,638  31,316  34,932  38,676 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3
Lumens  3,928  7,676  11,453  15,133  18,750  22,437  26,534  30,065  33,537  37,132 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

T3R
Lumens  4,015  7,846  11,707  15,469  19,166  22,936  27,124  30,733  34,283  37,957 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

T4FT
Lumens  3,951  7,720  11,519  15,221  18,858  22,567  26,688  30,240  33,732  37,347 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  3,900  7,620  11,370  15,024  18,615  22,276  26,343  29,849  33,296  36,864 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL2
Lumens  3,847  7,518  11,217  14,821  18,364  21,975  25,988  29,447  32,847  36,368 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL3
Lumens  3,927  7,675  11,451  15,131  18,747  22,434  26,531  30,061  33,533  37,126 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

SL4
Lumens  3,731  7,292  10,880  14,376  17,812  21,315  25,208  28,562  31,861  35,275 

BUG Rating B1-U0-G2 B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5 B2-U0-G5 B3-U0-G5

5NQ
Lumens  4,051  7,916  11,811  15,606  19,336  23,139  27,365  31,006  34,587  38,294 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3

5MQ
Lumens  4,125  8,062  12,029  15,894  19,692  23,565  27,869  31,577  35,224  38,999 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

5WQ
Lumens  4,136  8,083  12,061  15,936  19,745  23,628  27,943  31,661  35,318  39,103 

BUG Rating B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  3,451  6,744  10,063  13,296  16,474  19,714  23,314  26,416  29,467  32,625 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

RW
Lumens  4,014  7,844  11,704  15,465  19,162  22,930  27,118  30,726  34,274  37,948 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3

AFL
Lumens  4,029  7,873  11,747  15,522  19,231  23,014  27,216  30,838  34,399  38,086 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (700MA)

GLEON GALLEON LED

TD500020EN
2016-01-29 10:56:52

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(2) GLEON-AE-06-LED-E1-SL3-AP
(1) SSS6M20SV-XX-2XV
Notes: (2) heads mounted at 180.
RESUBMITTAL #2

Type: 

SC2-2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

TD500020EN
2016-01-29 10:56:52

GLEON GALLEON LED

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA

Nominal Power (Watts) 30 54 80 105 130 159 184 209 234 259

Input Current @ 120V (A) 0.25 0.45 0.66 0.86 1.07 1.32 1.52 1.72 1.93 2.14

Input Current @ 208V (A) 0.17 0.28 0.39 0.51 0.63 0.78 0.9 1.02 1.14 1.26

Input Current @ 240V (A) 0.17 0.25 0.35 0.45 0.55 0.70 0.80 0.90 1.00 1.10

Input Current @ 277V (A) 0.19 0.24 0.32 0.40 0.49 0.64 0.72 0.80 0.89 0.98

Optics

T2
Lumens  3,079  6,017  8,978  11,862  14,697  17,588  20,800  23,567  26,289  29,106 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4

T2R
Lumens  3,269  6,388  9,531  12,593  15,603  18,672  22,082  25,020  27,909  30,900 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

T3
Lumens  3,138  6,133  9,150  12,091  14,980  17,926  21,200  24,021  26,795  29,667 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3R
Lumens  3,208  6,269  9,354  12,359  15,313  18,325  21,671  24,555  27,390  30,326 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B2-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G4 

T4FT
Lumens  3,156  6,168  9,203  12,161  15,067  18,030  21,323  24,160  26,950  29,839 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B3-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G5 

T4W
Lumens  3,116  6,088  9,084  12,004  14,872  17,797  21,047  23,848  26,602  29,453 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL2
Lumens  3,074  6,006  8,962  11,842  14,672  17,558  20,764  23,527  26,244  29,056 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL3
Lumens  3,138  6,132  9,149  12,089  14,978  17,924  21,197  24,018  26,791  29,662 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL4
Lumens  2,981  5,826  8,693  11,486  14,231  17,030  20,140  22,820  25,456  28,184 

BUG Rating B0-U0-G1 B1-U0-G2 B1-U0-G3 B1-U0-G3 B1-U0-G3 B2-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5

5NQ
Lumens  3,236  6,324  9,437  12,469  15,449  18,487  21,863  24,773  27,634  30,595 

BUG Rating B1-U0-G0 B2-U0-G1 B3-U0-G1 B3-U0-G2 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2

5MQ
Lumens  3,296  6,441  9,610  12,698  15,733  18,828  22,266  25,229  28,142  31,158 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G3

5WQ
Lumens  3,305  6,458  9,636  12,732  15,775  18,878  22,325  25,296  28,217  31,241 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  2,757  5,388  8,040  10,623  13,162  15,751  18,627  21,105  23,543  26,066 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4

RW
Lumens  3,207  6,267  9,351  12,356  15,309  18,320  21,666  24,549  27,384  30,319 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3

AFL
Lumens  3,219  6,290  9,385  12,401  15,365  18,387  21,745  24,638  27,484  30,429 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (530MA)

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE



Submitted by Reflex Lighting Group, Inc,
Job Name: 
Tarbox Hyundai
Architect:  RKB Architects (Braintree)
Contractor:  INTERSTATE ELECTRIC SERV
CORP (BILLERICA)

Catalog Number:
(2) GLEON-AE-06-LED-E1-SL3-AP
(1) SSS6M20SV-XX-2XV
Notes: (2) heads mounted at 180.
RESUBMITTAL #2

Type: 

SC2-2
BOST16-93268

Specifications and 
dimensions subject to 
change without notice.

Eaton 
1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

TD500020EN
2016-01-29 10:56:52

Sample Number: GLEON-AE-04-LED-E1-T3-GM-700

Product Family 1, 2 Light Engine Number of 
Light Squares 3 Lamp Type Voltage Distribution Color Mounting

GLEON=Galleon AE= 1A Drive 
Current

01= 1
02=2
03=3
04=4
05=5
06=6
07=7 4

08=8 4

09=9 5

10=10 5

LED= Solid State 
Light 
Emitting 
Diodes

E1=(120-277V)
347=347V 6 

480=480V 6, 7

T2=Type II
T2R=Type II Roadway
T3=Type III
T3R=Type III Roadway
T4FT=Type IV Forward Throw
T4W=Type IV Wide
5NQ=Type V Narrow
5MQ=Type V Square Medium
5WQ=Type V Square Wide
SL2=Type II w/Spill Control
SL3=Type III w/Spill  Control
SL4=Type IV w/Spill Control
SLL=90° Spill Light Eliminator Left
SLR=90° Spill Light Eliminator Right 
RW=Rectangular Wide Type I
AFL=Automotive Frontline 

AP=Grey
BZ=Bronze
BK=Black
DP= Dark Platinum
GM= Graphite Metallic
WH=White

[Blank]= Arm for Round 
or Square Pole

EA= Extended Arm 8

MA= Mast Arm 
Adapter 9

WM= Wall Mount
QM= Quick Mount 

Arm (Standard 
Length) 10

QMEA= Quick Mount 
Arm (Extended 
Length) 11

Options (Add as Suffi x) Accessories (Order Separately)

2L=Two Circuits 12, 13

7030=70 CRI / 3000K 14

8030=80 CRI / 3000K 15

7050=70 CRI / 5000K 15

7060=70 CRI / 6000K 14

530= Drive Current Factory Set to 530mA 16

700= Drive Current Factory Set to 700mA 16

P=Button Type Photocontrol (120, 208, 240 or 277V)
PER7= NEMA 7-PIN Twistlock Photocontrol Receptacle
R= NEMA Twistlock Photocontrol Receptacle
HA=50°C High Ambient 13, 17

MS/DIM-L08= Motion Sensor for Dimming Operation, Maximum 8' Mounting Height 18, 19, 20, 21, 22

MS/DIM-L20= Motion Sensor for Dimming Operation, 9' - 20' Mounting Height 18, 19, 20, 21, 22

MS/DIM-L40= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height 18, 19, 20, 21

MS/DIM-L40W= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 21, 25

MS/X-L08= Bi-Level Motion Sensor, Maximum 8' Mounting Height 18, 19, 20, 21, 22, 26

MS/X-L20= Bi-Level Motion Sensor, 9' - 20' Mounting Height 18, 19, 20, 21, 23, 26

MS/X-L40= Bi-Level Motion Sensor, 21' - 40' Mounting Height 18, 19, 20, 21, 24, 26 
MS/X-L40W= Bi-Level Motion Sensor, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 21, 25, 26 
MS-L08= Motion Sensor for ON/OFF Operation, Maximum 8' Mounting Height 18, 19, 20, 21, 22

MS-L20= Motion Sensor for ON/OFF Operation, 9' - 20' Mounting Height 18, 19, 20, 21, 23

MS-L40=Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height 18, 19, 20, 21, 24 
MS-L40W= Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height (Wide Range) 18, 19, 20, 25

DIMRF-LW= LumaWatt Wireless Sensor, Wide Lens for 8' - 16' Mounting Height 27

DIMRF-LN= LumaWatt Wireless Sensor, Narrow Lens for 16' - 40' Mounting Height 27

L90=Optics Rotated 90° Left
R90=Optics Rotated 90° Right
MT=Factory Installed Mesh Top
TH=Tool-less Door Hardware
LCF=Light Square Trim Plate Painted to Match Housing 28

HSS=Factory Installed House Side Shield 29

CE=CE Marking 30

OA/RA1016=NEMA Photocontrol Multi-Tap - 105-285V
OA/RA1027=NEMA Photocontrol - 480V
OA/RA1201=NEMA Photocontrol - 347V
OA/RA1013=Photocontrol Shorting Cap
OA/RA1014=120V Photocontrol
MA1252=10kV Surge Module Replacement
MA1036-XX=Single Tenon Adapter for 2-3/8" O.D. Tenon
MA1037-XX=2 @ 180° Tenon Adapter for 2-3/8" O.D. Tenon
MA1197-XX=3 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1188-XX=4 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1189-XX=2 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1190-XX=3 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1191-XX=2 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1038-XX=Single Tenon Adapter for 3-1/2" O.D. Tenon
MA1039-XX=2 @ 180° Tenon Adapter for 3-1/2" O.D. Tenon
MA1192-XX=3 @ 120° Tenon Adapter for 3-1/2" O.D. Tenon
MA1193-XX=4 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1194-XX=2 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1195-XX=3 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
FSIR-100=Wireless Confi guration Tool for Occupancy Sensor 31

GLEON-MT1=Field Installed Mesh Top for 1-4 Light Squares
GLEON-MT2=Field Installed Mesh Top for 5-6 Light Squares
GLEON-MT3=Field Installed Mesh Top  for 7-8 Light Squares
GLEON-MT4=Field Installed Mesh Top for 9-10 Light Squares 
GLEON-QM=Quick Mount Arm Kit 10

GLEON-QM-EA=Quick Mount Extended Length Arm Kit 11

LS/HSS=Field Installed House Side Shield 29, 32

NOTES: 
1. Customer is responsible for engineering analysis to confi rm pole and fi xture compatibility for all applications. Refer to our white paper WP513001EN for additional support information.
2. DesignLights ConsortiumTM Qualifi ed. Refer to www.designlights.org Qualifi ed Products List under Family Models for details. 
3. Standard 4000K CCT and minimum 70 CRI.
4. Not compatible with extended quick mount arm (QMEA).
5. Not compatible with standard quick mount arm (QM) or extended quick mount arm (QMEA).
6. Requires the use of a step down transformer when combined with MS/DIM, MS/X or DIMRF.
7.  Only for use with 480V Wye systems. Per NEC, not for use with ungrounded systems, impedance grounded systems or corner grounded systems (commonly known as Three Phase Three Wire Delta, Three Phase 

High Leg Delta and Three Phase Corner Grounded Delta systems).
8. May be required when two or more luminaires are oriented on a 90° or 120° drilling pattern. Refer to arm mounting requirement table.
9. Factory installed.
10. Maximum 8 light squares.
11. Maximum 6 light squares. 
12.  2L is not available with MS/X or MS/DIM at 347V or 480V. 2L in AE-02 through AE-04 requires a larger housing, normally used for AE-05 or AE-06. Extended arm option may be required when mounting two or more 

fi xtures per pole at 90° or 120°. Refer to arm mounting requirement table.
13. Not available with LumaWatt wireless sensors. 
14. Extended lead times apply. Use dedicated IES fi les for 3000K and 6000K when performing layouts. These fi les are published on the Galleon luminaire product page on the website.
15. Extended lead times apply. For 8030, factor 7030 IES fi les x .92 (8% lumen loss). For 7050, use 7060 IES fi les.
16. 1 Amp standard. Use dedicated IES fi les for 530mA and 700mA when performing layouts. These fi les are published on the Galleon luminaire product page on the website. 
17. 50°C lumen maintenance data applies to 530mA and 700mA drive currents.
18. Consult factory for more information.
19. Utilizes internal step-down transformer when 347V or 480V is selected.
20. The FSIR-100 accessory is required to adjust parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
21. Not available with HA option.
22. Approximately 22' detection diameter at 8' mounting height.
23. Approximately 40' detection diameter at 20' mounting height.
24. Approximately 60' detection diameter at 40' mounting height.
25. Approximately 100' detection diameter at 40' mounting height.
26. Replace X with number of light squares operating in low output mode.
27.  LumaWatt wireless sensors are factory installed only requiring network components RF-EM-1, RF-GW-1 and RF-ROUT-1 in appropriate quantities. See www.eaton.com/lighting for LumaWatt application information.
28.  Not available with house side shield (HSS).
29. Only for use with SL2, SL3, SL4 and AFL distributions. The Light Square trim plate is painted black when the HSS option is selected.
30. CE is not available with the DIMRF, MS, MS/X, MS/DIM, P, R or PER7 options. Available in 120-277V only.
31. This tool enables adjustment of parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
32. One required for each Light Square.

ORDERING INFORMATION

GLEON GALLEON LED
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Type: 
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Steel Poles

WARNING: Customer is responsible for engineering analysis to confirm pole and fixture compatibility for all applications. Refer to pole white paper WP513001EN for additional support information. Before 
installing, make sure proper anchor bolts and templates are obtained. The use of unauthorized accessories such as banners, signs, cameras or pennants for which the pole was not designed voids the pole 
warranty and may result in pole failure causing serious injury or property damage. Information regarding total loading capacity can be supplied upon request. The pole warranty is void unless poles are used 
and installed as a complete pole and luminaire combination. This warranty specifically excludes failure as the result of a third party act or omission, misuse, unanticipated uses, fatigue failure or similar  
phenomena resulting from induced vibration, harmonic oscillation or resonance associated with movement of air currents around the product.
 
Specifications and dimensions subject to change without notice. Consult your lighting representative at Eaton or visit www.eaton.com/lighting for available options, accessories and ordering information.

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

SSS SQUARE 
STRAIGHT STEEL

TD513013EN 
2014-04-09 13:41:02

FEATURES
ASTM Grade steel base plate with ASTM A366 base cover
Hand hole assembly 3" x 5" on 5" and 6" pole; and 2" x 4" on 4" pole
10'-39' mounting heights
Drilled or tenon (specify)

ORDERING INFORMATION

SAMPLE NUMBER: SSS5A20SFM1XG

Product 
Family

Shaft Size 
(Inches) 1

Wall 
Thickness 
(Inches)

Mounting 
Height 
(Feet)

Base Type Finish Mounting Type Number 
and  
Location 
of Arms

Arm 
Lengths 
(Feet)

Options 
(Add as Suffix)

SSS= Square 
Straight 
Steel

4= 4"
5= 5"
6= 6"

A= 0.120"
M= 0.188"
X= 0.250"

10= 10'
15= 15'
20= 20'
25= 25'
30= 30'
35= 35'
39= 39'

S= Square 
Steel 
Base

F= Dark Bronze
G= Galvanized Steel
J= Summit White
K= Carbon Bronze
L= Dark Platinum
P= Primer Powder Coat
R= Hartford Green
S= Silver
T= Graphite Metallic
V= Grey
W= White
X= Custom Color
Y= Black

2= 2-3/8" O.D. Tenon (4" Long)
3= 3-1/2" O.D. Tenon (5" Long)
4= 4" O.D. Tenon (6" Long)
5= 3" O.D. Tenon (4" Long)
6= 2-3/8" O.D. Tenon (6" Long)
7= 4" O.D. Tenon (10" Long)
A= Type A Drilling
C= Type C Drilling
E= Type E Drilling
F= Type F Drilling
G= Type G Drilling
J= Type J Drilling
K= Type K Drilling
M= Type M Drilling
R= Type R Drilling
Z= Type Z Drilling

1= Single
2= 2 at 180°
3= Triple 2
4= 4 at 90°
5= 2 at 90°
X= None

X= None A= 1/2" Tapped 
Hub (Specify 
location 
desired)

B= 3/4" Tapped 
Hub (Specify 
location 
desired)

C= Convenience 
Outlet 3

E= GFCI 
Convenience 
Outlet 3

G= Ground Lug
H= Additional Hand 

Hole 4
L= Drilled for 

Bumper Glitter
V= Vibration 

Dampener

 NOTES: 1. All shaft sizes nominal. 2. Square poles are 3 at 90°, round poles are 3 at 120°. 3. Outlet is located 4' above base and on same side of pole as hand hole, unless specified otherwise. Receptacle 
not included, provision only. 4. Additional hand hole is located 12" below pole top and 90° from standard hand hole location, unless otherwise specified.

Base View

Hand Hole
12-5/16"

B

AB

Base
Size
(S)

BP

BC

H

D

See technical information.

DIMENSIONS
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SSS SQUARE STRAIGHT STEEL

TD513013EN 
2015-12-09 13:41:02

 Effective Projected Area (At Pole Top)

 Mounting 
Height 
(Feet)

 Catalog 
Number 1, 2

 Wall
Thickness 
(Inches)

 Base 
Square 3 
(Inches)

Bolt 
Circle
Diameter
(Inches)

 Anchor 
Bolt 
Projection 3 
(Inches)

 Shaft 
Size 3
(Inches)

 Anchor 
Bolt  
Diameter 
x 
Length x 
Hook
(Inches)

 Net 
Weight
(Pounds)  Maximum Effective Projected Area

(Square Feet) 4

Max.
Fixture
Load -
Includes
Bracket
(Pounds)

 MH  S  BC  BP  B D x AB x H 80 mph 90 mph 100 mph 110 mph

 10  SSS4A10S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 85 30.0 22.0 17.0 13.0 100

 15  SSS4A15S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 118 15.0 11.5 8.7 6.5 100

 20  SSS4A20S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 150 8.7 5.9 3.9 2.5 150

 20  SSS5A20S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 183 15.4 11.1 7.9 5.5 150

 25  SSS4A25S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 181 3.7 1.7 0.3 --  200

 25  SSS5A25S  0.120  10-1/2  11 5  5  3/4 x 25 x 3 222 9.3 6.0 3.5 1.6  200

 25  SSS6A25S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 284 9.9 6.1 3.5 1.2  200

 30  SSS5A30S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 260 4.7 2.1 -- -- 200

 30  SSS5M30S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 392 10.4 6.4 3.5 1.5 200

 30  SSS6A30S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 330 4.3 1.4 -- -- 200

 30  SSS6M30S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 489 19.0 13.0 8.7 5.6 200

 35  SSS5M35S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 453 5.8 2.8 -- -- 200

 35  SSS6M35S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 564 12.8 7.2 3.7 1.0 200

 35  SSS6X35S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 738 16.5 11.0 6.8 3.5 200

 39  SSS6M39S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 618 7.3 3.0 -- --  300

 39  SSS6X39S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 816 13.0 7.0 3.7 0.8  300

 Effective Projected Area (Two Feet Above Pole Top)

 Mounting 
Height 
(Feet)

 Catalog 
Number 1, 2

 Wall
Thickness 
(Inches)

 Base 
Square 3 
(Inches)

Bolt 
Circle
Diameter
(Inches)

 Anchor 
Bolt 
Projection 3 
(Inches)

 Shaft 
Size 3
(Inches)

 Anchor 
Bolt  
Diameter 
x 
Length x 
Hook
(Inches)

 Net 
Weight
(Pounds)  Maximum Effective Projected Area

(Square Feet) 4

Max.
Fixture
Load -
Includes
Bracket
(Pounds)

 MH  S  BC  BP  B D x AB x H 80 mph 90 mph 100 mph 110 mph

 10  SSS4A10S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 85 23.0 17.5 14.0 11.0 100

 15  SSS4A15S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 118 13.4 10.0 7.5 5.7 100

 20  SSS4A20S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 150 7.6 5.2 3.4 2.1 150

 20  SSS5A20S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 183 13.8 9.9 7.1 4.9 150

 25  SSS4A25S  0.120  10-1/2  11  4-1/2  4  3/4 x 25 x 3 181 3.4 1.6 0.3 --  200

 25  SSS5A25S  0.120  10-1/2  11 5  5  3/4 x 25 x 3 222 8.5 5.5 3.2 1.5  200

 25  SSS6A25S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 284 9.1 5.6 3.0 1.2  200

 30  SSS5A30S  0.120  10-1/2  11  4-1/2  5  3/4 x 25 x 3 260 1.8 -- -- -- 200

 30  SSS5M30S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 392 9.6 5.9 1.9 0.2 200

 30  SSS6A30S  0.120  12-1/2  12-1/2  5  6  1 x 36 x 4 330 4.1 1.3 -- -- 200

 30  SSS6M30S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 489 18.5 12.5 8.4 5.3 200

 35  SSS5M35S  0.188  10-1/2  11  4-1/2  5  3/4 x 25 x 3 453 5.5 2.4 -- -- 200

 35  SSS6M35S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 564 11.8 7.0 3.5 1.0 200

 35  SSS6X35S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 738 16.0 10.5 6.4 3.4 200

 39  SSS6M39S  0.188  12-1/2  12-1/2  5  6  1 x 36 x 4 618 7.0 2.4 -- --  300

 39  SSS6X39S  0.250  12-1/2  12-1/2  5  6  1 x 36 x 4 816 12.0 6.7 3.0 0.5  300

NOTES: 
1.  Catalog number includes pole with hardware kit. Anchor bolts not included. Before installing, make sure proper anchor bolts and templates are obtained.
2. Tenon size or machining for rectangular arms must be specified. Hand hole position relative to drill location.
3. Shaft size, base square, anchor bolts and projections may vary slightly. All dimensions nominal.
4. EPAs based on shaft properties with wind normal to flat. EPAs calculated using base wind velocity as indicated plus 30% gust factor.
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